[bookmark: OLE_LINK24][bookmark: OLE_LINK25][bookmark: _Toc534930842][bookmark: _Toc37298564][bookmark: _Toc46502326][bookmark: _Toc52749303][bookmark: _Toc29245217]3GPP TSG-RAN WG2 Meeting #112-e		R2-2010833
Electronic, 2nd Nov. – 13th Nov. 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.304
	CR
	0193
	rev
	1
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on RRM relaxation 

	
	

	Source to WG:
	Samsung Electronics, CATT

	Source to TSG:
	R2

	
	

	Work item code:
	NR_UE_pow_sav-Core
	
	Date:
	2020-11-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	1. To keep consistency of terms

2. To use italic for the parameter
 
3. Equal priorities between RATs are not supported. Thus, there is no inter-RAT frequency cells of equal priority.

4. According to current agreements, the condition “less than 1 hour have passed since measurements for cell (re)selection were last performed” is applied at least when low mobility criterion is met. For example:
	-	if lowMobilityEvaluation is configured and cellEdgeEvaluation is not configured; and
-	if the UE has performed normal intra-frequency, NR inter-frequency, or inter-RAT frequency measurements for at least TSearchDeltaP after (re-)selecting a new cell; and
-	if the relaxed measurement criterion in clause 5.2.4.9.1 is fulfilled for a period of TSearchDeltaP:
-	the UE may choose to perform relaxed measurements for intra-frequency cells according to relaxation methods in clauses 4.2.2.9 in TS 38.133 [8];
-	if the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ:
-	for any NR inter-frequency or inter-RAT frequency of higher priority, if less than 1 hour has passed since measurements of corresponding frequency cell(s) for cell (re-)selection were last performed; and,
-	if highPriorityMeasRelax is configured with value true:
-	the UE may choose not to perform measurement on this frequency cell(s);


Low mobility criterion includes:
-if the UE has performed normal intra-frequency, NR inter-frequency, or inter-RAT frequency measurements for at least TSearchDeltaP after (re-)selecting a new cell; and
-	if the relaxed measurement criterion in clause 5.2.4.9.1 is fulfilled for a period of TSearchDeltaP:
Based on highlighted yellow parts, when low mobility criterion is met, the UE must have already selected a cell in first place and performed measurements for cell reselection for a duration of time following this cell selection. And 1 hour measurement interval is estimated at least if low mobility criterion is met. Hence, measurements mentioned in the condition “less than 1 hour have passed since measurements for cell (re)selection were last performed” can only be measurements for cell reselection, not cell selection.
 

	
	

	Summary of change:
	1. NR inter-frequencies  NR inter-frequency
 
2. combineRelaxedMeasCondition  combineRelaxedMeasCondition

3.1. the UE may choose to perform relaxed measurements for intra-frequency, NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of equal or lower priority according to relaxation methods in clauses 4.2.2.9, 4.2.2.10, and 4.2.2.11 in TS 38.133 [8]; 
 . the UE may choose to perform relaxed measurements for intra-frequency cells, NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of lower priority according to relaxation methods in clauses 4.2.2.9, 4.2.2.10, and 4.2.2.11 in TS 38.133 [8];

3.2. NR inter-frequencies or inter-RAT frequency cells of equal or lower priority  NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of lower priority

3.3 frequency  frequency cells

4. Cell (re)selection in the condition “less than 1 hour have passed since measurements for cell (re)selection were last performed” is changed to cell reselection.



Impact analysis
Impacted 5G architecture options: 
NR SA

Impacted functionality:
RRM measurement relaxation

Inter-operability:
If only the network is implemented according to the CR, interoperability problems are not foreseen.
If only the UE is implemented according to the CR, interoperability problems are not foreseen.


	
	

	Consequences if not approved:
	1. Misunderstanding due to inconsistency of terms

2. Misunderstanding of inter-RAT frequency of equal priority

3. The condition for 1 hour measurement interval is not accurate, and is not aligned with current RAN4’s description.
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[bookmark: _Toc29245206][bookmark: _Toc37298552][bookmark: _Toc46502314][bookmark: _Toc52749291]5.2.4.2	Measurement rules for cell re-selection
Following rules are used by the UE to limit needed measurements:
-	If the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ, the UE may choose not to perform intra-frequency measurements.
-	Otherwise, the UE shall perform intra-frequency measurements.
-	The UE shall apply the following rules for NR inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:
-	For a NR inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current NR frequency, the UE shall perform measurements of higher priority NR inter-frequency or inter-RAT frequencies according to TS 38.133 [8].
-	For a NR inter-frequency with an equal or lower reselection priority than the reselection priority of the current NR frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current NR frequency:
-	If the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, the UE may choose not to perform measurements of NR inter-frequencyies cells of equal or lower priority, or inter-RAT frequency cells of equal or lower priority;
[bookmark: _GoBack]-	Otherwise, the UE shall perform measurements of NR inter-frequencyies cells of equal or lower priority, or inter-RAT frequency cells of equal or lower priority according to TS 38.133 [8].
-	If the UE supports relaxed measurement and relaxedMeasurement is present in SIB2, the UE may further relax the needed measurements, as specified in clause 5.2.4.9.

5.2.4.9.0	Relaxed measurement rules
When the UE is required to perform measurements of intra-frequency cells or NR inter-frequencyies cells or inter-RAT frequency cells according to the measurement rules in clause 5.2.4.2:
-	if lowMobilityEvaluation is configured and cellEdgeEvaluation is not configured; and
-	if the UE has performed normal intra-frequency, NR inter-frequency, or inter-RAT frequency measurements for at least TSearchDeltaP after (re-)selecting a new cell; and
-	if the relaxed measurement criterion in clause 5.2.4.9.1 is fulfilled for a period of TSearchDeltaP:
-	the UE may choose to perform relaxed measurements for intra-frequency cells according to relaxation methods in clauses 4.2.2.9 in TS 38.133 [8];
-	if the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ:
-	for any NR inter-frequency or inter-RAT frequency of higher priority, if less than 1 hour has passed since measurements of corresponding frequency cell(s) for cell (re-)selection were last performed; and,
-	if highPriorityMeasRelax is configured with value true:
-	the UE may choose not to perform measurement on this frequency cell(s);
-	else (i.e. the serving cell fulfils Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ):
-	the UE may choose to perform relaxed measurements for NR inter-frequency cells or inter-RAT frequency cells according to relaxation methods in clauses 4.2.2.10, and 4.2.2.11 in TS 38.133 [8];
-	if cellEdgeEvaluation is configured and lowMobilityEvaluation is not configured; and
-	if the relaxed measurement criterion in clause 5.2.4.9.2 is fulfilled:
-	the UE may choose to perform relaxed measurements for intra-frequency cells according to relaxation methods in clauses 4.2.2.9 in TS 38.133 [8];
-	if the serving cell fulfils Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ:
-	the UE may choose to perform relaxed measurements for NR inter-frequency cells or inter-RAT frequency cells according to relaxation methods in clauses 4.2.2.10, and 4.2.2.11 in TS 38.133 [8];
-	if both lowMobilityEvaluation and cellEdgeEvaluation are configured:
-	if the UE has performed normal intra-frequency, NR inter-frequency, or inter-RAT frequency measurements for at least TSearchDeltaP after (re-)selecting a new cell; and
-	if the relaxed measurement criterion in clause 5.2.4.9.1 is fulfilled for a period of TSearchDeltaP; and
-	if the relaxed measurement criterion in clause 5.2.4.9.2 is fulfilled:
-	for any intra-frequency, NR inter-frequency, or inter-RAT frequency, if less than 1 hour has passed since measurements of corresponding frequency cell(s) for cell (re-)selection were last performed:
-	the UE may choose not to perform measurement for measurements on this frequency cell(s);
-	else:
-	if the UE has performed normal intra-frequency, NR inter-frequency, or inter-RAT frequency measurements for at least TSearchDeltaP after (re-)selecting a new cell, and the relaxed measurement criterion in clause 5.2.4.9.1 is fulfilled for a period of TSearchDeltaP; or,
-	if the relaxed measurement criterion in clause 5.2.4.9.2 is fulfilled:
-	if combineRelaxedMeasCondition is not configured:
-	the UE may choose to perform relaxed measurements for intra-frequency cells, NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of equal or lower priority according to relaxation methods in clauses 4.2.2.9, 4.2.2.10, and 4.2.2.11 in TS 38.133 [8];
-	if the serving cell fulfils Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ:
-	the UE may choose to perform relaxed measurement for NR inter-frequency cells of higher priority, or inter-RAT frequency cells of higher priority according to relaxation methods in clauses 4.2.2.10, and 4.2.2.11 in TS 38.133 [8];
The above relaxed measurements and no measurement are not applicable for frequencies that are included in VarMeasIdleConfig, if configured and for which the UE supports dual connectivity or carrier aggregation between those frequencies and the frequency of the current serving cell.
