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	Reason for change:
	In the RAN2#109bis-e meeting, the following agreements have been taken in the context of sidelink UE capabilities:

	Agreements
1: 	For LTE-Uu controlling NR-PC5, define the NR PC5 band combination in UE-EUTRA-Capability.
2:	For NR-Uu controlling LTE-PC5, define the NR PC5 band combination in UE-NR-Capability.



According to this, the field supportedBandCombinationListSidelinkEUTRA-NR has been introded in order to report the NR and E-UTRA band conbination that the UE support for NR sidelink communication and V2X communication.

However, the handling of this new paramernter is was absent and it is, indeed, unclear how and when the UE should include this new field when the capability trasfer procedure is triggered by the network.


	
	

	Summary of change:
	
In section 6.3.3 (RF-Paramenter IE)
- Added field description for the new field supportedBandCombinationListSidelinkEUTRA-NR



Impact Analysis
Impacted 5G architecture options: NR SA, Sidelink

Impacted functionality: UE capability trasfer 

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, the UE does not now when and how to add the new field supportedBandCombinationListSidelinkEUTRA-NR and thus it may not report the band combination for sidelink at all.

2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	In the CR is not approved, the UE does not now when and how to add the new field supportedBandCombinationListSidelinkEUTRA-NR and thus it may not report the band combination for sidelink at all.
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	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	supportedBandCombinationListSidelinkEUTRA-NR-r16
Defines the supported NR sidelink communication and/or V2X sidelink communication band combinations by the UE. A fallback band combination resulting from the reported sidelink band combination shall be supported by the UE. The UE does not include this field if the UE capability is requested by E-UTRAN (see TS 36.331[17]) and the network request includes the field eutra-nr-only.
	UE
	No
	No
	No

	supportedBandCombinationListSidelinkNR-r16
Defines the supported joint NR sidelink communication band combinations by the UE. A fallback band combination resulting from the reported sidelink band combination shall be supported by the UE.
	UE
	No
	No
	No

	supportedBandListSidelink-r16
Indicates frequency bands supported for NR sidelink communications and parameters supported for each frequency band, as specified in 4.2.16.1.6.
	UE
	No
	No
	No
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