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	Reason for change:
	1. For a CondReconfigId in the received CondReconfigToAddModList RRC IE, the associated condRRCReconfig is optional if only condExecutionCond needs to be modified. In other words, there may be no “received condRRCReconfig” which is used in the current text of section 5.3.5.13.4 to define the applicable cell. 
2. There may be multiple entries in the CondReconfigToAddModList within the stored VarConditonalReconfig. Each entry, which can contain condRRCReconfig and/or condExecutionCond, needs to be identified by CondReconfigId.
3. There is an editorial error in the spelling of “reconfiguration” in section 5.3.5.13.4.

	
	

	Summary of change:
	1. Change “received condRRCReconfig” to “stored condRRCReconfig” in section 5.3.5.13.4 (condRRCReconfig is an optional field with need code M).
2. Based on the 1st change, add “associated to CondReconfigId” after “stored condRRCReconfig”.
3. Revise the editorial error in the spelling of “reconfiguration” in section 5.3.5.13.4.

Impact analysis
Impacted functionality
CHO and CPC

Inter-operability: 
[bookmark: _GoBack]There is no inter-operability issue.


	
	

	Consequences if not approved:
	1. The applicable cell in section 5.3.5.13.4 cannot be defined in case there is no “received condRRCReconfig”, e.g. only condExecutionCond needs to be modified.
2. Which entry the condRRCReconfig belongs to is not specified.
3. The wrong spelling is used.
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First Modified Subclause
[bookmark: _Toc46439175][bookmark: _Toc46444012][bookmark: _Toc46486773][bookmark: _Toc52836651][bookmark: _Toc52837659][bookmark: _Toc53006299]5.3.5.13.4	Conditional reconfiguration evaluation
The UE shall:
1>	for each condReconfigId within the VarConditionalReconfig:
2>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync in the received stored condRRCReconfig associated to condReconfigId to be applicable cell;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the condExecutionCond associated to condReconfigId:
3>	if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
4>	consider the event associated to that measId to be fulfilled;
3>	if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
4>	consider the event associated to that measId to be not fulfilled;
2>	if event(s) associated to all measId(s) within condTriggerConfig for a target candidate cell within the stored condRRCReconfig are fulfilled:
3>	consider the target candidate cell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
NOTE:	Up to 2 MeasId can be configured for each condReconfigId. The conditional reconfiguration event of the 2 MeasId may have the same or different event conditions, triggering quantity, time to trigger, and triggering threshold.
End of Modified Subclause


