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Beginning of Changes
[bookmark: _Toc37338349][bookmark: _Toc46489192][bookmark: _Toc52567550]
8.10.2.4	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-1.
Table 8.10.2.4-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID



The TRP measurement request information that may be signalled from the LMF to the gNBs is listed in Table 8.10.2.4-2.
Table 8.10.2.4-2: TRP Measurement request information that may be transferred from LMF to gNBs.
	Information 

	TRP ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-3.
Table 8.10.2.4-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information 

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
                          - Activation time

	Aperiodic UL-SRS:
- Aperiodic SRS Resource Trigger
                           - Activation time




Next Change
[bookmark: _Toc52567564]8.10.3.2.3	Positioning Activation/Deactivation Procedure
The purpose of this procedure is to enable the LMF to request activation and deactivation of UL-SRS transmission of the target UE.
Figure 8.10.3.2.3-1 shows the messaging between the LMF and the gNB to perform this procedure.


Figure 8.10.3.2.3-1: Positioning Activation/Deactivation Procedure.
(1)	The LMF sends the NRPPa Positioning Activation Request message to the serving gNB of the target UE to request UL-SRS activation for the target UE. For a semi-persistent UL-SRS, the message includes an indication of an UL-SRS resource set to be activated and may include information that indicates the spatial relation for the semi-persistent UL-SRS resource to be activated, as listed in Table 8.10.2.4-3. For an aperiodic UL-SRS, the message includes a DCI code point indication for aperiodic UL-SRS transmission.
(2)	For semi-persistent UL-SRS, the serving gNB may then activate the configured semi-persistent UL-SRS resource sets by sending the SP Positioning SRS Activation/Deactivation MAC CE command as specified in TS 38.211 [39]. For aperiodic UL-SRS, the serving gNB may then DCI trigger as specified in TS 38.211 [39].
If the UL-SRS has been successfully activated as requested in step 1, the gNB sends the NRPPa Positioning Activation Response message to the LMF with a time indication. If the serving gNB is not able to fulfil the request from step 1, it returns the Positioning Activation Failure message indicating the cause of the failure.
(3)	If a previously activated UL-SRS should be deactivated, the LMF sends the NRPPa Positioning Deactivation message to the serving gNB of the target device to request deactivation. This message includes an indication of the UL-SRS resource set to be deactivated.
Next Change

[bookmark: _Toc52567608]8.13.2.3	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-1.
Table 8.13.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.13.2.3-2.
Table 8.13.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	TRP ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-3.
Table 8.13.2.3-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information 

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
                                      - Activation time


	Aperiodic UL-SRS:
- Aperiodic SRS Resource Trigger
                           - Activation time



Next Change
[bookmark: _Toc52567614]8.13.3.3a	Positioning Activation/Deactivation Procedure
The purpose of this procedure is to enable the LMF to request activation and deactivation of UL-SRS transmission of the target UE.
Figure 8.13.3.3a-1 shows the messaging between the LMF and the gNB to perform this procedure.


Figure 8.13.3.3a-1: Positioning Activation/Deactivation Procedure.
(1)	The LMF sends the NRPPa Positioning Activation Request message to the serving gNB of the target UE to request UL-SRS activation for the target UE. For a semi-persistent UL-SRS, the message includes an indication of an UL-SRS resource set to be activated and may include information that indicates the spatial relation for the semi-persistent UL-SRS resource to be activated, as listed in Table 8.13.2.3-3. . For an aperiodic UL-SRS, the message includes a DCI code point indication for aperiodic UL-SRS transmission.
(2)	For semi-persistent UL-SRS, the serving gNB may then activate the configured semi-persistent UL-SRS resource sets by sending the SP Positioning SRS Activation/Deactivation MAC CE command as specified in TS 38.211 [39]. For aperiodic UL-SRS, the serving gNB may then DCI trigger as specified in TS 38.211 [39].
If the UL-SRS has been successfully activated as requested in step 1, the gNB sends the NRPPa Positioning Activation Response message to the LMF with a time indication. If the serving gNB is not able to fulfil the request from step 1, it returns the Positioning Activation Failure message indicating the cause of the failure.
(3)	If a previously activated UL-SRS should be deactivated, the LMF sends the NRPPa Positioning Deactivation message to the serving gNB of the target device to request deactivation. This message includes an indication of the UL-SRS resource set to be deactivated.

Next Change

[bookmark: _Toc52567622]8.14.2.3	Information that may be transferred from the LMF to gNB
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-1.
Table 8.14.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.14.2.3-2.
Table 8.14.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	TRP ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-3.
Table 8.14.2.3-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
                          - Activation time


	Aperiodic UL-SRS:
- Aperiodic SRS Resource Trigger
                           - Activation time




Next Change
8.14.3.3a	Positioning Activation/Deactivation Procedure
The purpose of this procedure is to enable the LMF to request activation and deactivation of UL-SRS transmission of the target UE.
Figure 8.14.3.3a-1 shows the messaging between the LMF and the gNB to perform this procedure.


Figure 8.14.3.3a-1: Positioning Activation/Deactivation Procedure.
(1)	The LMF sends the NRPPa Positioning Activation Request message to the serving gNB of the target UE to request UL-SRS activation for the target UE. For a semi-persistent UL-SRS, the message includes an indication of an UL-SRS resource set to be activated and may include information that indicates the spatial relation for the semi-persistent UL-SRS resource to be activated, as listed in Table 8.14.2.3-3. For an aperiodic UL-SRS, the message includes a DCI code point indication for aperiodic UL-SRS transmission.
(2)	For semi-persistent UL-SRS, the serving gNB may then activate the configured semi-persistent UL-SRS resource sets by sending the SP Positioning SRS Activation/Deactivation MAC CE command as specified in TS 38.211 [39]. For aperiodic UL-SRS, the serving gNB may then DCI trigger as specified in TS 38.211 [39].
If the UL-SRS has been successfully activated as requested in step 1, the gNB sends the NRPPa Positioning Activation Response message to the LMF with a time indication. If the serving gNB is not able to fulfil the request from step 1, it returns the Positioning Activation Failure message indicating the cause of the failure.
(3)	If a previously activated UL-SRS should be deactivated, the LMF sends the NRPPa Positioning Deactivation message to the serving gNB of the target device to request deactivation. This message includes an indication of the UL-SRS resource set to be deactivated.

End of Changes
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