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6.3.2
Radio resource control information elements

<<<Unchanged Parts Omitted >>>
–
CSI-RS-ResourceConfigMobility
The IE CSI-RS-ResourceConfigMobility is used to configure CSI-RS based RRM measurements.

CSI-RS-ResourceConfigMobility information element

-- ASN1START

-- TAG-CSI-RS-RESOURCECONFIGMOBILITY-START

CSI-RS-ResourceConfigMobility ::=   SEQUENCE {

    subcarrierSpacing                   SubcarrierSpacing,

    csi-RS-CellList-Mobility            SEQUENCE (SIZE (1..maxNrofCSI-RS-CellsRRM)) OF CSI-RS-CellMobility,

    ...,

    [[

    refServCellIndex                    ServCellIndex                                                           OPTIONAL    -- Need S

    ]],
    [[

    csi-RS-CellList-MobilityExt-r16   SEQUENCE (SIZE (1..maxNrofCSI-RS-CellsRRM)) OF CSI-RS-CellMobility-v16xy   OPTIONAL    -- Need R
    ]]
}

CSI-RS-CellMobility ::=             SEQUENCE {

    cellId                              PhysCellId,

    csi-rs-MeasurementBW                SEQUENCE {

        nrofPRBs                            ENUMERATED { size24, size48, size96, size192, size264},

        startPRB                            INTEGER(0..2169)

    },

    density                             ENUMERATED {d1,d3}                                                      OPTIONAL,   -- Need R

    csi-rs-ResourceList-Mobility        SEQUENCE (SIZE (1..maxNrofCSI-RS-ResourcesRRM)) OF CSI-RS-Resource-Mobility

}

CSI-RS-CellMobility-v16xy ::=       SEQUENCE {

    cellId                              PhysCellId,

    csi-rs-MeasurementBW                SEQUENCE {

        nrofPRBs                            ENUMERATED { size24, size48, size96, size192, size264},

        startPRB                            INTEGER(0..2169)

    },

    density                             ENUMERATED {d1,d3}                                                      OPTIONAL,   -- Need R

    csi-rs-ResourceList-Mobility        SEQUENCE (SIZE (1..maxNrofCSI-RS-ResourcesRRM)) OF CSI-RS-Resource-Mobility-v16xy
}

CSI-RS-Resource-Mobility ::=        SEQUENCE {

    csi-RS-Index                        CSI-RS-Index,

    slotConfig                          CHOICE {

        ms4                                 INTEGER (0..31),

        ms5                                 INTEGER (0..39),

        ms10                                INTEGER (0..79),

        ms20                                INTEGER (0..159),

        ms40                                INTEGER (0..319)

    },

    associatedSSB                       SEQUENCE {

        ssb-Index                           SSB-Index,

        isQuasiColocated                    BOOLEAN
    }                                                                                                           OPTIONAL, -- Need R

    frequencyDomainAllocation           CHOICE {

        row1                                BIT STRING (SIZE (4)),

        row2                                BIT STRING (SIZE (12))

    },

    firstOFDMSymbolInTimeDomain         INTEGER (0..13),

    sequenceGenerationConfig            INTEGER (0..1023),

    ...

}

CSI-RS-Resource-Mobility-v16xy ::=        SEQUENCE {

    csi-RS-Index                        CSI-RS-Index-v16xy,

    slotConfig                          CHOICE {

        ms4                                 INTEGER (0..31),

        ms5                                 INTEGER (0..39),

        ms10                                INTEGER (0..79),

        ms20                                INTEGER (0..159),

        ms40                                INTEGER (0..319)

    },

    associatedSSB                       SEQUENCE {

        ssb-Index                           SSB-Index,

        isQuasiColocated                    BOOLEAN
    }                                                                                                           OPTIONAL, -- Need R

    frequencyDomainAllocation           CHOICE {

        row1                                BIT STRING (SIZE (4)),

        row2                                BIT STRING (SIZE (12))

    },

    firstOFDMSymbolInTimeDomain         INTEGER (0..13),

    sequenceGenerationConfig            INTEGER (0..1023),

    ...

}

CSI-RS-Index ::=                    INTEGER (0..maxNrofCSI-RS-ResourcesRRM-1)

CSI-RS-Index-v16xy ::=              INTEGER (maxNrofCSI-RS-ResourcesRRM..maxNrofCSI-RS-ResourcesRRM-1-v16xy)

-- TAG-CSI-RS-RESOURCECONFIGMOBILITY-STOP

-- ASN1STOP

	CSI-RS-CellMobility field descriptions

	csi-rs-ResourceList-Mobility
List of CSI-RS resources for mobility. The maximum number of CSI-RS resources that can be configured per measObjectNR depends on the configuration of associatedSSB. If all CSI-RS resources configured by the same measObjectNR have been configured with associatedSSB, the maximum number of CSI-RS resources per measObjectNR is 96; otherwise the maximum number is 64.

	csi-RS-CellList-MobilityExt
Extended list of CSI-RS resources for mobility. The list can only be configured if all CSI-RS resources configured by the same measObjectNR have been configured with associatedSSB. The maximum number of CSI-RS resources that can be configured in this list is 96.

	density
Frequency domain density for the 1-port CSI-RS for L3 mobility. See TS 38.211 [16], clause 7.4.1.

	nrofPRBs
Allowed size of the measurement BW in PRBs. See TS 38.211 [16], clause 7.4.1.

	startPRB
Starting PRB index of the measurement bandwidth. See TS 38.211 [16], clause 7.4.1.


	CSI-RS-ResourceConfigMobility field descriptions

	csi-RS-CellList-Mobility
List of cells for CSI-RS based RRM measurements.

	refServCellIndex
Indicates the serving cell providing the timing reference for CSI-RS resources without associatedSSB. The field may be present only if there is at least one CSI-RS resource configured without associatedSSB. If this field is absent, the UE shall use the timing of the PCell for measurements on the CSI-RS resources without associatedSSB. The CSI-RS resources and the serving cell indicated by refServCellIndex for timing reference should be located in the same band.

	subcarrierSpacing
Subcarrier spacing of CSI-RS. Only the values 15, 30 kHz or 60 kHz (FR1), and 60 or 120 kHz (FR2) are applicable.


	CSI-RS-Resource-Mobility field descriptions

	associatedSSB

If this field is present, the UE may base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobility on the timing of the cell indicated by the cellId in the CSI-RS-CellMobility. In this case, the UE is not required to monitor that CSI-RS resource if the UE cannot detect the SS/PBCH block indicated by this associatedSSB and cellId. If this field is absent, the UE shall base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobility on the timing of the serving cell indicated by refServCellIndex. In this case, the UE is required to measure the CSI-RS resource even if SS/PBCH block(s) with cellId in the CSI-RS-CellMobility are not detected.
CSI-RS resources with and without associatedSSB may be configured in accordance with the rules in TS 38.214 [19], clause 5.1.6.1.3.

	csi-RS-Index

CSI-RS resource index associated to the CSI-RS resource to be measured (and used for reporting).

	firstOFDMSymbolInTimeDomain
Time domain allocation within a physical resource block. The field indicates the first OFDM symbol in the PRB used for CSI-RS, see TS 38.211 [16], clause 7.4.1.5.3. Value 2 is supported only when dmrs-TypeA-Position equals pos3.

	frequencyDomainAllocation
Frequency domain allocation within a physical resource block in accordance with TS 38.211 [16], clause 7.4.1.5.3 including table 7.4.1.5.2-1. The number of bits that may be set to one depend on the chosen row in that table.

	isQuasiColocated
Indicates that the CSI-RS resource is quasi co-located with the associated SS/PBCH block, see TS 38.214 [19], clause 5.1.6.1.3.

	sequenceGenerationConfig
Scrambling ID for CSI-RS (see TS 38.211 [16], clause 7.4.1.5.2).

	slotConfig
Indicates the CSI-RS periodicity (in milliseconds) and for each periodicity the offset (in number of slots). When subcarrierSpacingCSI-RS is set to kHz15, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 3/4/9/19/39 slots. When subcarrierSpacingCSI-RS is set to kHz30, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 7/9/19/39/79 slots. When subcarrierSpacingCSI-RS is set to kHz60, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 15/19/39/79/159 slots. When subcarrierSpacingCSI-RS is set kHz120, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 31/39/79/159/319 slots.


<<<Unchanged Parts Omitted >>>
–
MeasResults

The IE MeasResults covers measured results for intra-frequency, inter-frequency, inter-RAT mobility and measured results for sidelink.

MeasResults information element

-- ASN1START

-- TAG-MEASRESULTS-START

MeasResults ::=                         SEQUENCE {

    measId                                  MeasId,

    measResultServingMOList                 MeasResultServMOList,

    measResultNeighCells                    CHOICE {

        measResultListNR                        MeasResultListNR,

        ...,

        measResultListEUTRA                     MeasResultListEUTRA,

        measResultListUTRA-FDD-r16              MeasResultListUTRA-FDD-r16

    }                                                                                                                   OPTIONAL,

    ...,

    [[

    measResultServFreqListEUTRA-SCG         MeasResultServFreqListEUTRA-SCG                                             OPTIONAL,
    measResultServFreqListNR-SCG            MeasResultServFreqListNR-SCG                                                OPTIONAL,

    measResultSFTD-EUTRA                    MeasResultSFTD-EUTRA                                                        OPTIONAL,

    measResultSFTD-NR                       MeasResultCellSFTD-NR                                                       OPTIONAL
     ]],

     [[

    measResultCellListSFTD-NR               MeasResultCellListSFTD-NR                                                   OPTIONAL
    ]],

    [[

    measResultForRSSI-r16                   MeasResultForRSSI-r16                                                       OPTIONAL,
    locationInfo-r16                        LocationInfo-r16                                                            OPTIONAL,

    ul-PDCP-DelayValueResultList-r16        UL-PDCP-DelayValueResultList-r16                                            OPTIONAL,

    measResultsSL-r16                       MeasResultsSL-r16                                                           OPTIONAL,

    measResultCLI-r16                       MeasResultCLI-r16                                                           OPTIONAL
    ]]

}

MeasResultServMOList ::=                SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServMO

MeasResultServMO ::=                    SEQUENCE {

    servCellId                              ServCellIndex,

    measResultServingCell                   MeasResultNR,

    measResultBestNeighCell                 MeasResultNR                                                                OPTIONAL,

    ...

}

MeasResultListNR ::=                    SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultNR

MeasResultNR ::=                        SEQUENCE {

    physCellId                              PhysCellId                                                                  OPTIONAL,

    measResult                              SEQUENCE {

        cellResults                             SEQUENCE{

            resultsSSB-Cell                         MeasQuantityResults                                                 OPTIONAL,

            resultsCSI-RS-Cell                      MeasQuantityResults                                                 OPTIONAL
        },

        rsIndexResults                          SEQUENCE{

            resultsSSB-Indexes                      ResultsPerSSB-IndexList                                             OPTIONAL,

            resultsCSI-RS-Indexes                   ResultsPerCSI-RS-IndexList                                          OPTIONAL
        }                                                                                                               OPTIONAL
    },

    ...,

    [[

    cgi-Info                                CGI-InfoNR                                                                    OPTIONAL
    ]],
    [[

    resultsCSI-RS-Indexes-v16xy             ResultsPerCSI-RS-IndexList-v16xy
                                          OPTIONAL
    ]]
}

MeasResultListEUTRA ::=                 SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA

MeasResultEUTRA ::=                     SEQUENCE {

    eutra-PhysCellId                        PhysCellId,

    measResult                              MeasQuantityResultsEUTRA,

    cgi-Info                                CGI-InfoEUTRA                                                               OPTIONAL,

    ...

}

MultiBandInfoListEUTRA ::=              SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicatorEUTRA

MeasQuantityResults ::=                 SEQUENCE {

    rsrp                                    RSRP-Range                                                                  OPTIONAL,

    rsrq                                    RSRQ-Range                                                                  OPTIONAL,

    sinr                                    SINR-Range                                                                  OPTIONAL
}

MeasQuantityResultsEUTRA ::=            SEQUENCE {

    rsrp                                    RSRP-RangeEUTRA                                                             OPTIONAL,

    rsrq                                    RSRQ-RangeEUTRA                                                             OPTIONAL,

    sinr                                    SINR-RangeEUTRA                                                             OPTIONAL
}

ResultsPerSSB-IndexList::=              SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerSSB-Index

ResultsPerSSB-Index ::=                 SEQUENCE {

    ssb-Index                               SSB-Index,

    ssb-Results                             MeasQuantityResults                                                         OPTIONAL
}

ResultsPerCSI-RS-IndexList::=           SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerCSI-RS-Index

ResultsPerCSI-RS-Index ::=              SEQUENCE {

    csi-RS-Index                            CSI-RS-Index,

    csi-RS-Results                          MeasQuantityResults                                                         OPTIONAL
}

ResultsPerCSI-RS-IndexList-v16xy::=     SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerCSI-RS-Index-v16xy
ResultsPerCSI-RS-Index-v16xy ::=        SEQUENCE {

    csi-RS-Index-v16xy                      CSI-RS-Index-v16xy,

    csi-RS-Results                          MeasQuantityResults                                                         OPTIONAL
}
MeasResultServFreqListEUTRA-SCG ::= SEQUENCE (SIZE (1..maxNrofServingCellsEUTRA)) OF MeasResult2EUTRA

MeasResultServFreqListNR-SCG ::= SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResult2NR

MeasResultListUTRA-FDD-r16 ::=          SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA-FDD-r16

MeasResultUTRA-FDD-r16 ::=              SEQUENCE {

    physCellId-r16                          PhysCellIdUTRA-FDD-r16,

    measResult-r16                          SEQUENCE {

        utra-FDD-RSCP-r16                       INTEGER (-5..91)          OPTIONAL,

        utra-FDD-EcN0-r16                       INTEGER (0..49)           OPTIONAL
    }

}

MeasResultForRSSI-r16 ::=        SEQUENCE {

    rssi-Result-r16                  RSSI-Range-r16,

    channelOccupancy-r16             INTEGER (0..100)

}

MeasResultCLI-r16 ::=            SEQUENCE {

    measResultListSRS-RSRP-r16       MeasResultListSRS-RSRP-r16                                                         OPTIONAL,

    measResultListCLI-RSSI-r16       MeasResultListCLI-RSSI-r16                                                         OPTIONAL
}

MeasResultListSRS-RSRP-r16 ::=   SEQUENCE (SIZE (1.. maxCLI-Report-r16)) OF MeasResultSRS-RSRP-r16

MeasResultSRS-RSRP-r16 ::=       SEQUENCE {

    srs-ResourceId-r16               SRS-ResourceId,

    srs-RSRP-Result-r16              SRS-RSRP-Range-r16

}

MeasResultListCLI-RSSI-r16 ::=   SEQUENCE (SIZE (1.. maxCLI-Report-r16)) OF MeasResultCLI-RSSI-r16

MeasResultCLI-RSSI-r16 ::=       SEQUENCE {

    rssi-ResourceId-r16              RSSI-ResourceId-r16,

    cli-RSSI-Result-r16              CLI-RSSI-Range-r16

}

UL-PDCP-DelayValueResultList-r16 ::= SEQUENCE (SIZE (1..maxDRB)) OF UL-PDCP-DelayValueResult-r16

UL-PDCP-DelayValueResult-r16 ::= SEQUENCE {

    drb-Id-r16                       DRB-Identity,

    averageDelay-r16                 INTEGER (0..10000),

    ...

}

-- TAG-MEASRESULTS-STOP

-- ASN1STOP

	MeasResultEUTRA field descriptions

	eutra-PhysCellId

Identifies the physical cell identity of the E-UTRA cell for which the reporting is being performed. The UE reports a value in the range 0..503, other values are reserved.


	MeasResultNR field descriptions

	averageDelay

Indicates average delay for the packets during the reporting period, as specified in TS 38.314 [53]. Value 0 corresponds to 0 millisecond, value 1 corresponds to 0.1 millisecond, value 2 corresponds to 0.2 millisecond, and so on.

	cellResults

Cell level measurement results.

	drb-Id

Indicates DRB value for which uplink PDCP delay ratio or value is provided, according to TS 38.314 [53].

	excessDelay

Indicates excess queueing delay ratio in UL, according to excess delay ratio measurement report mapping table, as defined in TS 38.314 [53], Table 4.2.1.1.1-1.

	locationInfo

Positioning related information and measurements.

	physCellId

The physical cell identity of the NR cell for which the reporting is being performed.

	resultsSSB-Cell

Cell level measurement results based on SS/PBCH related measurements.

	resultsSSB-Indexes

Beam level measurement results based on SS/PBCH related measurements.

	resultsCSI-RS-Cell

Cell level measurement results based on CSI-RS related measurements.

	resultsCSI-RS-Indexes

Beam level measurement results based on CSI-RS related measurements.

	rsIndexResults

Beam level measurement results.


	MeasResultUTRA-FDD field descriptions

	physCellId

The physical cell identity of the UTRA-FDD cell for which the reporting is being performed.

	utra-FDD-EcN0

According to CPICH_Ec/No in TS 25.133 [46] for FDD.

	utra-FDD-RSCP

According to CPICH_RSCP in TS 25.133 [46] for FDD.


	MeasResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measQuantityResults

The value sinr is not included when it is used for LogMeasReport-r16.

	measResultCellListSFTD-NR

SFTD measurement results between the PCell and the NR neighbour cell(s) in NR standalone.

	measResultCLI

CLI measurement results.

	measResultEUTRA

Measured results of an E-UTRA cell.

	measResultForRSSI

Includes measured RSSI result in dBm (see TS 38.215 [9]) and channelOccupancy which is the percentage of samples when the RSSI was above the configured channelOccupancyThreshold for the associated reportConfig.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E-UTRA measurement identity.

	measResultListNR

List of measured results for the maximum number of reported best cells for an NR measurement identity.

	measResultListUTRA-FDD

List of measured results for the maximum number of reported best cells for a UTRA-FDD measurement identity.

	measResultNR

Measured results of an NR cell.

	measResultServFreqListEUTRA-SCG

Measured results of the E-UTRA SCG serving frequencies: the measurement result of PSCell and each SCell, if any, and of the best neighbouring cell on each E-UTRA SCG serving frequency.

	measResultServFreqListNR-SCG

Measured results of the NR SCG serving frequencies: the measurement result of PSCell and each SCell, if any, and of the best neighbouring cell on each NR SCG serving frequency.

	measResultServingMOList

Measured results of measured cells with reference signals indicated in the serving cell measurement objects including measurement results of SpCell, configured SCell(s) and best neighbouring cell within measured cells with reference signals indicated in on each serving cell measurement object. If the sending of the MeasurementReport message is triggered by a measurement configured by an NR RRCReconfiguration message that was received embedded within an E-UTRA RRCConnectionReconfiguration message (i.e. CBR measurements), this field is not applicable and its contents is ignored by the network.

	measResultSFTD-EUTRA

SFTD measurement results between the PCell and the E-UTRA PScell in NE-DC.

	measResultSFTD-NR

SFTD measurement results between the PCell and the NR PScell in NR-DC.

	measResultUTRA-FDD

Measured result of a UTRA-FDD cell.


<<<Unchanged Parts Omitted >>>
6.3.3
UE capability information elements
<<<Unchanged Parts Omitted >>>
–
MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).

MeasAndMobParameters information element

-- ASN1START

-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {

    measAndMobParametersCommon              MeasAndMobParametersCommon              OPTIONAL,

    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,

    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {

    supportedGapPattern                     BIT STRING (SIZE (22))                  OPTIONAL,

    ssb-RLM                                 ENUMERATED {supported}                  OPTIONAL,

    ssb-AndCSI-RS-RLM                       ENUMERATED {supported}                  OPTIONAL,

    ...,

    [[

    eventB-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,

    handoverFDD-TDD                         ENUMERATED {supported}                  OPTIONAL,

    eutra-CGI-Reporting                     ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting                        ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    independentGapConfig                    ENUMERATED {supported}                  OPTIONAL,

    periodicEUTRA-MeasAndReport             ENUMERATED {supported}                  OPTIONAL,

    handoverFR1-FR2                         ENUMERATED {supported}                  OPTIONAL,

    maxNumberCSI-RS-RRM-RS-SINR             ENUMERATED {n4, n8, n16, n32, n64, n96} OPTIONAL
    ]],

    [[

    nr-CGI-Reporting-ENDC                   ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    eutra-CGI-Reporting-NEDC                ENUMERATED {supported}                  OPTIONAL,

    eutra-CGI-Reporting-NRDC                ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting-NEDC                   ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting-NRDC                   ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    reportAddNeighMeasForPeriodic-r16       ENUMERATED {supported}                  OPTIONAL,

    condHandoverParametersCommon-r16        SEQUENCE {

       condHandoverFDD-TDD-r16                  ENUMERATED {supported}              OPTIONAL,

       condHandoverFR1-FR2-r16                  ENUMERATED {supported}              OPTIONAL
    }                                                                               OPTIONAL,

    nr-NeedForGap-Reporting-r16             ENUMERATED {supported}                  OPTIONAL,

    supportedGapPattern-NRonly-r16          BIT STRING (SIZE (10))                  OPTIONAL,

    supportedGapPattern-NRonly-NEDC-r16     ENUMERATED {supported}                  OPTIONAL,

    maxNumberCLI-RSSI-r16                   ENUMERATED {n8, n16, n32, n64}          OPTIONAL,

    maxNumberCLI-SRS-RSRP-r16               ENUMERATED {n4, n8, n16, n32}           OPTIONAL,

    maxNumberPerSlotCLI-SRS-RSRP-r16        ENUMERATED {n2, n4, n8}                 OPTIONAL,

    mfbi-IAB-r16                            ENUMERATED {supported}                  OPTIONAL,

    multipleNS-And-Pmax-IAB-r16             ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting-NPN-r16                ENUMERATED {supported}                  OPTIONAL,

    idleInactiveEUTRA-MeasReport-r16        ENUMERATED {supported}                  OPTIONAL,

    idleInactive-ValidityArea-r16           ENUMERATED {supported}                  OPTIONAL,
    eutra-AutonomousGaps-r16                ENUMERATED {supported}                  OPTIONAL,

    eutra-AutonomousGaps-NEDC-r16           ENUMERATED {supported}                  OPTIONAL,

    eutra-AutonomousGaps-NRDC-r16           ENUMERATED {supported}                  OPTIONAL,

    pcellT312-r16                           ENUMERATED {supported}                  OPTIONAL,

    supportedGapPattern-r16                 BIT STRING (SIZE (2))                   OPTIONAL
    ]],
    [[
    maxNumberCSI-RS-PerMO-r16               ENUMERATED {supported}                  OPTIONAL
    ]]
}

MeasAndMobParametersXDD-Diff ::=        SEQUENCE {

    intraAndInterF-MeasAndReport            ENUMERATED {supported}                  OPTIONAL,

    eventA-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,

    ...,

    [[

    handoverInterF                          ENUMERATED {supported}                  OPTIONAL,

    handoverLTE-EPC                         ENUMERATED {supported}                  OPTIONAL,

    handoverLTE-5GC                         ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    sftd-MeasNR-Neigh                       ENUMERATED {supported}                  OPTIONAL,

    sftd-MeasNR-Neigh-DRX                   ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    handoverUTRA-FDD-r16                    ENUMERATED {supported}                  OPTIONAL
    ]]

}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {

    ss-SINR-Meas                                ENUMERATED {supported}              OPTIONAL,

    csi-RSRP-AndRSRQ-MeasWithSSB                ENUMERATED {supported}              OPTIONAL,

    csi-RSRP-AndRSRQ-MeasWithoutSSB             ENUMERATED {supported}              OPTIONAL,

    csi-SINR-Meas                               ENUMERATED {supported}              OPTIONAL,

    csi-RS-RLM                                  ENUMERATED {supported}              OPTIONAL,

    ...,

    [[

    handoverInterF                              ENUMERATED {supported}              OPTIONAL,

    handoverLTE-EPC                             ENUMERATED {supported}              OPTIONAL,

    handoverLTE-5GC                             ENUMERATED {supported}              OPTIONAL
    ]],

    [[

    maxNumberResource-CSI-RS-RLM                ENUMERATED {n2, n4, n6, n8}         OPTIONAL
    ]],

    [[

    simultaneousRxDataSSB-DiffNumerology        ENUMERATED {supported}              OPTIONAL
    ]],

    [[

    nr-AutonomousGaps-r16                       ENUMERATED {supported}              OPTIONAL,

    nr-AutonomousGaps-ENDC-r16                  ENUMERATED {supported}              OPTIONAL,

    nr-AutonomousGaps-NEDC-r16                  ENUMERATED {supported}              OPTIONAL,

    nr-AutonomousGaps-NRDC-r16                  ENUMERATED {supported}              OPTIONAL,

    handoverUTRA-FDD-r16                        ENUMERATED {supported}              OPTIONAL,

    cli-RSSI-Meas-r16                           ENUMERATED {supported}              OPTIONAL,

    cli-SRS-RSRP-Meas-r16                       ENUMERATED {supported}              OPTIONAL,

    interFrequencyMeas-Nogap-r16                ENUMERATED {supported}              OPTIONAL,

    simultaneousRxDataSSB-DiffNumerology-Inter-r16  ENUMERATED {supported}          OPTIONAL,

    idleInactiveNR-MeasReport-r16               ENUMERATED {supported}              OPTIONAL,
    -- R4 6-2: Support of beam level Early Measurement Reporting
    idleInactiveNR-MeasBeamReport-r16           ENUMERATED {supported}              OPTIONAL
    ]]

}

-- TAG-MEASANDMOBPARAMETERS-STOP

-- ASN1STOP
<<<Unchanged Parts Omitted >>>
6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

-- TAG-MULTIPLICITY-AND-TYPE-CONSTRAINT-DEFINITIONS-START

<<<Unchanged Parts Omitted >>>
maxFreqSL-NR-r16                        INTEGER ::= 8       -- Maximum number of NR anchor carrier frequncy for NR sidelink communication

maxNrofSL-QFIs-r16                      INTEGER ::= 2048    -- Maximum number of QoS flow for NR sidelink communication per UE

maxNrofSL-QFIsPerDest-r16               INTEGER ::= 64      -- Maximum number of QoS flow per destination for NR sidelink communication

maxNrofObjectId                         INTEGER ::= 64      -- Maximum number of measurement objects

maxNrofPageRec                          INTEGER ::= 32      -- Maximum number of page records

maxNrofPCI-Ranges                       INTEGER ::= 8       -- Maximum number of PCI ranges

maxPLMN                                 INTEGER ::= 12      -- Maximum number of PLMNs broadcast and reported by UE at establisghment

maxNrofCSI-RS-ResourcesRRM              INTEGER ::= 96      -- Maximum number of CSI-RS resources for an RRM measurement object

maxNrofCSI-RS-ResourcesRRM-1            INTEGER ::= 95      -- Maximum number of CSI-RS resources for an RRM measurement object minus 1

maxNrofCSI-RS-ResourcesRRM-1-v16xy      INTEGER ::= 191     -- Maximum number of CSI-RS resources for an RRM measurement object minus 1 in Rel-16
maxNrofMeasId                           INTEGER ::= 64      -- Maximum number of configured measurements

maxNrofQuantityConfig                   INTEGER ::= 2       -- Maximum number of quantity configurations

maxNrofCSI-RS-CellsRRM                  INTEGER ::= 96      -- Maximum number of cells with CSI-RS resources for an RRM measurement object

maxNrofSL-Dest-r16                      INTEGER ::= 32      -- Maximum number of destination for NR sidelink communication

maxNrofSL-Dest-1-r16                    INTEGER ::= 31      -- Highest index of destination for NR sidelink communication

maxNrofSLRB-r16                         INTEGER ::= 512     -- Maximum number of radio bearer for NR sidelink communication per UE

maxSL-LCID-r16                          INTEGER ::= 512     -- Maximum number of RLC bearer for NR sidelink communication per UE

maxSL-SyncConfig-r16                    INTEGER ::= 16      -- Maximum number of sidelink Sync configurations

maxNrofRXPool-r16                       INTEGER ::= 16      -- Maximum number of Rx resource poolfor NR sidelink communication

maxNrofTXPool-r16                       INTEGER ::= 8       -- Maximum number of Tx resourcepoolfor NR sidelink communication

maxNrofPoolID-r16                       INTEGER ::= 16      -- Maximum index of resource pool for NR sidelink communication

maxNrofSRS-PathlossReferenceRS-r16      INTEGER ::= 64      -- Maximum number of RSs used as pathloss reference for SRS power control.

maxNrofSRS-PathlossReferenceRS-1-r16    INTEGER ::= 63      -- Maximum number of RSs used as pathloss reference for SRS power control-1.

maxNrofSRS-ResourceSets                 INTEGER ::= 16      -- Maximum number of SRS resource sets in a BWP.

maxNrofSRS-ResourceSets-1               INTEGER ::= 15      -- Maximum number of SRS resource sets in a BWP minus 1.

maxNrofSRS-PosResourceSets-r16          INTEGER ::= 16      -- Maximum number of SRS Positioning resource sets in a BWP.

maxNrofSRS-PosResourceSets-1-r16        INTEGER ::= 15      -- Maximum number of SRS Positioning resource sets in a BWP minus 1.

maxNrofSRS-Resources                    INTEGER ::= 64      -- Maximum number of SRS resources.

maxNrofSRS-Resources-1                  INTEGER ::= 63      -- Maximum number of SRS resources in an SRS resource set minus 1.

maxNrofSRS-PosResources-r16             INTEGER ::= 64      -- Maximum number of SRS Positioning resources.

maxNrofSRS-PosResources-1-r16           INTEGER ::= 63      -- Maximum number of SRS Positioning resources in an SRS Positioning

                                                            -- resource set minus 1.

<<<Unchanged Parts Omitted >>>
-- TAG-MULTIPLICITY-AND-TYPE-CONSTRAINT-DEFINITIONS-STOP

-- ASN1STOP

