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	Reason for change:
	It is agreed in NR UE will measure and report the Average PDCP packet delay as specified in 38.314 in NR instead of the excess delay as specified in LTE. However, the excess delay is still present in UE measurements in 38.331.


	
	

	Summary of change:
	Excess delay measurement is deleted from UE measurements.



	
	

	Consequences if not approved:
	The excess delay measurement that is not supported in NR is presented.
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The IE MeasResults covers measured results for intra-frequency, inter-frequency, inter-RAT mobility and measured results for sidelink.
/* Unrelated part omitted /*
	MeasResultNR field descriptions

	averageDelay
Indicates average delay for the packets during the reporting period, as specified in TS 38.314 [53]. Value 0 corresponds to 0 millisecond, value 1 corresponds to 0.1 millisecond, value 2 corresponds to 0.2 millisecond, and so on.

	cellResults
Cell level measurement results.

	drb-Id
Indicates DRB value for which uplink PDCP delay ratio or value is provided, according to TS 38.314 [53].

	excessDelay
Indicates excess queueing delay ratio in UL, according to excess delay ratio measurement report mapping table, as defined in TS 38.314 [53], Table 4.2.1.1.1-1.

	locationInfo
Positioning related information and measurements.

	physCellId
The physical cell identity of the NR cell for which the reporting is being performed.

	resultsSSB-Cell
Cell level measurement results based on SS/PBCH related measurements.

	resultsSSB-Indexes
Beam level measurement results based on SS/PBCH related measurements.

	resultsCSI-RS-Cell
Cell level measurement results based on CSI-RS related measurements.

	resultsCSI-RS-Indexes
Beam level measurement results based on CSI-RS related measurements.

	rsIndexResults
Beam level measurement results.
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