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Beginning of Change
[bookmark: _Toc12632714][bookmark: _Toc29305408][bookmark: _Toc37338231][bookmark: _Toc46489074][bookmark: _Toc52567427]8.2.3.2.2	Assistance Data Delivery between LMF and ng-eNB
The purpose of this procedure is to enable the ng-eNB to provide assistance data to the LMF, for subsequent delivery to the UE using the procedures of clause 8.2.3.2.1 or for use in the calculation of positioning estimates at the LMF.
[bookmark: _Toc12632715][bookmark: _Toc29305409][bookmark: _Toc37338232][bookmark: _Toc46489075][bookmark: _Toc52567428]8.2.3.2.2.1	LMF-initiated assistance data delivery to the LMF
Figure 8.2.3.2.2.1-1 shows the Assistance Data Delivery operation from the ng‑eNB to the LMF for the OTDOA positioning method, in the case that the procedure is initiated by the LMF.
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Figure 8.2.3.2.2.1-1: LMF-initiated Assistance Data Delivery Procedure
(1)	The LMF determines that certain OTDOA positioning assistance data are desired (e.g., as part of a periodic update or as triggered by OAM) and sends an NRPPa OTDOA INFORMATION REQUEST message to the ng‑eNB. This request includes an indication of which specific OTDOA assistance data are requested.
(2)	The ng-eNB provides the requested assistance in an NRPPa OTDOA INFORMATION RESPONSE message, if available at the ng‑eNB. If the ng-eNB is not able to provide any information, it returns an OTDOA INFORMATION FAILURE message indicating the cause of the failure.
Editor's Note:	Additional information on OTDOA supporting procedures may be included later, e.g., based on clause 8.4 in 36.305 with appropriate changes for NG-RAN.
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