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	Reason for change:
	Currently in 38.331 has limitation on the number of CORESETs in two places. This limitation does not coincide with the Rel-16 parameter maxNumberCORESET-r16 in multiDCI-MultiTRP-r16 which does give an exact value that may be more than the limit in 38.331.

	
	

	Summary of change:
	Update the field description of ControlResourceSetId and controlResourceSetToAddModList, controlResourceSetToAddModList2
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	The first of change




–	ControlResourceSetId
The ControlResourceSetId IE concerns a short identity, used to identify a control resource set within a serving cell. The ControlResourceSetId = 0 identifies the ControlResourceSet#0 configured via PBCH (MIB) and in controlResourceSetZero (ServingCellConfigCommon). The ID space is used across the BWPs of a Serving Cell. The number of CORESETs per BWP is limited to 3 (including common and UE-specific CORESETs) in Release 15.




	PDCCH-Config field descriptions

	controlResourceSetToAddModList, controlResourceSetToAddModList2
[bookmark: _GoBack]List of UE specifically configured Control Resource Sets (CORESETs) to be used by the UE. The network configures at most as many CORESETs per DL BWP as specified in TS 38.213 section 10.1. The network configures at most 3 CORESETs per BWP per cell (including UE-specific and common CORESETs). The UE shall consider entries in controlResourceSetToAddModList and in controlResourceSetToAddModList2 as a single list, i.e. an entry created using controlResourceSetToAddModList can be modifed using controlResourceSetToAddModList2 and vice-versa. In case network reconfigures control resource set with the same ControlResourceSetId as used for commonControlResourceSet configured via PDCCH-ConfigCommon, the configuration from PDCCH-Config always takes precedence and should not be updated by the UE based on servingCellConfigCommon.







	The end of change



