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1. Overall Description:
3GPP TSG RAN2 thanks SA2 for their reply on direct discovery and relay. 
Regarding to the issue that whether discovery message could be taken as PC5-S signalling or other new signalling in upper layer? SA2 provided feedback as below:
	A1: SA2 agreed that direct discovery message will be taken as new signalling in ProSe layer separately from PC5-S signalling. ProSe layer will indicate to AS layer whether the signalling is discovery message or PC5-S signalling.



But RAN2 noted that in the latest SA2 spec TR 23.752, there is a note as below:
	8	Conclusions
Editor's note:	This clause will list conclusions that have been agreed during the course of the study item activities.
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For Key Issue #1 (ProSe Direct discovery), the following aspects are concluded:
-	For discovery procedure over PC5 for commercial services and public safety, both model A and model B as defined in TS 23.303 [9] are recommended to be standardized.
NOTE 1:	Mechanism for discovering a UE-to-Network Relay and UE-to-UE Relay can be concluded in KI#3 and KI#4.
-	PC5 communication channel is used to carry the discovery message over PC5 and discovery message over PC5 is differentiated with other PC5 messages by AS layer.
NOTE 2:	Whether PC5-S signalling or any other new signalling in upper layer is used will be decided during the normative phase based on the protocol stack and the message structures/formats to be defined for PC5 direct discovery.



Considering the above two information together, RAN2 would like to ask SA2 to clarify which one of the following interpretation is precise understanding from SA2:
· Interpretataion1: the direct discovery message is not PC5-S signalling, it is a new signalling, although SA2 has not yet defined its name.
· Interpretataion2: the direct discovery message is still a PC5-S signalling, but a new PC5-S separately from the existing PC5-S signalling.

2. ACTION: 	
RAN2 respectfully asks SA2 to provide feedback for above question.

3. Date of Next RAN WG2 Meetings:
RAN-WG2 Meeting #113b                  Electronic			 12 April - 27 April,     2021
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