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	The first of change


[bookmark: _Toc60867939][bookmark: _Toc60777158][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
====omit some text====
	MeasIdleConfig
The IE MeasIdleConfig is used to convey information to UE about measurements requested to be done while in RRC_IDLE or RRC_INACTIVE.
MeasIdleConfig information element
-- ASN1START
-- TAG-MEASIDLECONFIG-START

MeasIdleConfigSIB-r16 ::= SEQUENCE {
    measIdleCarrierListNR-r16       SEQUENCE (SIZE (1..maxFreqIdle-r16)) OF MeasIdleCarrierNR-r16          OPTIONAL,     -- Need S
    measIdleCarrierListEUTRA-r16    SEQUENCE (SIZE (1..maxFreqIdle-r16)) OF MeasIdleCarrierEUTRA-r16       OPTIONAL,     -- Need S
    ...
}

MeasIdleConfigDedicated-r16 ::= SEQUENCE {
    measIdleCarrierListNR-r16       SEQUENCE (SIZE (1..maxFreqIdle-r16)) OF MeasIdleCarrierNR-r16          OPTIONAL,     -- Need N
    measIdleCarrierListEUTRA-r16    SEQUENCE (SIZE (1..maxFreqIdle-r16)) OF MeasIdleCarrierEUTRA-r16       OPTIONAL,     -- Need N
    measIdleDuration-r16            ENUMERATED{sec10, sec30, sec60, sec120, sec180, sec240, sec300, spare},
    validityAreaList-r16            ValidityAreaList-r16                                                   OPTIONAL,     -- Need N
    ...
}

ValidityAreaList-r16 ::= SEQUENCE (SIZE (1..maxFreqIdle-r16)) OF ValidityArea-r16

ValidityArea-r16 ::=             SEQUENCE {
    carrierFreq-r16                  ARFCN-ValueNR,
    validityCellList-r16             ValidityCellList                                                     OPTIONAL   -- Need N
}

ValidityCellList ::= SEQUENCE (SIZE (1.. maxCellMeasIdle-r16)) OF PCI-Range

MeasIdleCarrierNR-r16 ::=        SEQUENCE {
    carrierFreq-r16                  ARFCN-ValueNR,
    ssbSubcarrierSpacing-r16         SubcarrierSpacing,
    frequencyBandList                MultiFrequencyBandListNR                                             OPTIONAL,  -- Need R
    measCellListNR-r16               CellListNR-r16                                                       OPTIONAL,  -- Need R
    reportQuantities-r16             ENUMERATED {rsrp, rsrq, both},
    qualityThreshold-r16             SEQUENCE {
        idleRSRP-Threshold-NR-r16        RSRP-Range                                                           OPTIONAL,  -- Need R
        idleRSRQ-Threshold-NR-r16        RSRQ-Range                                                           OPTIONAL   -- Need R
    }                                                                                                     OPTIONAL,  -- Need R
    ssb-MeasConfig-r16               SEQUENCE {
        nrofSS-BlocksToAverage-r16          INTEGER (2..maxNrofSS-BlocksToAverage)                            OPTIONAL,   -- Need S
        absThreshSS-BlocksConsolidation-r16 ThresholdNR                                                       OPTIONAL,   -- Need S
        smtc-r16                            SSB-MTC                                                           OPTIONAL,   -- Need S
        ssb-ToMeasure-r16                   SSB-ToMeasure                                                     OPTIONAL,   -- Need S
        deriveSSB-IndexFromCell-r16         BOOLEAN,
        ss-RSSI-Measurement-r16             SS-RSSI-Measurement                                               OPTIONAL    -- Need S
    }                                                                                                     OPTIONAL,  -- Need S
    beamMeasConfigIdle-r16           BeamMeasConfigIdle-NR-r16                                            OPTIONAL,  -- Need R
    ...
}

MeasIdleCarrierEUTRA-r16 ::=     SEQUENCE {
    carrierFreqEUTRA-r16             ARFCN-ValueEUTRA,
    allowedMeasBandwidth-r16         EUTRA-AllowedMeasBandwidth,
    measCellListEUTRA-r16            CellListEUTRA-r16                                                    OPTIONAL,  -- Need R
    reportQuantitiesEUTRA-r16        ENUMERATED {rsrp, rsrq, both},
    qualityThresholdEUTRA-r16        SEQUENCE {
        idleRSRP-Threshold-EUTRA-r16     RSRP-RangeEUTRA                                                      OPTIONAL,  -- Need R
        idleRSRQ-Threshold-EUTRA-r16     RSRQ-RangeEUTRA-r16                                                  OPTIONAL   -- Need R
    }                                                                                                     OPTIONAL,  -- Need S
    ...
}

CellListNR-r16  ::=       SEQUENCE (SIZE (1..maxCellMeasIdle-r16)) OF PCI-Range

CellListEUTRA-r16  ::=    SEQUENCE (SIZE (1..maxCellMeasIdle-r16)) OF EUTRA-PhysCellIdRange

BeamMeasConfigIdle-NR-r16  ::=   SEQUENCE {
    reportQuantityRS-Indexes-r16     ENUMERATED {rsrp, rsrq, both},
    maxNrofRS-IndexesToReport-r16    INTEGER (1.. maxNrofIndexesToReport),
    includeBeamMeasurements-r16      BOOLEAN
}

RSRQ-RangeEUTRA-r16 ::=   INTEGER (-30..46)

-- TAG-MEASIDLECONFIG-STOP
-- ASN1STOP

	MeasIdleConfig field descriptions

	absThreshSS-BlocksConsolidation
Threshold for consolidation of L1 measurements per RS index.

	beamMeasConfigIdle
Indicates the beam level measurement configuration.

	carrierFreq
Indicates the NR carrier frequency to be used for measurements during RRC_IDLE or RRC_INACTIVE.

	carrierFreqEUTRA
Indicates the E-UTRA carrier frequency to be used for measurements during RRC_IDLE or RRC_INACTIVE.

	deriveSSB-IndexFromCell
This field indicates whether the UE may use the timing of any detected cell on that frequency to derive the SSB index of all neighbour cells on that frequency. If this field is set to true, the UE assumes SFN and frame boundary alignment across cells on the neighbor frequency as specified in TS 38.133 [14].

	frequencyBandList
Indicates the list of frequency bands for which the NR idle/inactive measurement parameters apply. The UE shall select the first listed band which it supports in the frequencyBandList field to represent the NR neighbour carrier frequency.

	includeBeamMeasurements
Indicates whether or not the UE shall include beam measurements in the NR idle/inactive measurement results.

	maxNrofRS-IndexesToReport
Max number of beam indices to include in the idle/inactive measurement result.

	measCellListEUTRA
Indicates the list of E-UTRA cells which the UE is requested to measure and report for idle/inactive measurements.

	measCellListNR
Indicates the list of NR cells which the UE is requested to measure and report for idle/inactive measurements.

	measIdleCarrierListEUTRA
Indicates the E-UTRA carriers to be measured during RRC_IDLE or RRC_INACTIVE.

	measIdleCarrierListNR
Indicates the NR carriers to be measured during RRC_IDLE or RRC_INACTIVE. Only SSB not located on synchronization raster can be included in MeasIdleConfigSIB.

	measIdleDuration
Indicates the duration for performing idle/inactive measurements while in RRC_IDLE or RRC_INACTIVE. Value sec10 correspond to 10 seconds, value sec30 to 30 seconds and so on.

	nrofSS-BlocksToAverage
Number of SS blocks to average for cell measurement derivation.

	qualityThreshold
Indicates the quality thresholds for reporting the measured cells for idle/inactive NR measurements.

	qualityThresholdEUTRA
Indicates the quality thresholds for reporting the measured cells for idle/inactive E-UTRA measurements.

	reportQuantities
Indicates which measurement quantities UE is requested to report in the idle/inactive measurement report. 

	reportQuantitiesEUTRA
Indicates which E-UTRA measurement quantities the UE is requested to report in the idle/inactive measurement report.

	reportQuantityRS-Indexes
Indicates which measurement information per beam index the UE shall include in the NR idle/inactive measurement results.

	smtc
Indicates the measurement timing configuration for inter-frequency measurement. If this field is absent in VarMeasIdleConfig, the UE assumes that SSB periodicity is 5 ms in this frequency.

	ssbSubcarrierSpacing
Indicates subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration (see TS 38.215 [9]). When the field is absent in VarMeasIdleConfig, the UE measures on all SS-blocks.

	ss-RSSI-Measurement
Indicates the SSB-based RSSI measurement configuration. If the field is absent in VarMeasIdleConfig, the UE behaviour is defined in TS 38.215 [89], clause 5.1.3.

	validityAreaList
Indicates the list of frequencies and optionally, for each frequency, a list of cells within which the UE is required to perform measurements while in RRC_IDLE and RRC_INACTIVE. 



	The end of change



