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5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CI-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, and AI-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
NOTE 1:	If Sidelink resource allocation mode 1 is configured by RRC, a DRX functionality is not configured.
RRC controls DRX operation by configuring the following parameters:
-	drx-onDurationTimer: the duration at the beginning of a DRX cycle;
-	drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-	drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;
-	drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;
-	drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-	drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX cycle starts;
-	drx-ShortCycle (optional): the Short DRX cycle;
-	drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;
-	drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;
-	drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity;
-	ps-Wakeup (optional): the configuration to start associated drx-onDurationTimer in case DCP is monitored but not detected;
-	ps-TransmitOtherPeriodicCSI (optional): the configuration to report periodic CSI that is not L1-RSRP on PUCCH during the time duration indicated by drx-onDurationTimer in case DCP is configured but associated drx-onDurationTimer is not started;
-	ps-TransmitPeriodicL1-RSRP (optional): the configuration to transmit periodic CSI that is L1-RSRP on PUCCH during the time duration indicated by drx-onDurationTimer in case DCP is configured but associated drx-onDurationTimer is not started.
Serving Cells of a MAC entity may be configured by RRC in two DRX groups with separate DRX parameters. When RRC does not configure a secondary DRX group, there is only one DRX group and all Serving Cells belong to that one DRX group. When two DRX groups are configured, each Serving Cell is uniquely assigned to either of the two groups. The DRX parameters that are separately configured for each DRX group are: drx-onDurationTimer, drx-InactivityTimer. The DRX parameters that are common to the DRX groups are: drx-SlotOffset, drx-RetransmissionTimerDL, drx-RetransmissionTimerUL, drx-LongCycleStartOffset, drx-ShortCycle (optional), drx-ShortCycleTimer (optional), drx-HARQ-RTT-TimerDL, and drx-HARQ-RTT-TimerUL.
When a DRX cycle is configured, the Active Time for Serving Cells in a DRX group includes the time while:
-	drx-onDurationTimer or drx-InactivityTimer configured for the DRX group is running; or
-	drx-RetransmissionTimerDL or drx-RetransmissionTimerUL is running on any Serving Cell in the DRX group; or
-	ra-ContentionResolutionTimer (as described in clause 5.1.5) or msgB-ResponseWindow (as described in clause 5.1.4a) is running; or
-	a Scheduling Request is sent on PUCCH and is pending (as described in clause 5.4.4); or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in clauses 5.1.4 and 5.1.4a).
When DRX is configured, the MAC entity shall:
1>	if a MAC PDU is received in a configured downlink assignment:
2>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
2>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
1>	if a MAC PDU is transmitted in a configured uplink grant and LBT failure indication is not received from lower layers:
2>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;
2>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>	if a drx-HARQ-RTT-TimerDL expires:
2>	if the data of the corresponding HARQ process was not successfully decoded:
3>	start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.
1>	if a drx-HARQ-RTT-TimerUL expires:
2>	start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.
1>	if a DRX Command MAC CE or a Long DRX Command MAC CE is received:
[bookmark: _Hlk49354090]2>	stop drx-onDurationTimer for each DRX group;
2>	stop drx-InactivityTimer for each DRX group.
1>	if drx-InactivityTimer for a DRX group expires:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer for this DRX group in the first symbol after the expiry of drx-InactivityTimer;
3>	use the Short DRX cycle for this DRX group.
2>	else:
3>	use the Long DRX cycle for this DRX group.
1>	if a DRX Command MAC CE is received:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer for each DRX group in the first symbol after the end of DRX Command MAC CE reception;
3>	use the Short DRX cycle for each DRX group.
2>	else:
3>	use the Long DRX cycle for each DRX group.
1>	if drx-ShortCycleTimer for a DRX group expires:
2>	use the Long DRX cycle for this DRX group.
1>	if a Long DRX Command MAC CE is received:
2>	stop drx-ShortCycleTimer for each DRX group;
2>	use the Long DRX cycle for each DRX group.
1>	if the Short DRX cycle is used for a DRX group, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle):
2>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
1>	if the Long DRX cycle is used for a DRX group, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:
2>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3:
3>	if DCP indication associated with the current DRX cycle received from lower layer indicated to start drx-onDurationTimer, as specified in TS 38.213 [6]; or
3>	if all DCP occasion(s) in time domain, as specified in TS 38.213 [6], associated with the current DRX cycle occurred in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to start of the last DCP occasion, or within BWP switching interruption length, or during a measurement gap, or when the MAC entity monitors for a PDCCH transmission on the search space indicated by recoverySearchSpaceId of the SpCell identified by the C-RNTI while the ra-ResponseWindow is running (as specified in clause 5.1.4); or
3>	if ps-Wakeup is configured with value true and DCP indication associated with the current DRX cycle has not been received from lower layers:
4>	start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.
2>	else:
3>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
NOTE 2:	In case of unaligned SFN across carriers in a cell group, the SFN of the SpCell is used to calculate the DRX duration.
1>	if a DRX group is in Active Time:
2>	monitor the PDCCH on the Serving Cells in this DRX group as specified in TS 38.213 [6];
2>	if the PDCCH indicates a DL transmission:
3>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
NOTE 3:	When HARQ feedback is postponed by PDSCH-to-HARQ_feedback timing indicating a non-numerical k1 value, as specified in TS 38.213 [6], the corresponding transmission opportunity to send the DL HARQ feedback is indicated in a later PDCCH requesting the HARQ-ACK feedback.
3>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
3>	if the PDSCH-to-HARQ_feedback timing indicate a non-numerical k1 value as specified in TS 38.213 [6]:
4>	start the drx-RetransmissionTimerDL in the first symbol after the PDSCH transmission for the corresponding HARQ process.
2>	if the PDCCH indicates a UL transmission:
3>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
2>	if the PDCCH indicates a new DL transmission (DL or UL) on a Serving Cell in this DRX group:
3>	start or restart drx-InactivityTimer for this DRX group in the first symbol after the end of the PDCCH reception.
2>	if the PDCCH indicates a new UL transmission on a Serving Cell in this DRX group:
3> if skipMAC-TimerRestart is configured with value FALSE; or
3> if the MAC entity generates a MAC PDU for the corresponding uplink grant according to clause 5.4.3.1.3, and this MAC PDU includes at least one MAC SDU:
4>	start or restart drx-InactivityTimer in the first symbol after the end of the PDCCH reception.
2>	if a HARQ process receives downlink feedback information and acknowledgement is indicated:
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3; and
1>	if the current symbol n occurs within drx-onDurationTimer duration; and
1>	if drx-onDurationTimer associated with the current DRX cycle is not started as specified in this clause:
2>	if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7];
3>	not report semi-persistent CSI configured on PUSCH;
3>	if ps-TransmitPeriodicL1-RSRP is not configured with value true:
4>	not report periodic CSI that is L1-RSRP on PUCCH.
3>	if ps-TransmitOtherPeriodicCSI is not configured with value true:
4>	not report periodic CSI that is not L1-RSRP on PUCCH.
1>	else:
2>	in current symbol n, if a DRX group would not be in Active Time considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this DRX group;
3>	not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this DRX group.
2>	if CSI masking (csi-Mask) is setup by upper layers:
3>	in current symbol n, if drx-onDurationTimer of a DRX group would not be running considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and
4>	not report CSI on PUCCH in this DRX group.
NOTE 4:	If a UE multiplexes a CSI configured on PUCCH with other overlapping UCI(s) according to the procedure specified in TS 38.213 [6] clause 9.2.5 and this CSI multiplexed with other UCI(s) would be reported on a PUCCH resource outside DRX Active Time of the DRX group in which this PUCCH is configured, it is up to UE implementation whether to report this CSI multiplexed with other UCI(s).
Regardless of whether the MAC entity is monitoring PDCCH or not on the Serving Cells in a DRX group, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS defined in TS 38.214 [7] on the Serving Cells in the DRX group when such is expected.
The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).
	[bookmark: _Hlk54188937]End of the first change



	Start of the second change


[bookmark: _Toc37296213][bookmark: _Toc46490340][bookmark: _Toc52752035][bookmark: _Toc52796497]5.9	Activation/Deactivation of SCells
If the MAC entity is configured with one or more SCells, the network may activate and deactivate the configured SCells. Upon configuration of an SCell, the SCell is deactivated unless the parameter sCellState is set to activated for the SCell by upper layers.
The configured SCell(s) is activated and deactivated by:
-	receiving the SCell Activation/Deactivation MAC CE described in clause 6.1.3.10;
-	configuring sCellDeactivationTimer timer per configured SCell (except the SCell configured with PUCCH, if any): the associated SCell is deactivated upon its expiry;
-	configuring sCellState per configured SCell: if configured, the associated SCell is activated upon SCell configuration.
The MAC entity shall for each configured SCell:
1>	if an SCell is configured with sCellState set to activated upon SCell configuration, or an SCell Activation/Deactivation MAC CE is received activating the SCell:
2>	if the SCell was deactivated prior to receiving this SCell Activation/Deactivation MAC CE; or
2>	if the SCell is configured with sCellState set to activated upon SCell configuration:
3>	if firstActiveDownlinkBWP-Id is not set to dormant BWP:
4>	activate the SCell according to the timing defined in TS 38.213 [6]; i.e. apply normal SCell operation including:
5>	SRS transmissions on the SCell;
5>	CSI reporting for the SCell;
5>	PDCCH monitoring on the SCell;
5>	PDCCH monitoring for the SCell;
5>	PUCCH transmissions on the SCell, if configured.
3>	else (i.e. firstActiveDownlinkBWP-Id is set to dormant BWP):
[bookmark: _Hlk34312785]4>	stop the bwp-InactivityTimer of this Serving Cell, if running.
3>	activate the DL BWP and UL BWP indicated by firstActiveDownlinkBWP-Id and firstActiveUplinkBWP-Id respectively.
2>	start or restart the sCellDeactivationTimer associated with the SCell according to the timing defined in TS 38.213 [6];
2>	if the active DL BWP is not the dormant BWP:
3>	(re-)initialize any suspended configured uplink grants of configured grant Type 1 associated with this SCell according to the stored configuration, if any, and to start in the symbol according to rules in clause 5.8.2.2;
3>	trigger PHR according to clause 5.4.6.
1>	else if an SCell Activation/Deactivation MAC CE is received deactivating the SCell; or
1>	if the sCellDeactivationTimer associated with the activated SCell expires:
2>	deactivate the SCell according to the timing defined in TS 38.213 [6];
2>	stop the sCellDeactivationTimer associated with the SCell;
2>	stop the bwp-InactivityTimer associated with the SCell;
2>	deactivate any active BWP associated with the SCell;
2>	clear any configured downlink assignment and any configured uplink grant Type 2 associated with the SCell respectively;
2>	clear any PUSCH resource for semi-persistent CSI reporting associated with the SCell;
2>	suspend any configured uplink grant Type 1 associated with the SCell;
2>	flush all HARQ buffers associated with the SCell;
2>	cancel, if any, triggered consistent LBT failure for the SCell.
1>	if PDCCH on the activated SCell indicates an uplink grant or downlink assignment; or
1>	if PDCCH on the Serving Cell scheduling the activated SCell indicates an uplink grant or a downlink assignment for the activated SCell; or
1>	if a MAC PDU is transmitted in a configured uplink grant and LBT failure indication is not received from lower layers; or
1>	if a MAC PDU is received in a configured downlink assignment:
2>	restart the sCellDeactivationTimer associated with the SCell.
1> if PDCCH on the activated SCell indicates an uplink grant; or
1> if PDCCH on the Serving Cell scheduling the activated SCell indicates an uplink grant for the activated SCell:
2> if skipMAC-TimerRestart is configured with value FALSE; or
2> if the MAC entity generates a MAC PDU for the corresponding uplink grant according to clause 5.4.3.1.3, and this MAC PDU includes at least one MAC SDU:
3> restart the sCellDeactivationTimer associated with the SCell.
1>	if the SCell is deactivated:
2>	not transmit SRS on the SCell;
2>	not report CSI for the SCell;
2>	not transmit on UL-SCH on the SCell;
2>	not transmit on RACH on the SCell;
2>	not monitor the PDCCH on the SCell;
2>	not monitor the PDCCH for the SCell;
2>	not transmit PUCCH on the SCell.
HARQ feedback for the MAC PDU containing SCell Activation/Deactivation MAC CE shall not be impacted by PCell, PSCell and PUCCH SCell interruptions due to SCell activation/deactivation in TS 38.133 [11].
When SCell is deactivated, the ongoing Random Access procedure on the SCell, if any, is aborted.
	End of the second change



	Start of the third change


[bookmark: _Toc29239859][bookmark: _Toc37296219][bookmark: _Toc46490346][bookmark: _Toc52752041][bookmark: _Toc52796503]5.15	Bandwidth Part (BWP) operation
[bookmark: _Toc37296220][bookmark: _Toc46490347][bookmark: _Toc52752042][bookmark: _Toc52796504]5.15.1	Downlink and Uplink
<text omitted>
The MAC entity shall for each activated Serving Cell configured with bwp-InactivityTimer:
1>	if the defaultDownlinkBWP-Id is configured, and the active DL BWP is not the BWP indicated by the defaultDownlinkBWP-Id, and the active DL BWP is not the BWP indicated by the dormantBWP-Id if configured; or
1>	if the defaultDownlinkBWP-Id is not configured, and the active DL BWP is not the initialDownlinkBWP, and the active DL BWP is not the BWP indicated by the dormantBWP-Id if configured:
2>	if a PDCCH addressed to C-RNTI or CS-RNTI indicating downlink assignment or uplink grant is received on the active BWP; or
2>	if a PDCCH addressed to C-RNTI or CS-RNTI indicating downlink assignment or uplink grant is received for the active BWP; or
2>	if a MAC PDU is transmitted in a configured uplink grant and LBT failure indication is not received from lower layers; or
2>	if a MAC PDU is received in a configured downlink assignment:
3>	if there is no ongoing Random Access procedure associated with this Serving Cell; or
3>	if the ongoing Random Access procedure associated with this Serving Cell is successfully completed upon reception of this PDCCH addressed to C-RNTI (as specified in clauses 5.1.4, 5.1.4a and 5.1.5):
4>	start or restart the bwp-InactivityTimer associated with the active DL BWP, unless the following conditions are met:
5> the PDCCH addressed to C-RNTI indicating an uplink grant is received either on the active BWP or for the active BWP; and 
5> skipMAC-TimerRestart is configured with value TRUE; and 
5> the MAC entity does not generate a MAC PDU for the corresponding uplink grant or generate a MAC PDU without any MAC SDU for the corresponding uplink grant.
2>	if the bwp-InactivityTimer associated with the active DL BWP expires:
3>	if the defaultDownlinkBWP-Id is configured:
4>	perform BWP switching to a BWP indicated by the defaultDownlinkBWP-Id.
3>	else:
4>	perform BWP switching to the initialDownlinkBWP.
NOTE:	If a Random Access procedure is initiated on an SCell, both this SCell and the SpCell are associated with this Random Access procedure.

	End of the third change
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Category:  Cat   F   Release:  Rel - 16  
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Reason for change:  In  legacy MAC behaviour, the MAC entity re - /start drx - InactivityTimer, BWP  inactivity timer and SCell deactivation timer when receiving a PDCCH  indicating a new data transmission, regardless of whether UE has MAC SDU  for transmission or not.   In field tests, w e have found that network may provide more UL grants than  what UE needs. For example, in logs collected from a north - American mmW  NSA network, we found that ~20% of dynamic UL grants for new data are  skipped. Although the exact percentage of skipped UL gra nts may vary  between network implementations and applications, our observation from the  field is that it is not uncommon. It is not necessary all caused by errorous or  poor configuration. For example, it can be due to network using prescheduled  uplink gran ts to reduce latency and improve throughput when its loading is  not high and spare resources are available.    For whatever reason behind those skipped UL grants, their impact on UE  however is the same  -   unnecessary power consumption. Because when  network pr ovides UL grants for new data transmission, UE will restart, for  example, drx - InactivityTimer. As a result, even if UE has no data to send, drx - InactivityTimer and other MAC timers keep running and prevent UE from  entering power efficient state sooner.   To avoid waste of UE power, we  propose  that UE does not re - /start  drx - InactivityTimer, bwp - InactivityTimer and sCellDeactivation Timer   if it skips a  dynamic UL grant for new data or  it transmits a MAC PDU without any MAC  SDU .   

  

Summary of change:  UE  does not re - /start drx - InactivityTimer, bwp - InactivityTimer and  sCellDeactivationTimer if it skips a dynamic UL grant for new data or it  transmits a MAC PDU without any MAC SDU.  

  

