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START OF CHANGE
[bookmark: _Toc37681231][bookmark: _Toc46486805][bookmark: _Toc52547150][bookmark: _Toc52547680][bookmark: _Toc52548210][bookmark: _Toc52548740][bookmark: _Toc60870468][bookmark: _Toc12632593][bookmark: _Toc29305287][bookmark: _Toc37338092][bookmark: _Toc46488933][bookmark: _Toc52567286]6.5.12.2	NR Multi-RTT Assistance Data Request
[bookmark: _Toc37681232][bookmark: _Toc46486806][bookmark: _Toc52547151][bookmark: _Toc52547681][bookmark: _Toc52548211][bookmark: _Toc52548741][bookmark: _Toc60870469]–	NR-Multi-RTT-RequestAssistanceData
The IE NR-Multi-RTT-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-Multi-RTT-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-AdType-r16					BIT STRING { 	dl-prs (0),
													ul-srs (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-Multi-RTT-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data. dl-prs means requested assistance data is nr-DL-PRS-AssistanceData.
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