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The UECapabilityEnquiry message is used to request the transfer of UE radio access capabilities for E‑UTRA as well as for other RATs.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
UECapabilityEnquiry message
-- ASN1START

UECapabilityEnquiry ::=				SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			ueCapabilityEnquiry-r8				UECapabilityEnquiry-r8-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

UECapabilityEnquiry-r8-IEs ::=		SEQUENCE {
	ue-CapabilityRequest				UE-CapabilityRequest,
	nonCriticalExtension				UECapabilityEnquiry-v8a0-IEs		OPTIONAL
}

UECapabilityEnquiry-v8a0-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	nonCriticalExtension				UECapabilityEnquiry-v1180-IEs		OPTIONAL
}

UECapabilityEnquiry-v1180-IEs ::=	SEQUENCE {
	requestedFrequencyBands-r11			SEQUENCE (SIZE (1..16)) OF FreqBandIndicator-r11	OPTIONAL,
	nonCriticalExtension				UECapabilityEnquiry-v1310-IEs						OPTIONAL
}

UECapabilityEnquiry-v1310-IEs ::=	SEQUENCE {
	requestReducedFormat-r13			ENUMERATED {true}					OPTIONAL,	-- Need ON
	requestSkipFallbackComb-r13			ENUMERATED {true}					OPTIONAL,	-- Need ON
	requestedMaxCCsDL-r13				INTEGER (2..32)						OPTIONAL,	-- Need ON
	requestedMaxCCsUL-r13				INTEGER (2..32)						OPTIONAL,	-- Need ON
	requestReducedIntNonContComb-r13	ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension				UECapabilityEnquiry-v1430-IEs		OPTIONAL
}

UECapabilityEnquiry-v1430-IEs ::=	SEQUENCE {
	requestDiffFallbackCombList-r14		BandCombinationList-r14				OPTIONAL,	-- Need ON
	nonCriticalExtension				UECapabilityEnquiry-v1510-IEs		OPTIONAL
}

UECapabilityEnquiry-v1510-IEs ::=	SEQUENCE {
	requestedFreqBandsNR-MRDC-r15		OCTET STRING						OPTIONAL,
	nonCriticalExtension				UECapabilityEnquiry-v1530-IEs		OPTIONAL
}

UECapabilityEnquiry-v1530-IEs ::=	SEQUENCE {
	requestSTTI-SPT-Capability-r15		ENUMERATED {true}					OPTIONAL,
	eutra-nr-only-r15					ENUMERATED {true}					OPTIONAL,
	nonCriticalExtension				UECapabilityEnquiry-v1550-IEs		OPTIONAL
}

UECapabilityEnquiry-v1550-IEs ::=	SEQUENCE {
	requestedCapabilityNR-r15			OCTET STRING						OPTIONAL,
	nonCriticalExtension				UECapabilityEnquiry-v1560-IEs		OPTIONAL
}

UECapabilityEnquiry-v1560-IEs ::=	SEQUENCE {
	requestedCapabilityCommon-r15		OCTET STRING						OPTIONAL,
	nonCriticalExtension				UECapabilityEnquiry-v1610-IEs		OPTIONAL
}

UECapabilityEnquiry-v1610-IEs ::=	SEQUENCE {
	rrc-SegAllowed-r16					ENUMERATED {enabled}			OPTIONAL,	-- Need ON
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

UE-CapabilityRequest ::=			SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF RAT-Type

-- ASN1STOP

	UECapabilityEnquiry field descriptions

	eutra-nr-only
Indicates that the UE is requested to provide UE capabilities related to (NG)EN-DC only as specified in TS38.331 [82].

	requestDiffFallbackCombList
List of CA band combinations for which the UE is requested to provide different capabilities for their fallback band combinations in conjunction with the capabilities supported for the CA band combinations in this list. The UE shall exclude fallback band combinations for which their supported UE capabilities are the same as the CA band combination indicated in this list.

	requestReducedFormat
Indicates that the UE is requested to provide supported CA band combinations in the supportedBandCombinationReduced-r13 instead of the supportedBandCombination-r10. The E-UTRAN includes this field if requestSkipFallbackComb or requestDiffFallbackCombList is included in the message.

	requestSkipFallbackComb
Indicates that the UE shall explicitly exclude fallback CA band combinations in capability signalling. 

	ue-CapabilityRequest
List of the RATs for which the UE is requested to transfer the UE radio access capabilities i.e. E-UTRA, UTRA, GERAN-CS, GERAN-PS, CDMA2000. A separate RAT-Type value applies for some EUTRA-NR capabilities that are transferred by a separate UE capability container, used in case of MRDC.

	requestedFrequencyBands
List of frequency bands for which the UE is requested to provide supported CA band combinations and non CA bands.

	requestedFreqBandsNR-MRDC
Interpreted as FreqBandList IE as specified in TS 38.331 [82]. It concerns a list of NR and/ or E-UTRA frequency bands for which the UE is requested to provide its supported NR CA and/or MR-DC band combinations (i.e. within the UE capability containers for NR and MR-DC, as requested by E-UTRAN) and feature sets corresponding to the MR-DC band combinations (i.e. within the UE capability containers for LTE and NR, as requested by E-UTRAN).

	requestedCapabilityCommon
Contains the filter common for all requested MR-DC related capability containers as defined by UE-CapabilityRequestFilterCommon IE in TS 38.331 [82].

	[bookmark: _Hlk377278]requestedCapabilityNR
Interpreted as UE-CapabilityRequestFilterNR IE as specified in TS 38.331 [82], in which the field frequencyBandListFilter is omitted.

	requestedMaxCCsDL, requestedMaxCCsUL
Indicates the maximum number of CCs for which the UE is requested to provide supported CA band combinations and non-CA bands.

	requestReducedIntNonContComb
Indicates that the UE shall explicitly exclude supported intra-band non-contiguous CA band combinations other than included in capability signalling as specified in TS 36.306 [5], clause 4.3.5.21. 

	requestSTTI-SPT-Capability
Indicates that the UE is requested to provide its supported short TTI and SPT capabilities in capability signalling. 

	rrc-SegAllowed
A one-shot field that indicates that the UE is enabled to segment the response message into a series of ULDedicatedMessageSegment messages.



End of the change


