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	Reason for change:
	1. The functional view of BAP sublayer in clause 4.2.2 only includes the flow chart of the BAP Data PDU, where the handling of BAP Control PDU is missing.
The modelling of BAP layer should be updated to include the functionality of both BAP Data PDU handling and BAP Control PDU handling. Detailed analysis can be found in the contribution of R2-2100467.
2. Editorial issues. 
a) According to TS 38.331, the default BH RLC Channel should be configured by RRC via field defaultUL-BH-RLC-Channel, instead of defaultUL-BH-RLC-channel.
	
BAP-Config-r16 ::=                      SEQUENCE {
    bap-Address-r16                         BIT STRING (SIZE (10))                                    OPTIONAL, -- Need M
    defaultUL-BAP-RoutingID-r16             BAP-RoutingID-r16                                         OPTIONAL, -- Need M
    defaultUL-BH-RLC-Channel-r16            BH-RLC-ChannelID-r16                                      OPTIONAL, -- Need M
    flowControlFeedbackType-r16             ENUMERATED {perBH-RLC-Channel, perRoutingID, both}        OPTIONAL, -- Need R
    ...
}


b) It was agreed at RAN2#111-e meeting (CR in R2-2008499) that the terminology ‘BAP routing ID’ is used instead of ‘routing ID’, but the use of ‘routing ID’ is still present in BAP specification. In order to avoid confusions, the rest of the specification should also be updated accordingly.
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[bookmark: _Toc518610664][bookmark: _Toc37153581][bookmark: _Toc46501735][bookmark: _Toc46501737]START OF CHANGES
[bookmark: _Toc52580768][bookmark: _Toc60825607][bookmark: _Toc46491304]4.2.2	BAP entities
On the IAB-node, the BAP sublayer contains one BAP entity at the MT function and a separate collocated BAP entity at the DU function. On the IAB-donor-DU, the BAP sublayer contains only one BAP entity. Each BAP entity has a transmitting part and a receiving part.
NOTE: The modelling of BAP entities does not restrict internal implementation of IAB-nodes, i.e. the exact modelling of BAP sublayer may vary for different IAB-node implementations.
The transmitting part of the BAP entity has a corresponding receiving part of a BAP entity at the IAB-node or IAB-donor-DU across the BH link.
Figure 4.2.2-1 shows one example of the functional view of the BAP sublayer. This functional view should not restrict implementation. The figure is based on the radio interface protocol architecture defined in TS 38.300 [2].
In the example of Figure 4.2.2-1, the receiving part on the BAP entity delivers BAP PDUs to the transmitting part on the collocated BAP entity. Alternatively, the receiving part may deliver BAP SDUs to the collocated transmitting part. When passing BAP SDUs, the receiving part removes the BAP header and the transmitting part adds the BAP header with the same BAP routing ID as carried on the BAP PDU header prior to removal. Passing BAP SDUs in this manner is therefore functionally equivalent to passing BAP PDUs, in implementation. The following specification therefore refers to the passing of BAP Data Packets.
Besides, BAP entity also generates, delivers/receives BAP Control PDU(s) as described in clause 6.1.2. BAP Control PDU can only be exchanged between an IAB-node and its parent/child node, the destination can be determined based on the type of BAP Control PDU (e.g., the destination of flow control polling is invariably the child node) and there is no BAP routing ID in the BAP header.


Figure 4.2.2-1. Example of functional view of BAP sublayer
NEXT CHANGE
[bookmark: _Toc46491320][bookmark: _Toc52580784][bookmark: _Toc60825623]5.2.1.3	Routing
The BAP entity performs routing based on:
-	the BH Routing Configuration derived from an F1AP message as specified in TS 38.473 [5].
Each entry of the BH Routing Configuration contains:
-	a BAP Routing ID consisting of a BAP address and a BAP path identity, which is indicated by BAP Routing ID IE, and
-	a Next Hop BAP Address which is indicated by Next-Hop BAP Address IE.
For a BAP Data PDU to be transmitted, BAP entity shall:
-	if the BAP Data PDU corresponds to a BAP SDU received from the upper layer, and
-	if the BH Routing Configuration has not been (re)configured by F1AP after the last (re)configuration of defaultUL-BH-RLC-channel Channel by RRC:
-	select the egress link on which the egress BH RLC channel corresponding to defaultUL-BH-RLC-channel Channel is configured as specified in TS 38.331 [3] for non-F1-U packets;
-	else if there is an entry in the BH Routing Configuration whose BAP address matches the DESTINATION field, whose BAP path identity is the same as the PATH field, and whose egress link corresponding to the Next Hop BAP Address is available:
-	select the egress link corresponding to the Next Hop BAP Address of the entry;
NOTE 1:	An egress link is not considered to be available if the link is in BH RLF.
NOTE 2:	For each combination of a BAP address and a BAP path identity, there should be at most one entry in the BH Routing Configuration. There could be multiple entries of the same BAP address in the BH Routing Configuration.
-	else if there is at least one entry in the BH Routing Configuration whose BAP address matches the DESTINATION field, and whose egress link corresponding to the Next Hop BAP Address is available:
-	select an entry from the BH Routing Configuration whose BAP address is the same as the DESTINATION field, and whose egress link corresponding to the Next Hop BAP Address is available;
-	select the egress link corresponding to the Next Hop BAP Address of the entry selected above;
NEXT CHANGE
[bookmark: _Toc60825626][bookmark: _Toc52580787][bookmark: _Toc46491323]5.2.1.4.2	Mapping to BH RLC Channel for BAP SDUs from upper layers at IAB-node
For a BAP SDU received from upper layers at the IAB-node, the BAP entity performs mapping to an egress BH RLC channel based on:
-	Uplink Traffic to BH RLC Channel Mapping Configuration, which is derived from F1AP message, configured on the IAB-node in TS 38.473 [5],
-	defaultUL-BH-RLC-Channel, which is configured by RRC on the IAB-node in TS 38.331[3].
Each entry of the Uplink Traffic to BH RLC Channel Mapping Configuration contains:
-	a traffic type specifier, which is indicated by UL UP TNL Information IE for F1-U packets or Non-UP Traffic Type IE for non-F1-U packets in TS 38.473 [5],
-	an egress link ID, which is indicated by Next-Hop BAP address IE in BH information IE in TS 38.473 [5], and
-	an egress BH RLC channel ID, which is indicated by BH RLC CH ID IE in BH information IE in TS 38.473 [5].
For a BAP SDU received from upper layers at the IAB-node and to be transmitted in upstream direction, whose egress link has been selected as specified in clause 5.2.1.3, the BAP entity shall:
-	if the Uplink Traffic to BH RLC Channel Mapping Configuration has not been (re)configured by F1AP after the last (re)configuration of defaultUL-BH-RLC-channel Channel by RRC:
-	select the egress BH RLC channel corresponding to defaultUL-BH-RLC-Channel configured in TS 38.331 [3] for non-F1-U packets;
-	else:
-	for the BAP SDU encapsulating an F1-U packet:
-	if there is an entry in the Uplink Traffic to BH RLC Channel Mapping Configuration with its traffic type specifier corresponds to the destination IP address and TEID of this BAP SDU and its egress link ID corresponding to the selected egress link;
-	select the egress BH RLC channel corresponding to the egress BH RLC channel ID of this entry;
-	else:
-	select any egress BH RLC channel on the selected egress link;
-	for the BAP SDU encapsulating non-F1-U packet:
-	if there is an entry from the Uplink Traffic to BH RLC Channel Mapping Configuration with its traffic type specifier corresponds to the traffic type of this BAP SDU and its egress link ID corresponding to the selected egress link;
-	select the egress BH RLC channel corresponding to the egress BH RLC channel ID of this entry;
-	else:
-	select any egress BH RLC channel on the selected egress link;
NOTE:	Uplink Traffic to BH RLC Channel Mapping Configuration may contain multiple entries for F1-C traffic. It is up to IAB node's implementation to decide which entry is selected, but the selected entry has to match the BAP routing ID selected in 5.2.1.2.1, i.e. BAP routing ID and BH RLC channel must be derived from the same BH Information IE.
NEXT CHANGE
[bookmark: _Toc60825630][bookmark: _Toc52580791][bookmark: _Toc46491327]5.3.1	Flow control feedback
For a link, the BAP entity at the IAB-MT shall:
-	when a flow control feedback is triggered due to the buffer load exceeding a certain level, or
-	when a BAP Control PDU for flow control polling is received at the receiving part, the transmitting part of this BAP entity shall:
-	construct a BAP Control PDU for flow control feedback per BH RLC channel, if configured by RRC, in accordance with clause 6.2.3;
-	construct a BAP Control PDU for flow control feedback per BAP routing ID, if configured by RRC, in accordance with clause 6.2.3;
-	if the egress BH RLC channel for the BAP Control PDU is configured as specified in TS 38.473 [5]:
-	submit the BAP Control PDU(s) to the configured egress BH RLC channel of the egress link, indicated by Egress BH RLC CH ID IE in BH Information IE associated with Non-UP Traffic Type IE set to BAP control PDU in TS 38.473 [5];
-	else:
-	submit the BAP Control PDU(s) to any egress BH RLC channel of the egress link.
NOTE:	The BH RLC channel(s) and BAP routing ID(s) to be included in the flow control feedback is up to IAB node implementation, once triggered.
[bookmark: _Toc46491353][bookmark: _Toc52580817][bookmark: _Toc60825656]NEXT CHANGE
[bookmark: _Toc60825644][bookmark: _Toc46491341][bookmark: _Toc52580805]6.2.3.1	Control PDU for flow control feedback
Figure 6.2.3.1-1 and 6.2.3.1-2 show the formats of the BAP Control PDU for flow control feedback.

Figure 6.2.3.1-1: BAP Control PDU format for flow control feedback per BH RLC channel


Figure 6.2.3.1-2: BAP Control PDU format for flow control feedback per BAP routing ID
NEXT CHANGE
6.3.9	BAP Routing ID
Length: 20 bits.
This field indicates BAP routing identity, for which the flow control information is provided in the flow control feedback. It contains the BAP address in the leftmost 10 bits and the BAP path identity in the rightmost 10 bits.
END OF CHANGES
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