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	Reason for change:
	It is unclear whether, during re-establishment upon failure of IRAT HO/ mobility from NR, the UE can perform CHO to a candidate for which UE attemptCondReconfig is configured. More specifically:
· It is not specified when UE releases UE variable VarConditionalReconfig


	
	

	Summary of change:
	This version of the CR includes the following changes
· Clarification is added that UE clears varialble VarConditionalReconfig only upon successful completion of IRAT HO. This implies that during re-establishment upon failure of mobility from NR, the UE can perform CHO to an NR CHO candidate for which attemptCondReconfig is configured (alike in other HOF cases)

Impact analysis
Impacted functionality:
CHO during re-establishment following IRAT HO 
Inter-operability:
· If the UE is implemented according to the CR but the network is not, no inter-operability issues are foreseen (but the CHO attempt initiated by UE will fail)
· If the network is implemented according to the CR but the UE is not, no inter-operability issues are foreseen (UE will simply not initiate CHO attempt but perform regular re-establishment)

	
	

	Consequences if not approved:
	It remains unclear whether, during re-establishment upon failure of IRAT HO/ mobility from NR, the UE can perform CHO to a candidate for which UE attemptCondReconfig is configured.
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Upon successfully completing the handover, at the source side the UE shall:
1>	reset MAC;
1>	stop all timers that are running except T400;
1>	release ran-NotificationAreaInfo, if stored;
1>	release the AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key, if stored;
1>	release all radio resources, including release of the RLC entity and the MAC configuration;
1>	release the associated PDCP entity and SDAP entity for all established RBs;
NOTE :	PDCP and SDAP configured by the source RAT prior to the handover that are reconfigured and re-used by target RAT when delta signalling (i.e., during inter-RAT intra-system handover when fullConfig is not present) is used, are not released as part of this procedure.
1>	remove all the entries within VarConditionalReconfig, if any;
1>	if the targetRAT-Type is set to eutra and the nas-SecurityParamFromNR is included: or
1>	if the targetRAT-Type is set to utra-fdd:
2>	indicate the release of the RRC connection to upper layers together with the release cause 'other'.
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[bookmark: _Toc60777201][bookmark: _Toc60867982]–	ConditionalReconfiguration
The IE ConditionalReconfiguration is used to add, modify and release the configuration of conditional reconfiguration.
ConditionalReconfiguration information element
-- ASN1START
-- TAG-CONDITIONALRECONFIGURATION-START

ConditionalReconfiguration-r16 ::=   SEQUENCE {
    attemptCondReconfig-r16              ENUMERATED {true}              OPTIONAL,   -- Cond CHO
    condReconfigToRemoveList-r16         CondReconfigToRemoveList-r16   OPTIONAL,   -- Need N
    condReconfigToAddModList-r16         CondReconfigToAddModList-r16   OPTIONAL,   -- Need N
    ...
}

CondReconfigToRemoveList-r16 ::=     SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigId-r16

-- TAG-CONDITIONALRECONFIGURATION-STOP
-- ASN1STOP

	ConditionalReconfiguration field descriptions

	attemptCondReconfig
If present, the UE shall perform conditional reconfiguration if selected cell is a target candidate cell and it is the first cell selection after failure as described in clause 5.3.7.3.

	condReconfigToAddModList
List of the configuration of candidate SpCells to be added or modified for CHO or CPC.

	condReconfigToRemoveList
List of the configuration of candidate SpCells to be removed.



	Conditional Presence
	Explanation

	CHO
	The field is optional present, Need R, if the UE is configured with at least a candidate SpCell for CHO. Otherwise the field is not present.
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