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1	Introduction
Rel-17 Study Item in RP-193254 set the objective to study mechanisms enabling faster access to cell supporting intended slice with ‘slice based RACH configuration’.
In result, RAN2#112e agreed the intentions and solutions directions as follows:
Agreements:
The intentions and use cases for slice-based RACH configuration are as follows:
Intention 1: RA resource isolation. From marketing point of view, some of the industrial customers have the requirement for access resource isolation, in order to provide guaranteed RA resources for their sensitive slices.
Intention 2: Slice access prioritization. In R15/16, all slices are sharing the same RA resources and cannot be differentiated by network side. But some slices may need to be prioritized during the RA procedure.
The following solutions will be studied and captured in the TR 38.832:
Solution 1: Slice-specific separate RACH resources pool can be configured per slice or per slice group, in addition to the existing common RACH resources.
Solution 2: Slice-specific RACH parameters prioritization can be configured per slice or per slice group.
Neither solution may not be applicable to all possible slices.
The email discussion in [1] recommends the two identified solutions for Work Item phase.  This contribution provides further considerations on foreseen slice-based RACH configurations and discusses more detailed requirements for those.
2	Discussion
2.1	Scenario clarification
To enable fast access to a cell, with slice-based RACH configuration, there were two intentions concluded in the email discussion:
· Intention 1: RA resource isolation. From marketing point of view, some of the industrial customers have the requirement for access resource isolation, in order to provide guaranteed RA resources for their sensitive slices.
· Intention 2: Slice access prioritization. In R15/16, all slices are sharing the same RA resources and cannot be differentiated by network side. But some slices may need to be prioritized during the RA procedure.
For the two above mentioned cases, the goal is to achieve better control of the common resources. Network slicing mechanisms defined since Rel-15 has already assumed resource isolation support, however how gNB supports resource control has been implementation dependent. In our understanding, the need for enhanced tools to allocate resources more efficiently for slices, concern a typical scenario: where multiple slices are available in a cell. If the cell is supposed to be reserved for a certain/single slice type it should not be allowed to accept the users that are not enabled by different mechanism (e.g. enhanced cell reselection). Once a number of terminals use the same resources, and at the same time they try to obtain resources for multiple/different slices, it is expected that the network will apply certain policies to enable resource- sharing tailored for slices. 
Observation 1: Scenario for random access resources isolation or prioritisation concern when multiple slices are available in one cell.
2.2	Detailed requirements for slice-based RA prioritization solutions
Proposed solutions directions for the Work Item (see [1]) considered different RACH configurations per slice or multiple RACH configurations (for multiple slices) with reuse of existing methods. 
Currently, a UE supporting and requesting certain slice does not distinguish different RACH configurations for different slices, since Random Access procedure and gNB configurations for it are slice agnostic. The UE can determine how it can access the cell, upon acquiring common RACH configuration or later on (if it is not initial access) upon reception of dedicated RACH configuration. Even though, the actual complexity of the proposed solutions depends on exactly which existing method is taken as a baseline, we foresee couple of issues with different RACH configurations for multiple slices:
1. Number of slices to configure. While a cell can support large number of slices (hundreds), the configuration for RACH that is included in common uplink parameters of a cell in broadcast signaling (SIB1) cannot support that large number of slices simultaneously (due to overhead and SIB size limitations) and scattering random access resources too widely.
2. [bookmark: _Hlk53512242]To achieve partition of RACH resources in the multiple slices serving cell (e.g. for congestion control), the UE needs to know the slice it is requesting resources for, also in the case when multiple slices are served in a cell.
3. Slice specific resources congestion – RACH configurations for multiple slices will not serve the purpose (to enable fast cell access) when normal resources are not congested but slice specific becomes loaded.
4. Wrong grouping of multiple slices into the same RACH resources – As the number of RACH resources will not scale with number of slices, some slices can be grouped to use the same RACH resources. However, this grouping can create congestion between slices.  

The first issue affects in a constrain on potential signalling extensions. I.e., slice-specific parameters cannot scale to 100s of slices.  
Observation 2: Common slice-based RACH configurations cannot support large number of slices due to SIB1 size limitation and fragmentation of RACH resources.
Proposal 1: RACH configurations for slices should not impact System Information capacity extensively.
The second issue corresponds, to an “intended slice”.  Since Rel-15, the NR Unified Access Control framework specifies how each UE’s access attempt is categorized in Non-Access Stratum layer. There are 32 Access Categories values that are reserved for operator use and can be associated with slice identifiers (S-NSSAIs), see TS24.501, subclause 4.5.3. Based on the Operator-defined set of Access Categories, the UE can determine whether an access attempt for a given slice is authorized based on the broadcasted barring information. Once the barring check succeeds (in case needed), the UE initiates random access procedure. 
Observation 3: Since UAC is performed before initiating RA, intended slice is known to the UE before initiating Random Access by means of Access Category.
[bookmark: _GoBack]For MO services intended slice information may be implicitly known in the UE RRC, from the Operator-defined access category. When UE detects an access attempt (e.g. MO call) and corresponding Random Access procedure is initiated for an Operator-defined Access Category (i.e. Access Category from 32-63), the categorization for slice-specific access attempt can be easily achieved. However, for MT service, the UE RRC does not associate the access attempt with Access Category associated with S-NSSAI. Categorization for slice-specific access attempt is not apparent and would require further coordination between AS and NAS (RAN2 and CT1). Therefore, it is worth considering distinction between RACH configurations for MO and MT services separately.
Observation 4: For mobile originated calls, the categorization for slice-specific access attempt can be easily achieved based on Access Categories.
For mobile originated calls, with some reasonable extensions to the existing RACH configurations, the gNB could prioritize one or more Access Categories that had been associated with S-NSSAIs (from Access Categories range:32-63), with moderate impacts to broadcast.  
Proposal 2: For slice-based RACH isolation and prioritisation, the gNB provides RACH configuration for one or more Access Categories from the set of Operator-defined Access Categories.

The latter issue on slice specific resources congestion occurrence, leads to the condition how the slice-based RACH isolation and prioritisation should be set. RACH configurations for multiple slices will not serve the purpose (to enable fast cell access) when normal resources are not congested in a cell but slice specific becomes loaded. If there is no consistent mechanism to initiate resources sharing among slice specific resources with normal/common resources, we believe that any of the justified methods to prioritise RA resources for slices will not help. RACH prioritisation should follow an internal gNB condition. Only when it detects an overload for a slice (i.e. an Access Category from 32-63 range associated with a S-NSSAI), it should apply a slice-based RACH prioritisation. 
For mobile terminated calls, UE reachability is managed by the network. The gNB, upon receiving a request for Mobile Terminated call, needs to deliver a paging message towards the user. In case of congestion the gNB may also prioritize the delivery of paging messages based on slice information (if available). 
However, there is no guarantee the paged user will not collide with another (not paged) user during the RA procedure due to random access nature. Since the UE actions for MT call after paging are slice agnostic (i.e. Access Categories from the range 32-63 do not apply), it is preferable to consider more generic mechanisms for RA priority indication or RA classes that are slice agnostic but can serve the purpose of slice-based RA prioritisation. It may be also not desirable to impact Paging message with slice specific information for multiple slices. Instead, to address a need for faster access of MT calls, we believe only limited possibilities and priority groups should be considered. gNB could decide to assign certain (higher) priority in Paging. Following, the Paging, UE could get to know for random access procedure that it got assigned higher RA priority and could apply the priority to a random access being triggered upon Paging. However, the information on assigning priorities should be limited to avoid too scattered fragmentation in the gNB resources, and significant increase of the size of the paging records.
Proposal 3: For mobile terminated calls, RAN2 recommends a general mechanism for RA priority indication that can also be used to isolate or prioritize RA for certain slices or group slices. 
It is worth noting that some uniform contents for RA prioritisation could be reused in both cases: MO and MT, with the difference that MO calls get more splice-specific awareness on the UE side and broadcasted configuration is per Access Category.
3	Conclusion
In this contribution we have made the following observations and proposals:
Observation 1: Scenario for random access resources isolation or prioritisation concern when multiple slices are available in one cell.
Observation 2: Common slice-based RACH configurations cannot support large number of slices due to SIB1 size limitation and fragmentation of RACH resources.
Observation 3: Since UAC is performed before initiating RA, intended slice is known to the UE before initiating Random Access by means of Access Category.
Observation 4: For mobile originated calls, the categorization for slice-specific access attempt can be easily achieved based on Access Categories.
Proposal 1: RACH configurations for slices should not impact System Information capacity extensively.
Proposal 2: For slice-based RACH isolation and prioritisation, the gNB provides RACH configuration for one or more Access Categories from the set of Operator-defined Access Categories.
Proposal 3: For mobile terminated calls, RAN2 recommends a general mechanism for RA priority indication that can also be used to isolate or prioritize RA for certain slices or group slices.
Proposal 4: Agree TP in the Annex.
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Annex: Text proposal to TR38.832
[bookmark: _Toc49857376][bookmark: _Toc59181779]5.2	Slice based RACH configuration or access barring
[bookmark: _Toc49857377][bookmark: _Toc59181780]5.2.1	Scenario and issue description
Editor Note: capture the description of scenario and issue.
[bookmark: _Hlk49425161]Currently, the UE can determine how it can access a cell resources, upon acquiring common RACH configuration or later on (if it is not initial access) upon reception of dedicated RACH configuration. The UE supporting certain slice does not distinguish different RACH configurations for different slices, since Random Access procedure and gNB configurations for it are slice information agnostic. 
The intentions and use cases for slice based RACH configuration concern when multiple slices are available in one cell and are as follows:
Intention 1: RACH resource isolation. From marketing point of view, some of the industrial customers have the requirement for access resource isolation, in order to provide guaranteed RA resources for their sensitive slices.
Intention 2: Slice access prioritization. In R15/16, all slices are sharing the same RA resources and cannot be differentiated by network side. But some slices may need to be prioritized during the RA procedure.
[bookmark: _Toc49857378][bookmark: _Toc59181781]5.2.2	Solutions 
Editor Note: Capture the solutions for the scenario and issue.
The following solution approaches will be studied:
Solution 1: Slice-specific separate RACH resources pool can be configured per slice or per slice group, in addition to the existing common RACH resources.
Solution 2: Slice-specific RACH parameters prioritization can be configured per slice or per slice group.
Neither solution may not be applicable to all possible slices.
Technical realization of the solutions should take into account the following constraints on the UE and the network:
· Number of slices to configure: While the network can support large number of slices (hundreds), the configuration for RACH that is included in common uplink parameters of a cell in broadcast signaling (SIB1) cannot support that large number of slices simultaneously (due to overhead and SIB size limitations) and scattering of random access resources too many partitions.
· To achieve partitioning of RACH resources in case when multiple slices are served in a cell (e.g. for congestion control), the UE needs to know the slice it is requesting resources to.
· Slice specific resources congestion – RACH configurations for multiple slices will not serve the purpose (to enable fast cell access) when normal resources are not congested but slice specific becomes loaded.

To support slice-based RACH configuration with a possibility to resolve the above problems, RACH configurations for slices should not impact System Information capacity extensively. For slice-based RACH prioritisation, the gNB may provide RACH configuration (common or dedicated) for one or more Access Categories from the set of Operator-defined Access Categories. The slice-based RACH configuration applies to mobile originated calls, while for mobile terminated calls, a slice-agnostic mechanism for RA priority indication during Paging is considered.






