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	Reason for change:
	[bookmark: _GoBack]In section 5.8.9.5, the UE actions related to PC5-RRC connection release requested by upper layers are captured. However, there is no clear reference to help readers understand the upper layers. For better understanding, we suggest to add a reference about the specification of upper layers.
Morevover, in NR Uu, the RRC connection release should not be triggered for power saving purposes, which is highlighted yellow as below. This principle should be applicable to NR Sidelink UE as well.
[bookmark: _Toc60776821][bookmark: _Toc60867602]5.3.9.2	Initiation
The UE initiates the procedure when upper layers request the release of the RRC connection as specified in TS 24.501 [23]. The UE shall not initiate the procedure for power saving purposes.
The UE shall:
1>	if the upper layers indicate barring of the PCell:
2>	treat the PCell used prior to entering RRC_IDLE as barred according to TS 38.304 [20];
1>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other'.


	
	

	Summary of change:
	In section 5.8.9.5, add a reference about the specification of upper layers, and clarify that the PC5-RRC connection release should not be triggered for power saving purposes similar as NR Uu.

	
	

	Consequences if not approved:
	The specification is not clear on how upper layers trigger PC5-RRC connection release.
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----------------------------[Start of Change] ------------------------------
[bookmark: _Toc53006547][bookmark: _Toc52837907][bookmark: _Toc52836899][bookmark: _Toc60867831][bookmark: _Toc60777050][bookmark: _Toc46487021][bookmark: _Toc46444260][bookmark: _Toc46439423]5.8.9.5	Actions related to PC5-RRC connection release requested by upper layers
The UE initiates the procedure when upper layers request the release of the PC5-RRC connection as specified in TS 24.587 [57]. The UE shall not initiate the procedure for power saving purposes.
The UE shall:
1>	if the PC5-RRC connection release for the specific destination is requested by upper layers:
2>	discard the NR sidelink communication related configuration of this destination;
2>	release the DRBs of this destination, in according to sub-clause 5.8.9.1a.1;
2>	release the SRBs of this destination, in according to sub-clause 5.8.9.1a.3;
2>	reset the sidelink specific MAC of this destination.
2>	consider the PC5-RRC connection is released for the destination;
----------------------------[End of Change] -------------------------------

