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The IE SL-SyncConfig specifies the configuration information concerning reception of synchronisation signals from neighbouring cells as well as concerning the transmission of synchronisation signals for sidelink communication.
SL-SyncConfig information element
-- ASN1START
-- TAG-SL-SYNCCONFIG-START

SL-SyncConfigList-r16 ::=          SEQUENCE (SIZE (1..maxSL-SyncConfig-r16)) OF SL-SyncConfig-r16

SL-SyncConfig-r16 ::=              SEQUENCE {
    sl-SyncRefMinHyst-r16              ENUMERATED {dB0, dB3, dB6, dB9, dB12}                                   OPTIONAL,    -- Need R
    sl-SyncRefDiffHyst-r16             ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf}                            OPTIONAL,    -- Need R
    sl-filterCoefficient-r16           FilterCoefficient                                                       OPTIONAL,    -- Need R
    sl-SSB-TimeAllocation1-r16         SL-SSB-TimeAllocation-r16                                               OPTIONAL,    -- Need R
    sl-SSB-TimeAllocation2-r16         SL-SSB-TimeAllocation-r16                                               OPTIONAL,    -- Need R
    sl-SSB-TimeAllocation3-r16         SL-SSB-TimeAllocation-r16                                               OPTIONAL,    -- Need R
    sl-SSID-r16                        INTEGER (0..671)                                                        OPTIONAL,    -- Need R
    txParameters-r16                   SEQUENCE {
        syncTxThreshIC-r16                 SL-RSRP-Range-r16                                                   OPTIONAL,    -- Need R
        syncTxThreshOoC-r16                SL-RSRP-Range-r16                                                   OPTIONAL,    -- Need R
        syncInfoReserved-r16               BIT STRING (SIZE (2))                                               OPTIONAL     -- Need R
    },
    gnss-Sync-r16                      ENUMERATED {true}                                                       OPTIONAL,    -- Need R
    ...
}

SL-RSRP-Range-r16 ::=                  INTEGER (0..13)

SL-SSB-TimeAllocation-r16 ::=          SEQUENCE {
    sl-NumSSB-WithinPeriod-r16             ENUMERATED {n1, n2, n4, n8, n16, n32, n64}                          OPTIONAL,    -- Need R
    sl-TimeOffsetSSB-r16                   INTEGER (0..1279)                                                   OPTIONAL,    -- Need R
    sl-TimeInterval-r16                    INTEGER (0..639)                                                    OPTIONAL     -- Need R
}

-- TAG-SL-SYNCCONFIG-STOP
-- ASN1STOP

	SL-SyncConfig field descriptions

	gnss-Sync
if configured, the synchronization configuration is used for SLSS transmission/reception when the UE is synchronized to GNSS. If not configured, the synchronization configuration is used for SLSS transmission/reception when the UE is synchronized to eNB/gNB.

	sl-SyncRefMinHyst
Hysteresis when evaluating a SyncRef UE using absolute comparison.

	sl-SyncRefDiffHyst
Hysteresis when evaluating a SyncRef UE using relative comparison.

	sl-NumSSB-WithinPeriod
Indicates the number of sidelink SSB transmissions within one sidelink SSB period. The applicable values are related to the subcarrier spacing and frequency as follows:
FR1, SCS = 15 kHz: 1
FR1, SCS = 30 kHz: 1, 2
FR1, SCS = 60 kHz: 1, 2, 4
FR2, SCS = 60 kHz: 1, 2, 4, 8, 16, 32
FR2, SCS = 120 kHz: 1, 2, 4, 8, 16, 32, 64

	sl-TimeOffsetSSB
Indicates the slot offset from the start of sidelink SSB period to the first sidelink SSB.

	sl-TimeInterval
[bookmark: _GoBack]Indicates the slot interval between neighboring sidelink SSBs. Value 0 is applicable when there is only one sidelink SSBs within one sidelink SSB period, while otherThis values (i.e., from 1 to 639) is are applicable when there are more than one sidelink SSBs within one sidelink SSB period.

	sl-SSID
Indicates the ID of sidelink synchronization signal assoicated with different synchronization priorities.

	sl-RSRP-Range
Value 0 corresponds to -infinity, value 1 to -115dBm, value 2 to -110dBm, and so on (i.e. in steps of 5dBm) until value 12, which corresponds to -60dBm, while value 13 corresponds to +infinity.

	syncInfoReserved
Reserved for future use.
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