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[bookmark: _Toc60776996][bookmark: _Toc60867777]-----------------------------------------------Start of 1st Change------------------------------------------------
[bookmark: _Toc60776997][bookmark: _Toc60867778]5.7.10.4	Actions upon successful completion of random-access procedure
Upon successfully performing 4 step random access procedure, the UE shall:
1>	if the number of RA-Report entries stored in the ra-ReportList in VarRA-Report is less than maxRAReport:
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is less than maxPLMN16; or
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is equal to maxPLMN 16 and the complete list of EPLMNs is subset of or equal to the plmn-IdentityList stored in VarRA-Report:
3>	append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:
4>	if the list of EPLMNs has been stored by the UE:
5>	if the RPLMN is included in plmn-IdentityList stored in VarRA-Report:
6>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN) without exceeding the limit of maxPLMN16;
5>	else:
6>	clear the information included in VarRA-Report;
6>	set the plmn-IdentityList to the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
4>	else:
5>	set the plmn-Identity, in plmn-IdentityList, to the PLMN selected by upper layers from the PLMN(s) included in the plmn-IdentityList in SIB1;
4>	set the cellId to the global cell identity and the tracking area code, if available, otherwise to the physical cell identity and carrier frequency of the cell in which the corresponding random-access preamble was transmitted;
4>	set the raPurpose to include the purpose of triggering the random-access procedure;
4>	set the ra-InformationCommon-r16 as specified in subclause 5.7.10.5.
The UE may discard the random access report information, i.e. release the UE variable VarRA-Report, 48 hours after the last successful random access procedure related information is added to the VarRA-Report.
NOTE 1:	The UE does not log the RA information in the RA report if the triggering event of the random access is consistent UL LBT on SpCell as specified in TS 38.321 [6].

-----------------------------------------------Start of 2nd Change-----------------------------------------------
[bookmark: _Toc60777581][bookmark: _Toc60868362]7.4	UE variables

<Unchanged part is skipped>

[bookmark: _Toc60777584][bookmark: _Toc60868365]–	VarConnEstFailReport
The UE variable VarConnEstFailReport includes the connection establishment failure and or connection resume failure information.
VarConnEstFailReport UE variable
-- ASN1START
-- TAG-VARCONNESTFAILREPORT-START

VarConnEstFailReport-r16 ::= SEQUENCE {
    connEstFailReport-r16        ConnEstFailReport-r16,
    plmn-Identity-r16            PLMN-Identity
}

-- TAG-VARCONNESTFAILREPORT-STOP
-- ASN1STOP

-----------------------------------------------Start of 3rd Change-----------------------------------------------
<Unchanged part is skipped>

[bookmark: _Toc60777595][bookmark: _Toc60868376]–	VarRA-Report
The UE variable VarRA-Report includes the random-access related information.
VarRA-Report UE variable
-- ASN1START
-- TAG-VARRA-REPORT-START

VarRA-Report-r16 ::=      SEQUENCE {
    ra-ReportList-r16         RA-ReportList-r16,
    plmn-IdentityList-r16     PLMN-IdentityList-r16
}

VarRA-Report-v16xy ::=    SEQUENCE {
    ra-ReportList-r16         RA-ReportList-r16,
plmn-IdentityList-r16     PLMN-IdentityList2-r16
}

PLMN-IdentityList-r16 ::= SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity

-- TAG-VARRA-REPORT-STOP
-- ASN1STOP

