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	Reason for change:
	In 5.8.9.2.4, the UE actions related to reception of UECapabilityEnquirySidelink should be based on the fields for sidelink which are included in UECapabilityEnquirySidelink. 
But current procedure texts refer to the field ‘frequencyBandListFilter’ which is used for Uu.
1>	compile a list of "candidate band combinations" only consisting of bands included in frequencyBandListFilter, and prioritized in the order of frequencyBandListFilterSidelink (i.e. first include band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on).
…
1>	include the received frequencyBandListFilter in the field appliedFreqBandListFilter of the requested UE capability;
These parts should be corrected with the field in UECapabilityEnquirySidelink.

	
	

	Summary of change:
	In 5.8.9.2.4, change the field ‘frequencyBandListFilter’ to the field ‘frequencyBandListFilterSidelink’.

Impacted 5G architecture option: Sidelink
Impacted functionality: SL UE capability

Inter-operability:
1. If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.
2. If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.
3. If one UE is implemented according to the CR and the other UE is not, the UE requests the capability about SL band combination but the other UE reports the capability about Uu band combination. As a result the two UEs cannot communicate orderly due to unsynchronized band combination between themselves.

This CR needs to be implemented by UE supporting NR sidelink communication.

	
	

	Consequences if not approved:
	One UE send the UECapabilityEnquirySidelink to ack sidelink band combination and the peer UE reports UECapabilityInformationSidelink with Uu band combination. Thus the initiating UE cannot know the peer UE’s sidelink band combination capability.
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Start of the change
5.8.9.2.3	Actions related to transmission of the UECapabilityEnquirySidelink by the UE
The initiating UE shall set the contents of UECapabilityEnquirySidelink message as follows:
1>	include in UE radio access capabilities for sidelink within ue-CapabilityInformationSidelink, if needed;
NOTE 1:	It is up to initiating UE to decide whether ue-CapabilityInformationSidelink should be included.
1>	set frequencyBandListFilterSidelink to include frequency bands for which the peer UE is requested to provide supported bands and band combinations;
NOTE 2:	The initiating UE is not allowed to send the UECapabilityEnquirySidelink message without including the field frequencyBandListFilterSidelink.
1>	submit the UECapabilityEnquirySidelink message to lower layers for transmission.
[bookmark: _Toc60777044][bookmark: _Toc60867825]5.8.9.2.4	Actions related to reception of the UECapabilityEnquirySidelink by the UE
The peer UE shall set the contents of UECapabilityInformationSidelink message as follows:
1>	include UE radio access capabilities for sidelink within ue-CapabilityInformationSidelink;
1>	compile a list of "candidate band combinations" only consisting of bands included in frequencyBandListFilterSidelink, and prioritized in the order of frequencyBandListFilterSidelink (i.e. first include band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on).
1>	include into supportedBandCombinationListSidelinkNR as many band combinations as possible from the list of "candidate band combinations", starting from the first entry;
1>	include the received frequencyBandListFilterSidelink in the field appliedFreqBandListFilter of the requested UE capability;
1>	submit the UECapabilityInformationSidelink message to lower layers for transmission.
NOTE:	If the UE cannot include all band combinations due to message size or list size constraints, it is up to UE implementation which band combinations it prioritizes.
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