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	Reason for change:
	In RAN2#113e, it is agreed that if (N)RSRP based TA validation for PUR is configured, the (N)RSRP reference should be updated when TA is updated due to TAC MAC CE or PDCCH indicates timing advance adjustment, as specified in section 5.4.7.2. However, (N)RSRP reference is maintained by RRC but RRC does not know the update of TA according to the current specification.


	
	

	Summary of change:
	In section 5.4.7.2, clarify that upon reception of TAC MAC CE or PDCCH indicates timing advance adjustment as specified in TS 36.212, MAC indicates to RRC that TA has been updated.

Impact Analysis
Impacted functionality:
Transmission using PUR

Inter-operability: 
The CR only impacts the UE, no inter-operability issue is foreseen.


	
	

	Consequences if not approved:
	RRC is not aware of TA update in transmission using PUR, thus for (N)RSRP based TA validation for PUR, (N)RSRP reference will not be updated in this case.
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[bookmark: _Toc37256234][bookmark: _Toc37256388][bookmark: _Toc46500327][bookmark: _Toc52536236][bookmark: _Toc60785774]5.4.7.2	Maintenance of PUR Uplink Time Alignment
MAC entity may be configured with timer pur-TimeAlignmentTimer by upper layers as specified in TS 36.331 [8], clause 5.3.8.3.
The MAC entity shall:
-	when pur-TimeAlignmentTimer configuration is received from upper layers:
-	start or restart pur-TimeAlignmentTimer.
-	when pur-TimeAlignmentTimer is released by upper layers:
-	stop the pur-TimeAlignmentTimer, if running.
-	when a Timing Advance Command MAC control element is received or PDCCH indicates timing advance adjustment as specified in TS 36.212 [5] and if a NTA has been stored or maintained:
-	apply the Timing Advance Command or the timing advance adjustment;
-	start or restart the pur-TimeAlignmentTimer, if configured;.
-	indicate to upper layers that the Timing Advance value has been updated.
Upon request from upper layers, MAC entity shall indicate whether pur-TimeAlignmentTimer is running.



