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	Reason for change:
	In RAN2#102e it was confirmed that:
RAN2 understanding is that serving frequency is not reported as part of early measurements when serving frequency is part of early measurement configuration. Serving cell is reported separately.

In the existing procedural text serving cell measurements are derived and stored once for each configured and applicable frequency. This is copy-paste from LTE where we have serving cell measurements included once per reported frequency but in NR this was corrected so that serving cell measurements are only included once. 
In case there is no applicable neighbour frequency serving cell measurements are not included at all.

Additionally Additionally reporting quantity for the serving cell is incorrect as UE is supposed to report both RSRP and RSRQ for the serving cell. 
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	Explain the changes:
1. Ensure that serving carrier (both RSRP and RSRQ) is reported once for idle mode measurements instead of reporting them each time for each measured idle/inactive carrier frequency.
Impact analysis
Impacted 5G architecture options: NR SA, NE-DC,NR-DC 

mpacted functionality: euCA early measurements
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not network may receive measurements not expected and UE may not have proper quantities for serving carrier.
2. If the UE is implemented according to the CR and the network is not there is no interoperability problems
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[bookmark: _Toc60867764][bookmark: _Toc60776983][bookmark: _Toc53006485][bookmark: _Toc52837845][bookmark: _Toc52836837][bookmark: _Toc46486959][bookmark: _Toc46444198][bookmark: _Toc46439361][bookmark: _Toc52790171][bookmark: _Toc46447343][bookmark: _Toc36548506][bookmark: _Toc36547114][bookmark: _Toc29343490][bookmark: _Toc29342351][bookmark: _Toc20487059]5.7.8	Idle/inactive Measurements
[bookmark: _Toc60867765][bookmark: _Toc60776984]5.7.8.1	General
This procedure specifies the measurements to be performed and stored by a UE in RRC_IDLE and RRC_INACTIVE when it has an idle/inactive measurement configuration.
[bookmark: _Toc60867766][bookmark: _Toc60776985]5.7.8.1a	Measurement configuration
The purpose of this procedure is to update the idle/inactive measurement configuration.
The UE initiates this procedure while T331 is running and one of the following conditions is met:
1>	upon selecting a cell when entering RRC_IDLE or RRC-INACTIVE from RRC_CONNECTED; or
1>	upon update of system information (SIB4, or SIB11), e.g. due to intra-RAT cell (re)selection;
While in RRC_IDLE or RRC_INACTIVE, and T331 is running, the UE shall:
1>	if VarMeasIdleConfig includes neither a measIdleCarrierListEUTRA nor a measIdleCarrierListNR received from the RRCRelease message:
2>	if the UE supports idleInactiveEUTRA-MeasReport:
3>	if the SIB11 includes the measIdleConfigSIB and contains measIdleCarrierListEUTRA:
4>	store or replace the measIdleCarrierListEUTRA of measIdleConfigSIB of SIB11 within VarMeasIdleConfig;
3>	else:
4>	remove the measIdleCarrierListEUTRA in VarMeasIdleConfig, if stored;
2>	if the UE supports idleInactiveNR-MeasReport:
3>	if SIB11 includes the measIdleConfigSIB and contains measIdleCarrierListNR:
4>	store or replace the measIdleCarrierListNR of measIdleConfigSIB of SIB11 within VarMeasIdleConfig;
3>	else:
4>	remove the measIdleCarrierListNR in VarMeasIdleConfig, if stored;
1>	for each entry in the measIdleCarrierListNR within VarMeasIdleConfig that does not contain an ssb-MeasConfig received from the RRCRelease message:
2>	if there is an entry in measIdleCarrierListNR in measIdleConfigSIB of SIB11 that has the same carrier frequency and subcarrier spacing as the entry in the measIdleCarrierListNR within VarMeasIdleConfig and that contains ssb-MeasConfig:
3>	delete the ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
3>	store the SSB measurement configuration from SIB11 into nrofSS-BlocksToAverage, absThreshSS-BlocksConsolidation, smtc, ssb-ToMeasure, deriveSSB-IndexFromCell, and ss-RSSI-Measurement within ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
2>	else if there is an entry in interFreqCarrierFreqList of SIB4 with the same carrier frequency and subcarrier spacing as the entry in measIdleCarrierListNR within VarMeasIdleConfig:
3>	delete the ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
3>	store the SSB measurement configuration from SIB4 into nrofSS-BlocksToAverage, absThreshSS-BlocksConsolidation, smtc, ssb-ToMeasure, deriveSSB-IndexFromCell, and ss-RSSI-Measurement within ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
2>	else:
3>	remove the ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig, if stored;
1>	perform measurements according to 5.7.8.2a.
[bookmark: _Toc60867767][bookmark: _Toc60776986]5.7.8.2	Void
[bookmark: _Toc60867768][bookmark: _Toc60776987]5.7.8.2a	Performing measurements
When performing measurements on NR carriers according to this clause, the UE shall derive the cell quality as specified in 5.5.3.3 and consider the beam quality to be the value of the measurement results of the concerned beam, where each result is averaged as described in TS 38.215 [9].
While in RRC_IDLE or RRC_INACTIVE, and T331 is running, the UE shall:
1>	perform the measurements in accordance with the following:
2>	for the serving cell, derive measurement results for the measurement quantities RSRP and RSRQ;
2>	store the derived measurement results within measResultServingCell in the measReportIdleNR in VarMeasIdleReport;
2>	if the VarMeasIdleConfig includes the measIdleCarrierListEUTRA and the SIB1 contains idleModeMeasurementsEUTRA:
3>	for each entry in measIdleCarrierListEUTRA within VarMeasIdleConfig:
4>	if UE supports NE-DC between the serving carrier and the carrier frequency indicated by carrierFreqEUTRA within the corresponding entry:
5>	perform measurements in the carrier frequency and bandwidth indicated by carrierFreqEUTRA and allowedMeasBandwidth within the corresponding entry;
5>	if the reportQuantitiesEUTRA is set to rsrq:
6>	consider RSRQ as the sorting quantity;
5>	else:
6>	consider RSRP as the sorting quantity;
5>	if the measCellListEUTRA is included:
6>	consider cells identified by each entry within the measCellListEUTRA to be applicable for idle/inactive mode measurement reporting;
5>	else:
6>	consider up to maxCellMeasIdle strongest identified cells, according to the sorting quantity, to be applicable for idle/inactive measurement reporting;
5>	for all cells applicable for idle/inactive measurement reporting, derive measurement results for the measurement quantities indicated by reportQuantitiesEUTRA;
5>	store the derived measurement results as indicated by reportQuantitiesEUTRA within the measReportIdleEUTRA in VarMeasIdleReport in decreasing order of the sorting quantity, i.e. the best cell is included first, as follows:
6>	if qualityThresholdEUTRA is configured:
7>	include the measurement results from the cells applicable for idle/inactive measurement reporting whose RSRP/RSRQ measurement results are above the value(s) provided in qualityThresholdEUTRA;
6>	else:
7>	include the measurement results from all cells applicable for idle/inactive measurement reporting;
2>	if the VarMeasIdleConfig includes the measIdleCarrierListNR and the SIB1 contains idleModeMeasurementsNR:
3>	for each entry in measIdleCarrierListNR within VarMeasIdleConfig that contains ssb-MeasConfig:
4>	if UE supports carrier aggregation or NR-DC between serving carrier and the carrier frequency and subcarrier spacing indicated by carrierFreq and ssbSubCarrierSpacing within the corresponding entry:
5>	perform measurements in the carrier frequency and subcarrier spacing indicated by carrierFreq and ssbSubCarrierSpacing within the corresponding entry;
5>	if the reportQuantities is set to rsrq:
6>	consider RSRQ as the cell sorting quantity;
5>	else:
6>	consider RSRP as the cell sorting quantity;
5>	if the measCellListNR is included:
6>	consider cells identified by each entry within the measCellListNR to be applicable for idle/inactive measurement reporting;
5>	else:
6>	consider up to maxCellMeasIdle strongest identified cells, according to the sorting quantity, to be applicable for idle/inactive measurement reporting;
5>	for all cells applicable for idle/inactive measurement reporting and for the serving cell, derive cell measurement results for the measurement quantities indicated by reportQuantities;
5>	store the derived cell measurement results as indicated by reportQuantities for the serving cell within measResultServingCell in the measReportIdleNR in VarMeasIdleReport;
5>	store the derived cell measurement results as indicated by reportQuantities for cells applicable for idle/inactive measurement reporting within measResultsPerCarrierListIdleNR in the measReportIdleNR in VarMeasIdleReport in decreasing order of the cell sorting quantity, i.e. the best cell is included first, as follows:
6>	if qualityThreshold is configured:
7>	include the measurement results from the cells applicable for idle/inactive measurement reporting whose RSRP/RSRQ measurement results are above the value(s) provided in qualityThreshold;
6>	else:
7>	include the measurement results from all cells applicable for idle/inactive measurement reporting;
5>	if beamMeasConfigIdle is included in the associated entry in measIdleCarrierListNR, for each cell in the measurement results:
6>	derive beam measurements based on SS/PBCH block for each measurement quantity indicated in reportQuantityRS-Indexes, as described in TS 38.215 [9];
6>	if the reportQuantityRS-Indexes is set to rsrq:
7>	consider RSRQ as the beam sorting quantity;
6>	else:
7>	consider RSRP as the beam sorting quantity;
6>	set resultsSSB-Indexes to include up to maxNrofRS-IndexesToReport SS/PBCH block indexes in order of decreasing beam sorting quantity as follows:
7>	include the index associated to the best beam for the sorting quantity and if absThreshSS-BlocksConsolidation is included, the remaining beams whose sorting quantity is above absThreshSS-BlocksConsolidation;
6>	if the includeBeamMeasurements is set to true:
7>	include the beam measurement results as indicated by reportQuantityRS-Indexes;
NOTE 1:	The fields s-NonIntraSearchP and s-NonIntraSearchQ in SIB2 do not affect the idle/inactive UE measurement procedures. How the UE performs idle/inactive measurements is up to UE implementation as long as the requirements in TS 38.133 [14] are met for measurement reporting.
NOTE 2:	The UE is not required to perform idle/inactive measurements on a given carrier if the SSB configuration of that carrier provided via dedicated signaling is different from the SSB configuration broadcasted in the serving cell, if any.
NOTE 3:	How the UE prioritizes which frequencies to measure or report (in case it is configured with more frequencies than it can measure or report) is left to UE implementation.
[bookmark: _Toc60867769][bookmark: _Toc60776988]5.7.8.3	T331 expiry or stop
The UE shall:
1>	if T331 expires or is stopped:
2>	release the VarMeasIdleConfig.
NOTE:	It is up to UE implementation whether to continue idle/inactive measurements according to SIB11 and SIB4 configurations after T331 has expired or stopped.
[bookmark: _Toc60867770][bookmark: _Toc60776989]5.7.8.4	Cell re-selection or cell selection while T331 is running
The UE shall:
1>	if intra-RAT cell selection or reselection occurs while T331 is runing:
2>	if validityAreaList is configured in VarMeasIdleConfig:
3>	if the serving frequency does not match with the carrierFreq of an entry in the validityAreaList; or
3>	if the serving frequency matches with the carrierFreq of an entry in the validityAreaList, the validityCellList is included in that entry, and the physical cell identity of the serving cell does not match with any entry in validityCellList:
4>	stop timer T331;
4>	perform the actions as specified in 5.7.8.3, upon which the procedure ends.
1>	else if inter-RAT cell selection or reselection occurs while T331 is runing:
2>	stop timer T331;
2>	perform the actions as specified in 5.7.8.3;
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