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1. Introduction
In RAN1#103-e meeting [1], inter-UE coordination was heavily discussed with various options. However, to our understanding it seems RAN1 progress is still pre-matured. In this contribution, we would like to discuss some high-level issues for inter-UE coordination, which is related to both RAN1 and RAN2. 
2. Discussion
Inter-UE coordination in Rel-17 NR SL mode 2 is to share resource allocation information among the UEs communicating with each other. In Rel-16 NR SL mode 2, only transmission UE performs resource allocation by full/partial sensing and resource selection procedure. On the other hand, in Rel-17 NR SL mode 2, other UE(s) may provide RSAI (Resource Selection Assistance Information) to the transmission UE by inter-UE coordination procedure. Multiple various options and scenarios are discussed as part of inter-UE coordination context in RAN1. For instance, REQ-RES based inter-UE coordination, standalone inter-UE coordination w/o REQ, e.g. RSAI from RSU, etc. We understand it is more like RAN1 discussion, however some option looks like the one where the UE scheduling another UE(s), which may bring the significant RAN2 specification impacts. For example, RAN2 discussion on how to (re)select a scheduling UE, how to maintain connections with scheduled UEs, how a scheduling UE to know each scheduled UE’s channel status and buffer status, etc. We think this kind of option cannot be determined by RAN1 alone since it has lots of RAN2 impacts. From our view, we would like to deprioritize the kind of option where the UE scheduling another UE(s) in Rel-17 NR SL. 
[Proposal 1]: To deprioritize inter-UE coordination option where the UE scheduling another UE(s) in Rel-17.

[bookmark: _GoBack]RSAI details, i.e. how to interpret a set of resources, were discussed and to be discussed in RAN1. We understand the format of “a set of resources” in RSAI is RAN1 decision, however we think RAN2 needs to discuss some other parts of inter-UE coordination procedure. For instance, issues such as how to synchronize the transmission resource pools between UE#A and UE#B taking the various scenarios into account (UE#A and UE#B are in the same serving cell, UE#A and UE#B are in the different serving cell, and UE#A is in IC and UE#B is in OOC) or how to validate the received RSAIs especially when multiple ones are received need to be discussed in RAN2. 
[Proposal 2]: To start the discussion on resource pool coordination and validation of the received RSAIs. 
3. Conclusion
We had some initial discussion for inter-UE coordination and made the following proposals. 
[Proposal 1]: To deprioritize inter-UE coordination option where the UE scheduling another UE(s) in Rel-17.
[Proposal 2]: To start the discussion on resource pool coordination and validation of the received RSAIs. 
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