

	
3GPP TSG-RAN WG2 Meeting # 113e	R2-2101381
 Electronic Meeting,  Jan 25th - Feb 5th , 2021 
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	37.355
	CR
	[bookmark: _GoBack]0286
	rev
	-
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction of A-GNSS Assistance Data RTK Observation 

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core 
	
	Date:
	2021-01-15

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	[bookmark: _Hlk61254304]The GNSS RTK observations IE was introduced based on the RTCM MSM messages. These messages come in two different resolutions, standard and high, while RTK-Observations only represents in the high resolution. This means that the device cannot determine the resolution of the original MSM message. Therefore, a resolution indicator standard/high would makes the representation complete.
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	Summary of change:
	An optional resolution indicator is added to the GNSS-RTK-Observations IE 
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Beginning of Changes

[bookmark: _Toc52548409][bookmark: _Toc52547879][bookmark: _Toc52547349][bookmark: _Toc52546819][bookmark: _Toc46486474][bookmark: _Toc37680903][bookmark: _Toc27765224]6.5.2.2	GNSS Assistance Data Elements
[bookmark: _Toc52548410][bookmark: _Toc52547880][bookmark: _Toc52547350][bookmark: _Toc52546820][bookmark: _Toc46486475][bookmark: _Toc37680904][bookmark: _Toc27765225]–	GNSS-ReferenceTime
<Skip Unmodified Changes>
[bookmark: _Toc52548464][bookmark: _Toc52547934][bookmark: _Toc52547404][bookmark: _Toc52546874][bookmark: _Toc46486529][bookmark: _Toc37680957][bookmark: _Toc27765272]–	GNSS-RTK-Observations
[bookmark: _Hlk499264042]The IE GNSS-RTK-Observations is used by the location server to provide GNSS reference station observables (pseudorange, phaserange, phaserange-rate (Doppler), and carrier-to-noise ratio) of the GNSS signals. Essentially, these parameters describe the range and derivatives from respective satellites to the reference station location provided in IE GNSS-RTK-ReferenceStationInfo.
The parameters provided in IE GNSS-RTK-Observations are used as specified for message type 1071-1127 in [30].
-- ASN1START

GNSS-RTK-Observations-r15 ::= SEQUENCE {
	epochTime-r15							GNSS-SystemTime,
	gnss-ObservationList-r15				GNSS-ObservationList-r15,
	... ,
	[[
		gnss-ObservationStdRes-r15			NULL							OPTIONAL
	]]
}

GNSS-ObservationList-r15 ::= SEQUENCE (SIZE(1..64)) OF GNSS-RTK-SatelliteDataElement-r15

GNSS-RTK-SatelliteDataElement-r15 ::= SEQUENCE{
	svID-r15								SV-ID,
	integer-ms-r15							INTEGER (0..254)				OPTIONAL,	-- Need ON
	rough-range-r15							INTEGER (0..1023),
	rough-phase-range-rate-r15				INTEGER (-8192..8191)			OPTIONAL,	-- Need ON
	gnss-rtk-SatelliteSignalDataList-r15	GNSS-RTK-SatelliteSignalDataList-r15,
	...
}

GNSS-RTK-SatelliteSignalDataList-r15 ::= SEQUENCE (SIZE(1..24)) OF
														GNSS-RTK-SatelliteSignalDataElement-r15


GNSS-RTK-SatelliteSignalDataElement-r15 ::= SEQUENCE {
	gnss-SignalID-r15					GNSS-SignalID,
	fine-PseudoRange-r15				INTEGER (-524288..524287),
	fine-PhaseRange-r15					INTEGER (-8388608..8388607),
	lockTimeIndicator-r15				INTEGER (0..1023),
	halfCycleAmbiguityIndicator-r15		BIT STRING (SIZE (1)),
	carrier-to-noise-ratio-r15			INTEGER (0..1023)					OPTIONAL,	-- Need ON
	fine-PhaseRangeRate-r15				INTEGER (-16384..16383)				OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	GNSS-RTK-Observations field descriptions

	epochTime
This field specifies the epoch time of the observations. The gnss-TimeID in GNSS SystemTime shall be the same as the GNSS-ID in IE GNSS-GenericAssistDataElement.

	svID
This field specifies the GNSS SV‑ID of the satellite for which the GNSS Observations are provided.

	integer-ms
This field contains the integer number of milliseconds in the satellite rough range. Rough range can be used to restore complete observables for a given satellite.
Scale factor 1 milli-second in the range from 0 to 254 milli-seconds.

	rough-range
This field contains the sub-milliseconds in the satellite rough range (modulo 1 millisecond).
Scale factor 2-10 milli-seconds in the range from 0 to (1-2-10) milli-seconds.

	rough-phase-range-rate
This field contains the GNSS satellite rough phaserange rate.
Scale factor 1 m/s. Range ±8191 m/s.

	gnss-SignalID
This field specifies the GNSS signal for which the GNSS observations are provided.

	fine-PseudoRange
This field contains the GNSS signal fine pseudorange.
Full pseudorange corresponding to the given signal is the sum of this field and the fields integer-ms and rough-range. NOTE 1.
Scale factor 2–29 milli-seconds. Range ±(2–10–2–29) milli-seconds.

	fine-PhaseRange
This field contains the GNSS signal fine phaserange.
Being added to fields integer-ms and rough-range allows getting the full phaserange observable corresponding to given signal. NOTE 2.
Scale factor 2–31 milli-seconds. Range ±(2–8–2–31) milli-seconds.

	lockTimeIndicator
This field provides a measure of the amount of time during which the receiver has maintained continuous lock on that satellite signal. If a cycle slip occurs during the previous measurement cycle, the lock time indicator shall be reset to zero.
The mapping of lock-time parameters as defined in [30] is according to the table lockTimeIndicator value to lock-time parameters relation shown below.

	halfCycleAmbiguityIndicator
Value 0 indicates no half-cycle ambiguity. Value 1 indicates half-cycle ambiguity.
When providing phaserange with unresolved polarity encoding this bit shall be set to 1. A target device that is not capable of handling half-cycle ambiguities shall skip such phaserange observables. If polarity resolution forced phaserange to be corrected by half-a-cycle, then the lockTimeIndicator must be reset to zero, indicating that despite continuous tracking the final phaserange experienced non-continuity.

	carrier-to-noise-ratio
This field provides the GNSS signal carrier-to-noise-ratio in dB-Hz.
Scale factor 2–4 dB-Hz in the range from 0.0625 to 63.9375 dB-Hz.

	fine-PhaseRangeRate
This field contains the GNSS signal fine Phase Range Rate.
Full phaserange rate is the sum of this field and the rough-phase-range-rate field. NOTE 3.
Scale factor 0.0001 m/s. Range ±1.6383 m/s. 

	gnss-ObservationStdRes
This field, if present, indicates that a standard resolution was used for the GNSS satellite signal observations. If not present, the target device may assume that a high resolution was used. The standard resolution is used with the RTCM MSM1-5, while a higher resolution is used with the RTCM MSM6-7 [11]. 



NOTE 1:	Complete Pseudorange for each signal (i) of given satellite can be restored as follows: 
Pseudorange(i) = c/1000 × (integer-ms + rough_range/1024 + 2–29 × fine_Pseudorange(i)), metre.
NOTE 2: 	Complete Phaserange for each signal (i) of given satellite can be restored as follows:
Phaserange(i) = c/1000 × (integer-ms + rough_range/1024 + 2–31 × fine_Phaserange(i)), metre.
NOTE 3: 	Complete PhaseRangeRate for each signal (i) of given satellite can be restored as follows:
PhaseRangeRate(i) = rough-phase-range-rate + 0.0001*fine-PhaseRangeRate (i), metre/second.
NOTE 4:	The speed of light c is 299,792,458 metres per second.
lockTimeIndicator value to lock-time parameters relation
	lockTimeIndicator value (i)
	Supplementary coefficient (k) [30]
	Minimum Lock Time (ms) [30]
	Range of Indicated Lock Times (t) (ms) [30]

	0 – 63
	1
	i
	0 ≤ t < 64

	64 – 95
	2
	2 × i – 64
	64 ≤ t < 128

	96 – 127
	4
	4 × i – 256
	128 ≤ t < 256

	128 – 159
	8
	8 × i – 768
	256 ≤ t < 512

	160 – 191
	16
	16 × i – 2048
	512 ≤ t < 1024

	192 – 223
	32
	32 × i – 5120
	1024 ≤ t < 2048

	224 – 255
	64
	64 × i – 12288
	2048 ≤ t < 4096

	256 – 287
	128
	128 × i – 28672
	4096 ≤ t < 8192

	288 – 319
	256
	256 × i – 65536
	8192 ≤ t < 16384

	320 – 351
	512
	512 × i – 147456
	16384 ≤ t < 32768

	352 – 383
	1024
	1024 × i – 327680
	32768 ≤ t < 65536

	384 – 415
	2048
	2048 × i – 720896
	65536 ≤ t < 131072

	416 – 447
	4096
	4096 × i – 1572864
	131072 ≤ t < 262144

	448 – 479
	8192
	8192 × i – 3407872
	262144 ≤ t < 524288

	480 – 511
	16384
	16384 × i – 7340032
	524288 ≤ t < 1048576

	512 – 543
	32768
	32768 × i – 15728640
	1048576 ≤ t < 2097152

	544 – 575
	65536
	65536 × i – 33554432
	2097152 ≤ t < 4194304

	576 – 607
	131072
	131072 × i – 71303168
	4194304 ≤ t < 8388608

	608 – 639
	262144
	262144 × i – 150994944
	8388608 ≤ t < 16777216

	640 – 671
	524288
	524288 × i – 318767104
	16777216 ≤ t < 33554432

	672 – 703
	1048576
	1048576 × i – 671088640
	33554432 ≤ t < 67108864

	704
	2097152
	2097152 × i – 1409286144
	67108864 ≤ t

	705 – 1023
	Reserved
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