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	Reason for change:
	In case of DAPS handover, the UE continues the downlink user data reception from the source gNB until releasing the source cell. The source gNB can continue HARQ retransmission for MAC PDU, which was transmitted but not acknowledged before DAPS handover. The MAC PDU may include MAC subPDU corresponding to LCH for non-DAPS bearer during DAPS handover.

If the source MAC entity receives the MAC PDU, then it can neither process the MAC subPDU for non-DAPS bearer due to the absence of the associated RLC entity nor discard it because the LCH for non-DAPS bearer is still configured. In this regard, the UE behavior is not clear to handle this unforeseen protocol data, which may cause an error in UE side.  


	
	

	Summary of change:
	To specify handling of unforeseen protocol data for the source MAC entity during DAPS handover.

Impact Analysis for archicture option
The impacted 5G architecture options are SA, EN-DC, NE-DC, and NR-DC.

Impacted functionality:
Handling of unknown, unforeseen and erroneous protocol data 

Inter-operability:
If the network is implemented according to the CR while the UE is not, it is not clear how UE is supposed to hanlde the unforeseen protocol data for configured LCH corresponding to non-DAPS bearer, which may cause an error.  

If the UE is implemented according to the CR while the network is not, no interoperability issue would be foreseen. 

	
	

	Consequences if not approved:
	The UE behavior is not clear to handle the unforeseen protocol data for configured LCH corresponding to non-DAPS bearer, which may cause an error in UE side.  
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<Start of modification>
[bookmark: _Toc46490344][bookmark: _Toc52752039][bookmark: _Toc52796501][bookmark: _Toc60791780]5.13	Handling of unknown, unforeseen and erroneous protocol data
When a MAC entity receives a MAC PDU for the MAC entity's C-RNTI or CS-RNTI, or by the configured downlink assignment, containing a Reserved LCID or eLCID value, or an LCID or eLCID value the MAC Entity does not support, the MAC entity shall at least:
1>	discard the received subPDU and any remaining subPDUs in the MAC PDU.
When a MAC entity receives a MAC PDU for the MAC entity's C-RNTI or CS-RNTI, or by the configured downlink assignment, containing an LCID or eLCID value which is not configured, the MAC entity shall at least:
1>	discard the received subPDU.
When the source MAC entity receives a MAC PDU for the MAC entity's C-RNTI or CS-RNTI, or by the configured downlink assignment during DAPS handover, containing an LCID or eLCID value for non-DAPS bearer, the MAC entity shall at least:
1>	discard the received subPDU.
When a MAC entity receives a MAC PDU on SL-SCH containing a Reserved LCID value for broadcast or groupcast, or an LCID value which is not configured, the MAC entity shall:
1>	discard the received subPDU.
When a MAC entity receives a MAC PDU on SL-SCH containing a Reserved LCID value for unicast, the MAC entity shall:
1>	discard the received subPDU and any remaining subPDUs in the MAC PDU.

<End of modification>


