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	Reason for change:
	In Rel-16, SCell can be directly activated upon SCell configuration (i.e. including sCellState in RRCReconfiguration message) in case of SCell addition, reconfiguration with sync, and resuming an RRC connection. However, in the current procedure text in section 5.3.5.5.9, upon SCell modification, the UE shall check whether the sCellState is included only in case of configuration of SCG SCells in RRC resume, but not for other cases where sCellState may be included in the SCell configuration as well, e.g. MCG SCells in RRC resume and SCells in reconfiguration with sync.

	
	

	Summary of change:
	Update the procedure text in section 5.3.5.5.9 to capture all cases where sCellState may be included upon SCell modification, i.e. reconfiguration with sync and RRC resume including both MCG and SCG SCells.
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If the network implements the CR and the UE does not, the UE can not directly activate MCG SCells in RRC resume and SCells in reconfiguration with sync upon SCell modification.

If the UE implements the CR and the network does not, there is no inter-operability issue.
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	The UE can not directly activate MCG SCells in RRC resume and SCells in reconfiguration with sync upon SCell modification.

	
	

	Clauses affected:
	5.3.5.5.9

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	






492




3GPP
	[bookmark: _Toc46502007][bookmark: _Toc29376061][bookmark: _Toc37231952][bookmark: _Toc20387980][bookmark: _Toc37231951][bookmark: _Toc29376060][bookmark: _Toc20387981][bookmark: _Toc46502006]CHANGE START


[bookmark: _Toc60867552][bookmark: _Toc60776771]5.3.5.5.9	SCell Addition/Modification
The UE shall:
1>	for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):
2>	add the SCell, corresponding to the sCellIndex, in accordance with the sCellConfigCommon and sCellConfigDedicated;
2>	if the sCellState is included:
3>	configure lower layers to consider the SCell to be in activated state;
2>	else:
3>	configure lower layers to consider the SCell to be in deactivated state;
2>	for each measId included in the measIdList within VarMeasConfig:
3>	if SCells are not applicable for the associated measurement; and
3>	if the concerned SCell is included in cellsTriggeredList defined within the VarMeasReportList for this measId:
4>	remove the concerned SCell from cellsTriggeredList defined within the VarMeasReportList for this measId;
1>	for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):
2>	modify the SCell configuration in accordance with the sCellConfigDedicated;
2>	if the sCellToAddModList was received in an RRCReconfiguration message including reconfigurationWithSync, or received in an RRCResume message, or received in an RRCReconfiguration message including reconfigurationWithSync embedded in an RRCResume message or embedded in an E-UTRA RRCConnectionResume message:
3>	if the sCellState is included:
4>	configure lower layers to consider the SCell to be in activated state;
3>	else:
4>	configure lower layers to consider the SCell to be in deactivated state.
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