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	Reason for change:
	In the section 5.5, as to the handling of unknown, unforeseen, and erroneous protocol data:
	When a BAP PDU that contains reserved or invalid values or contains a BAP address which is not included in the configured BH Routing Configuration, and is not the BAP address of this node is received, the BAP entity shall:
-	discard the received BAP PDU.


First, we need to clarify that “BH Routing Configuration” should be per BAP entity configuration, which may be different at IAB-DU and IAB-MT. So, there is some ambiguity on the “not included in the configured BH Routing Configuration”, which could mean both the BAP entities at IAB-MT and IAB-DU, or could means the collocated BAP entity of the receiving BAP entity.
In addition to discard data with reserved or invalid values, the intended BAP behaviors to discard erroneous data should be below:
	
	Transmitting side discarding
	Receiving side discarding

	#1:
For upstream data at IAB-node
	BAP should discard data with BAP address not included in its routing table.
	N/A

	#2:
For downstream data at IAB-node
	BAP should discard data with BAP address not included in its routing table.
	N/A

	#3:
For upstream data at IAB-donor-DU
	N/A
	BAP should discard data with BAP address not matching the donor-DU’s BAP address.

	#4:
For downstream data at IAB-donor-DU
	N/A
	N/A


However, in the current specification, following erroneous data are the missing cases:
A) Upstream data arrives at the donor-DU, with BAP address in the header NOT mathcing the IAB-donor-DU’s BAP address, but BAP address included in the DL routing table.
B) Upstream data arrivies at the inter-mediate IAB-node, with BAP address in the header NOT matching the IAB-node’s BAP address, but BAP address included in the the DL routing table.   
In summary, the section 5.5 should capture all cases in the above table:
For IAB-donor DU, the BAP receiving side should discard data with BAP address in the header NOT matching the IAB-donor’s BAP address, regardless whether the BAP adress is included in the DL routing table or not.
For IAB-node, the BAP transmiting side should discard data with BAP address NOT included in the DL routing table, regardless whether the BAP address in the header is matching the IAB-node’s BAP address or not.
The procedures of BAP entity are described in clause 5.2, 5.3, 5.4, and 5.5, but all clauses except for 5.2 are missing when describing the procedures of BAP entity in the BAP entity establishment related part in section 5.1.1.

	
	

	Summary of change:
	In section 5.1.1, add clauses 5.3, 5.4, 5.5 as reference for the procedures of BAP entity. 

In section 5.5, change as “At the trasmitting side, when a BAP PDU contains a BAP address which is not included in the configured BH Routing Configuration, or;At the receiving side of IAB-donor-DU, when a BAP PDU that contains a BAP address which is not the BAP address of this node is received, the BAP entity shall:
-	discard the BAP PDU.”  
Impact analysis
Impacted functionality:
BAP PDU discarding


	
	

	Consequences if not approved:
	The IAB-node/IAB-donor-DU will not discard some unknown, unforeseen, and erroneous BAP data PDUs.
The established BAP entity will not perform the flow control, the BH RLF notification and the abnormal packet discarding proceudres.
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Start of Change
[bookmark: _Toc46491312][bookmark: _Toc52580776]5.1.1	BAP entity establishment
When upper layers request establishment of a BAP entity, the node shall:
-	establish a BAP entity;
-	follow the procedures in clause 5.2, 5.3, 5.4, and 5.5.

Next Change
[bookmark: _Toc60825635][bookmark: _Toc46491332][bookmark: _Toc52580796]5.5	Handling of unknown, unforeseen, and erroneous protocol data
When a BAP PDU that contains reserved or invalid values, or;
At the trasmitting side, when a BAP PDU contains a BAP address which is not included in the configured BH Routing Configuration, or;
At the receiving side of IAB-donor-DU, when a BAP PDU that contains a BAP address which and is not the BAP address of this node is received, the BAP entity shall:
-	discard the received BAP PDU.

End of Change
