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	Reason for change:
	In clause 6.3.5 of the current specificaiton, the field descriptions of sl-ConfiguredGrantType1Allowed and sl-AllowedCG-List in IE SL-LogicalChannelConfig are currently incomplete and can lead to problematic UE behaviour due to the following reasons:
· In the field description of sl-ConfiguredGrantType1Allowed, it only specifies the UE behaviour when this field is configured, i.e. the UE behaviour is not specified if sl-ConfiguredGrantType1Allowed is not configured for a sidelink logical channel. Besides, it is not clear whether UE can ignore sl-ConfiguredGrantType1Allowed in case capability lcp-RestrictionSidelink is not supported by this UE.
· In the field description of sl-AllowedCG-List, the UE behaviour is not specified if a sidelink logical channel is not configured with sl-ConfiguredGrantType1Allowed but is configured with sl-AllowedCG-List.
Note that the same issue on Uu for configured UL grant was raised in RAN2 #112e, with the corresponding CR R2-2011283 having been agreed to fix this issue. This justifies the necesity to fix the above issue, and the similar change should be done for configured SL grant as well. 

	
	

	Summary of change:
	In the field description of sl-ConfiguredGrantType1Allowed, clarify that if sl-ConfiguredGrantType1Allowed is configured for a sidelink logical channel, or if the capability lcp-restrictionsidleink as specified in TS 38.306 is not supported, SL MAC SDUs from this logical channel can be transmitted on a sidelink configured grant type 1. Otherwise, SL MAC SDUs from this logical channel cannot be transmitted on a sidelink configured grant type 1. 
In the field description of sl-AllowedCG-List, clarify the corresponding UE behaviour when a sidelink logical channel is configured or not configured with sl-ConfiguredGrantType1Allowed.

Impact analysis
Impacted functionality
SL LCP procedure
Inter-operability: 
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	UE behavior is not specified when a logical channel is not configured with sl-ConfiguredGrantType1Allowed or sl-AllowedCG-List, and this can lead to ambiguity for UE implementation and thus problematic UE behaviour for SL operation.
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	START OF CHANGE


6.3.5	Sidelink information elements
–	SL-LogicalChannelConfig
The IE SL-LogicalChannelConfig is used to configure the sidelink logical channel parameters.
SL-LogicalChannelConfig information element
-- ASN1START
-- TAG-SL-LOGICALCHANNELCONFIG-START

SL-LogicalChannelConfig-r16 ::=            SEQUENCE {
    sl-Priority-r16                            INTEGER (1..8),
    sl-PrioritisedBitRate-r16                  ENUMERATED {kBps0, kBps8, kBps16, kBps32, kBps64, kBps128, kBps256, kBps512,
                                               kBps1024, kBps2048, kBps4096, kBps8192, kBps16384, kBps32768, kBps65536, infinity},
    sl-BucketSizeDuration-r16                  ENUMERATED {ms5, ms10, ms20, ms50, ms100, ms150, ms300, ms500, ms1000,
                                               spare7, spare6, spare5, spare4, spare3,spare2, spare1},
    sl-ConfiguredGrantType1Allowed-r16         ENUMERATED {true}                                                        OPTIONAL,   -- Need R
    sl-HARQ-FeedbackEnabled-r16                ENUMERATED {enabled, disabled }                                          OPTIONAL,   -- Need R
    sl-AllowedCG-List-r16                      SEQUENCE (SIZE (0.. maxNrofCG-SL-r16-1)) OF SL-ConfigIndexCG-r16
                                                                                                                        OPTIONAL,   -- Need R
    sl-AllowedSCS-List-r16                     SEQUENCE (SIZE (1..maxSCSs)) OF SubcarrierSpacing                        OPTIONAL,   -- Need R
    sl-MaxPUSCH-Duration-r16                   ENUMERATED {ms0p02, ms0p04, ms0p0625, ms0p125, ms0p25, ms0p5, spare2, spare1}
                                                                                                                        OPTIONAL,   -- Need R
    sl-LogicalChannelGroup-r16                 INTEGER (0..maxLCG-ID)                                                   OPTIONAL,   -- Need R
    sl-SchedulingRequestId-r16                 SchedulingRequestId                                                      OPTIONAL,   -- Need R
    sl-LogicalChannelSR-DelayTimerApplied-r16  BOOLEAN                                                                  OPTIONAL,   -- Need R
    ...
}
-- TAG-SL-LOGICALCHANNELCONFIG-STOP
-- ASN1STOP

	SL-LogicalChannelConfig field descriptions

	sl-AllowedCG-List
This restriction applies only when the SL grant is a configured grant. If present, SL MAC SDUs from this logical channel can only be mapped to the indicated configured grant configuration. If the size of the sequence is zero, then UL MAC SDUs from this logical channel cannot be mapped to any configured grant configurations. If the field is not present, UL MAC SDUs from this logical channel can be mapped to any configured grant configurations. If the field sl-ConfiguredGrantType1Allowed is present, only those sidelink configured grant type 1 configurations indicated in this sequence are allowed for use by this sidelink logical channel; otherwise, this sequence shall not include any sidelink configured grant type 1 configuration. Corresponds to "sl-AllowedCG-List" as specified in TS 38.321 [3].

	sl-AllowedSCS-List
If present, indicate the numerology of UL-SCH resources that this sidelink logical channel is mapped to, when checking the SR trigger condition. Corresponds to ' sl-AllowedSCS-List' in TS 38.321 [3].

	sl-BucketSizeDuration
Value in ms. ms5 corresponds to 5 ms, value ms10 corresponds to 10 ms, and so on.

	sl-ConfiguredGrantType1Allowed
If present and set to true, or if the capability lcp-RestrictionSidelink as specified in TS 38.306 [26] is not supported, SL MAC SDUs from this sidelink logical channel can be transmitted on a sidelink configured grant type 1. Otherwise, SL MAC SDUs from this logical channel cannot be transmitted on a sidelink configured grant type 1. Corresponds to 'sl-configuredGrantType1Allowed' in TS 38.321 [3].

	sl-HARQ-FeedbackEnabled
If present, indicate the HARQ feedback enabled/disabled restriction in LCP for this sidelink logical channel. If set to enabled, the sidelink logical channel will be multiplexed only with a logical channel which enabling the HARQ feedback. If set to disabled, the sidelink logical channel cannot be multiplexed with a logical channel which enabling the HARQ feedback. Corresponds to 'sl-HARQ-FeedbackEnabled' in TS 38.321 [3]. If this field of at least one sidelink logical channel for the UE is set to enabled, sl-PSFCH-Config should be mandatory present in at least one of the SL-ResourcePool.

	sl-LogicalChannelGroup
ID of the sidelink logical channel group, as specified in TS 38.321 [3], which the sidelink logical channel belongs to.

	sl-LogicalChannelSR-DelayTimerApplied
Indicates whether to apply the delay timer for SR transmission for this sidelink logical channel. Set to false if logicalChannelSR-DelayTimer is not included in sl-BSR-Config.

	sl-MaxPUSCH-Duration
If present, indicate the maximum PUSCH duration of UL-SCH resources that this sidelink logical channel is mapped to, when checking the SR trigger condition. Corresponds to "sl-MaxPUSCH-Duration" in TS 38.321 [3].

	sl-PrioritisedBitRate
Value in kiloBytes/s. Value kBps0 corresponds to 0 kiloBytes/s, value kBps8 corresponds to 8 kiloBytes/s, value kBps16 corresponds to 16 kiloBytes/s, and so on.

	sl-Priority
Sidelink logical channel priority, as specified in TS 38.321 [3].

	sl-SchedulingRequestId
If present, it indicates the scheduling request configuration applicable for this sidelink logical channel, as specified in TS 38.321 [3].
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