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	Reason for change:
	In the field description for si-BroadcastStatus, the following has been captured:
si-BroadcastStatus
Indicates if the SI message is being broadcasted or not. Change of si-BroadcastStatus should not result in system information change notifications in Short Message transmitted with P-RNTI over DCI (see clause 6.5). The value of the indication is valid until the end of the BCCH modification period when set to broadcasting.
So, the validity only applies for broadcasting during the current MP. The reason behind this is that, when the SI request is triggered after the initial SI acquisition, UE should re-check SIB1 before sending the SI request - in case another UE already requested and SIB is already being broadcast

In 5.2.2.3.1, there is the following description to check the broadcasting status of UE required SI message (including UE concerned SIBs or posSIBs) in SIB1.
1> if the UE is in RRC_CONNECTED with an active BWP with common search space configured by searchSpaceSIB1 and pagingSearchSpace and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1, and, UE has not acquired SIB1 in current modification period or if requested by upper layers; or
The above text is clearly contradictory with the description for si-BroadcastStatus above. It is possible that the status of broadcastStatus changes from notBroadcast to Broadcast. In this case, even if the UE has already read the field in the MP, the UE should still read the SIB1 to get the most update status of the SIB1.

	
	

	Summary of change:
	In 5.2.2.3.1, remove the condition, the UE has already acquired SIB1 during the current modification period
Impact analysis

Impacted functionality
System information
Inter-operability: 

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue. 
If the network is implemented according to this CR while the UE is not, the consequences if not approved remains.

	
	

	Consequences if not approved:
	The UE may misunderstand about the status of the SI-broadcastStatus and unnecessarily send SI request when the SI being requested is already in broadcast.
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START OF CHANGE

5.2.2.3.1
Acquisition of MIB and SIB1
The UE shall:
1>
apply the specified BCCH configuration defined in 9.1.1.1;

1>
if the UE is in RRC_IDLE or in RRC_INACTIVE; or

1>
if the UE is in RRC_CONNECTED while T311 is running:

2>
acquire the MIB, which is scheduled as specified in TS 38.213 [13];

2>
if the UE is unable to acquire the MIB;

3>
perform the actions as specified in clause 5.2.2.5;

2>
else:

3>
perform the actions specified in clause 5.2.2.4.1.

1>
if the UE is in RRC_CONNECTED with an active BWP with common search space configured by searchSpaceSIB1 and pagingSearchSpace and has received an indication about change of system information; or

1>
if the UE is in RRC_CONNECTED with an active BWP with common search space configured by searchSpaceSIB1 and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1, or if requested by upper layers; or
1>
if the UE is in RRC_IDLE or in RRC_INACTIVE; or

1>
if the UE is in RRC_CONNECTED while T311 is running:

2>
if ssb-SubcarrierOffset indicates SIB1 is transmitted in the cell (TS 38.213 [13]) and if SIB1 acquisition is required for the UE:

3>
acquire the SIB1, which is scheduled as specified in TS 38.213 [13];

3>
if the UE is unable to acquire the SIB1:

4>
perform the actions as specified in clause 5.2.2.5;

3>
else:

4>
upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2.

2>
else if SIB1 acquisition is required for the UE and ssb-SubcarrierOffset indicates that SIB1 is not scheduled in the cell:

3>
perform the actions as specified in clause 5.2.2.5.
END OF CHANGE
