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	Reason for change:
	1. Italics should be used when field name is present in the procedure text.
2. Field name instead of the definition name should be used in the the procedure text.
3. Subclause 5.3.5.8.3 is for reconfiguration with sync.
4. No need to repeat the details for locationInfo setting, in other sub-clauses in 38,331, refering to 5.3.3.7 is used, we can follow the same way. 
5. Detail location information is only used for common location info, so BT/WLAN/Sensor measurements cannot be included.
6. The name ‘synchReconfigFailure-SCG’ is not aligned with the ASN.1 name and ‘;’ instead of ‘.’ should be used when setting ‘scg-reconfigFailure’.
7. The same reason with previous one.
8. Missing the reference when setting selected PLMN and ‘-r16’ part should be removed from ‘ra-InformationCommon-r16’.
9. The UE variable VarConnEstFailReport is used for connection establishment failure and/or connection resume failure.

	
	

	Summary of change:
	1. In subclause 5.3.3.7, change ‘if the RPLMN is not equal to plmn-identity’ to ‘if the RPLMN is not equal to plmn-identity’.
2. In subclause 5.3.5.9, use field name instead of the definition name for BT/WLAN/Sensor measurements.
3. In subclause 5.3.7.4, change ‘handover failure’ to ‘reconfiguration with sync failure’.
4. In subclause 5.3.10.5, refer to 5.3.3.7 when setting locationInfo.
5. In subclause 5.5a.3.2, delete ‘detail’.
6. In subclause 5.7.3.3, change ‘synchReconfigFailure-SCG’ to ‘synchReconfigFailureSCG’ and change ‘.’ to ‘;’.
7. In subclause 5.7.3.5, the same changes with previous one.
8. In subclause 5.7.10.4, add reference when setting selected PLMN and remove the ‘-r16’ from ‘ra-InformationCommon-r16’.
9. In subclause 7.4, change ‘The UE variable VarConnEstFailReport includes the connection establishment failure and connection resume failure information’ to ‘The UE variable VarConnEstFailReport includes the connection establishment failure and/or connection resume failure information’.
Impact analysis
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SON&MDT

Inter-operability:
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2. If the UE is implemented according to the CR and the network is not, no impact is forseen.

	
	

	Consequences if not approved:
	The spec text for SON&MDT is not very clear.

	
	

	Clauses affected:
	5.3.3.7, 5.3.5.9, 5.3.7.4, 5.3.10.5, 5.5a.3.2, 5.7.3.3, 5.7.3.5, 5.7.10.4, 7.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc46439126][bookmark: _Toc46443963][bookmark: _Toc46486724]Start of changes
[bookmark: _Toc60776751][bookmark: _Toc60867532]5.3.3.7	T300 expiry
The UE shall:
1>	if timer T300 expires:
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
2>	if the UE supports RRC Connection Establishment failure with temporary offset and the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];
NOTE 1:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2>	if the UE has connection establishment failure informaton or connection resume failure information available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
3>	set the plmn-Identity to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, tracking area code, the cell level and SS/PBCH block level RSRP, and RSRQ, and SS/PBCH block indexes, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection establishment failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results as follows;
5>	if available, include the sensor-MeasurementInformation;
5>	if available, include the sensor-MotionInformation;
3>	set perRAInfoList to indicate random access failure information as specified in 5.7.10.5;
3>	if the numberOfConnFail is smaller than 8:
4>	increment the numberOfConnFail by 1;
2>	inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;
The UE may discard the connection establishment failure or connection resume failure information, i.e. release the UE variable VarConnEstFailReport, 48 hours after the last connection establishment failure is detected.
Start of the next change
[bookmark: _Toc60776785][bookmark: _Toc60867566]5.3.5.9	Other configuration
The UE shall:
1>	if the received otherConfig includes the delayBudgetReportingConfig:
2>	if delayBudgetReportingConfig is set to setup:
3>	consider itself to be configured to send delay budget reports in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to send delay budget reports and stop timer T342, if running.
1>	if the received otherConfig includes the overheatingAssistanceConfig:
2>	if overheatingAssistanceConfig is set to setup:
3>	consider itself to be configured to provide overheating assistance information in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;
1>	if the received otherConfig includes the idc-AssistanceConfig:
2>	if idc-AssistanceConfig is set to setup:
3>	consider itself to be configured to provide IDC assistance information in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide IDC assistance information;
1>	if the received otherConfig includes the drx-PreferenceConfig:
2>	if drx-PreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on DRX parameters for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on DRX parameters for power saving for the cell group and stop timer T346a associated with the cell group, if running;
1>	if the received otherConfig includes the maxBW-PreferenceConfig:
2>	if maxBW-PreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the maximum aggregated bandwidth for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the maximum aggregated bandwidth for power saving for the cell group and stop timer T346b associated with the cell group, if running;
1>	if the received otherConfig includes the maxCC-PreferenceConfig:
2>	if maxCC-PreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the maximum number of secondary component carriers for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the maximum number of secondary component carriers for power saving for the cell group and stop timer T346c associated with the cell group, if running;
1>	if the received otherConfig includes the maxMIMO-LayerPreferenceConfig:
2>	if maxMIMO-LayerPreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the maximum number of MIMO layers for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the maximum number of MIMO layers for power saving for the cell group and stop timer T346d associated with the cell group, if running;
1>	if the received otherConfig includes the minSchedulingOffsetPreferenceConfig:
2>	if minSchedulingOffsetPreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the minimum scheduling offset for cross-slot scheduling for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the minimum scheduling offset for cross-slot scheduling for power saving for the cell group and stop timer T346e associated with the cell group, if running;
1>	if the received otherConfig includes the releasePreferenceConfig:
2>	if releasePreferenceConfig is set to setup:
3>	consider itself to be configured to provide assistance information to transition out of RRC_CONNECTED in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide assistance information to transition out of RRC_CONNECTED and stop timer T346f, if running.
1>	if the received otherConfig includes the obtainCommonLocation:
2>	include available detailed location information for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
NOTE 1:	The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.
1>	if the received otherConfig includes the btNameListBT-NameList:
2>	if btNameListBT-NameList is set to setup, include available Bluetooth measurement results for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
1>	if the received otherConfig includes the wlanNameListWLAN-NameList:
2>	if wlanNameListWLAN-NameList is set to setup, include available WLAN measurement results for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
NOTE 2:	The UE is requested to attempt to have valid Bluetooth measurements and WLAN measurements whenever sending a measurement report for which it is configured to include these measurements. The UE may not succeed e.g. because the user manually disabled the WLAN or Bluetooth hardware. Further details, e.g. regarding when to activate WLAN or Bluetooth, are up to UE implementation.
1>	if the received otherConfig includes the sensorNameListSensor-NameList:
2>	if sensorNameListSensor-NameList is set to setup, include available Sensor measurement results for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
1>	if the received otherConfig includes the sl-AssistanceConfigNR:
2>	consider itself to be configured to provide configured grant assistance information for NR sidelink communication in accordance with 5.7.4;
1>	if the received otherConfig includes the referenceTimePreferenceReporting:
2>	consider itself to be configured to provide UE reference time assistance information in accordance with 5.7.4;
1>	else:
2>	consider itself not to be configured to provide UE reference time assistance information;
Start of the next change
[bookmark: _Toc60776808][bookmark: _Toc60867589]5.3.7.4	Actions related to transmission of RRCReestablishmentRequest message
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	if the procedure was initiated due to radio link failure as specified in 5.3.10.3 or reconfiguration with synchandover failure as specified in 5.3.5.8.3:
2>	set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
1>	set the ue-Identity as follows:
2>	set the c-RNTI to the C-RNTI used in the source PCell (reconfiguration with sync or mobility from NR failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the physCellId to the physical cell identity of the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:
3>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;
3>	with the KRRCint key and integrity protection algorithm that was used in the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and
3>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>	set the reestablishmentCause as follows:
2>	if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.8.2:
3>	set the reestablishmentCause to the value reconfigurationFailure;
2>	else if the re-establishment procedure was initiated due to reconfiguration with sync failure as specified in 5.3.5.8.3 (intra-NR handover failure) or 5.4.3.5 (inter-RAT mobility from NR failure):
3>	set the reestablishmentCause to the value handoverFailure;
2>	else:
3>	set the reestablishmentCause to the value otherFailure;
1>	re-establish PDCP for SRB1;
1>	re-establish RLC for SRB1;
1>	apply the specified configuration defined in 9.2.1 for SRB1;
1>	configure lower layers to suspend integrity protection and ciphering for SRB1;
NOTE:	Ciphering is not applied for the subsequent RRCReestablishment message used to resume the connection. An integrity check is performed by lower layers, but merely upon request from RRC.
1>	resume SRB1;
1>	submit the RRCReestablishmentRequest message to lower layers for transmission.
Start of the next change
[bookmark: _Toc60776827][bookmark: _Toc60867608]5.3.10.5	RLF report content determination
The UE shall determine the content in the VarRLF-Report as follows:
1>	clear the information included in VarRLF-Report, if any;
1>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
1>	set the measResultLastServCell to include the cell level RSRP, RSRQ and the available SINR, of the source PCell(in case HO failure) or PCell (in case RLF) based on the available SSB and CSI-RS measurements collected up to the moment the UE detected failure;
1>	if the SS/PBCH block-based measurement quantities are available:
2>	set the rsIndexResults in measResultLastServCell to include all the available measurement quantities of the source PCell (in case HO failure) or PCell (in case RLF), ordered such that the highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected failure;
1>	if the CSI-RS based measurement quantities are available:
2>	set the rsIndexResults in measResultLastServCell to include all the available measurement quantities of the source PCell (in case HO failure) or PCell (in case RLF), ordered such that the highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE detected failure;
1>	set the ssbRLMConfigBitmap and/or csi-rsRLMConfigBitmap in measResultLastServCell to include the radio link monitoring configuration of the source PCell(in case HO failure) or PCell (in case RLF);
1>	for each of the configured measObjectNR in which measurements are available:
2>	if the SS/PBCH block-based measurement quantities are available:
3>	set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell(in case HO failure) or PCell (in case RLF), ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected failure;
4>	for each neighbour cell included, include the optional fields that are available;
2>	if the CSI-RS based measurement quantities are available:
3>	set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell, ordered such that the cell with highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the cell with highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the cell with highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE detected radio link failure;
4>	for each neighbour cell included, include the optional fields that are available;
2>	for each of the configured EUTRA frequencies in which measurements are available;
3>	set the measResultListEUTRA in measResultNeighCells to include the best measured cells ordered such that the cell with highest RSRP is listed first if RSRP measurement results are available, otherwise the cell with highest RSRQ is listed first, and based on measurements collected up to the moment the UE detected failure;
4>	for each neighbour cell included, include the optional fields that are available;
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
1>	set the c-RNTI to the C-RNTI used in the source PCell(in case HO failure) or PCell (in case RLF);
1>	if the failure is detected due to reconfiguration with sync failure as described in 5.3.5.8.3, set the fields in VarRLF-report as follows:
2>	set the connectionFailureType to hof;
2>	if last RRCReconfiguration message including reconfigurationWithSync concerned a failed intra-RAT handover (NR to NR):
3>	set the nrFailedPCellId in failedPCellId to the global cell identity and tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the target PCell of the failed handover;
2>	else if last MobilityFromNRCommand concerned a failed inter-RAT handover from NR to E-UTRA and if the UE supports Radio Link Failure Report for Inter-RAT MRO (NR to EUTRA):
3>	set the eutraFailedPCellId in failedPCellId to the global cell identity and tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the target PCell of the failed handover;
2>	include nrPreviousCell in previousPCellId and set it to the global cell identity and tracking area code of the PCell where the last RRCReconfiguration message including reconfigurationWithSync was received;
2>	set the timeConnFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync;
1>	else if the failure is detected due to radio link failure as described in 5.3.10.3, set the fields in VarRLF-report as follows:
2>	set the connectionFailureType to rlf;
2>	set the rlf-Cause to the trigger for detecting radio link failure in accordance with clause 5.3.10.4;
2>	set the nrFailedPCellId in failedPCellId to the global cell identity and the tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
2>	if an RRCReconfiguration message including the reconfigurationWithSync was received before the connection failure:
3>	if the last RRCReconfiguration message including the reconfigurationWithSync concerned an intra NR handover:
4>	include the nrPreviousCell in previousPCellId and set it to the global cell identity and the tracking area code of the PCell where the last RRCReconfiguration message including reconfigurationWithSync was received;
4>	set the timeConnFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync;
3>	else if the last RRCReconfiguration message including the reconfigurationWithSync concerned a handover to NR from E-UTRA and if the UE supports Radio Link Failure Report for Inter-RAT MRO:
4>	include the eutraPreviousCell in previousPCellId and set it to the global cell identity and the tracking area code of the E-UTRA PCell where the last RRCReconfiguration message including reconfigurationWithSync was received embedded in E-UTRA RRC message MobilityFromEUTRACommand message as specified in TS 36.331 [10] clause 5.4.3.3;
4>	set the timeConnFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync embedded in E-UTRA RRC message MobilityFromEUTRACommand message as specified in TS 36.331 [10] clause 5.4.3.3;
1>	if connectionFailureType is rlf and the rlf-Cause is set to randomAccessProblem or beamFailureRecoveryFailure; or
1>	if connectionFailureType is hof:
2>	set the ra-InformationCommon to include the random-access related information as described in subclause 5.7.10.5;
1>	if available, set the locationInfo as in 5.3.3.7if location information is available, set the content of locationInfo as follows:
2>	if available, set the commonLocationInfo to include the detailed location information;
2>	if available, set the bt-LocationInfo in locationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
2>	if available, set the wlan-LocationInfo in locationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
2>	if available, set the sensor-LocationInfo in locationInfo to include the sensor measurement results;
The UE may discard the radio link failure information or handover failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure/handover failure is detected.
NOTE 2:	In this clause, the term 'handover failure' has been used to refer to 'reconfiguration with sync failure'.
Start of the next change
[bookmark: _Toc60776919][bookmark: _Toc60867700]5.5a.3.2	Initiation
While T330 is running, the UE shall:
1>	perform the logging in accordance with the following:
2>	if the reportType is set to periodical in the VarLogMeasConfig:
3>	if the UE is in camped normally state on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
4>	perform the logging at regular time intervals, as defined by the loggingInterval in the VarLogMeasConfig;
2>	else if the reportType is set to eventTriggered, and eventType is set to outOfCoverage:
3>	perform the logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig only when the UE is in any cell selection state;
3>	perform the logging immediately upon transitioning from the any cell selection state to the camped normally state;
2>	else if the reportType is set to eventTriggered and eventType is set to eventL1:
3>	if the UE is in camped normally state on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig;
4>	perform the logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig only when the conditions indicated by the eventL1 are met;
2>	when performing the logging:
3>	set the relativeTimeStamp to indicate the elapsed time since the moment at which the logged measurement configuration was received;
3>	if detailed location information became available during the last logging interval, set the content of the locationInfo as in 5.3.3.7:
3>	if the UE is in any cell selection state (as specified in TS 38.304 [20]):
4>	set anyCellSelectionDetected to indicate the detection of no suitable or no acceptable cell found;
4>	set the servCellIdentity to indicate global cell identity of the last logged cell that the UE was camping on;
4>	set the measResultServingCell to include the quantities of the last logged cell the UE was camping on;
3>	else:
4>	set the servCellIdentity to indicate global cell identity of the cell the UE is camping on;
4>	set the measResultServingCell to include the quantities of the cell the UE is camping on;
4>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency per RAT and according to the following:
5>	for each neighbour cell included, include the optional fields that are available;
NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation in RRC_IDLE or RRC_INACTIVE, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
2>	when the memory reserved for the logged measurement information becomes full, stop timer T330 and perform the same actions as performed upon expiry of T330, as specified in 5.5a.1.4.
Start of the next change
[bookmark: _Toc60776952][bookmark: _Toc60867733]5.7.3.3	Failure type determination for (NG)EN-DC
The UE shall set the SCG failure type as follows:
1>	if the UE initiates transmission of the SCGFailureInformationNR message due to T310 expiry:
2>	set the failureType as t310-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformationNR message due to T312 expiry:
2>	set the failureType as other and set the failureType-v1610 as t312-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformationNR message to provide reconfiguration with sync failure information for an SCG:
2>	set the failureType as synchReconfigFailure-SCG;
1>	else if the UE initiates transmission of the SCGFailureInformationNR message to provide random access problem indication from SCG MAC:
2>	if the random access procedure was initiated for beam failure recovery:
3>	set the failureType as other and set the failureType-v1610 as beamFailureRecoveryFailure;
2>	else:
3>	set the failureType as randomAccessProblem;
1>	else if the UE initiates transmission of the SCGFailureInformationNR message to provide indication from SCG RLC that the maximum number of retransmissions has been reached:
2>	set the failureType as rlc-MaxNumRetx;
1>	else if the UE initiates transmission of the SCGFailureInformationNR message due to SRB3 integrity check failure:
2>	set the failureType as srb3-IntegrityFailure;
1>	else if the UE initiates transmission of the SCGFailureInformationNR message due to Reconfiguration failure of NR RRC reconfiguration message:
2>	set the failureType as scg-reconfigFailure;.
1>	else if the UE initiates transmission of the SCGFailureInformationNR message due to consistent uplink LBT failures:
2>	set the failureType as other and set the failureType-v1610 as scg-lbtFailure;
1> else if connected as an IAB-node and the SCGFailureInformationNR is initiated due to the reception of a BH RLF indication on BAP entity from the SCG:
2>	set the failureType as other and set failureType-v1610 as bh-RLF.
Start of the next change
[bookmark: _Toc60776954][bookmark: _Toc60867735]5.7.3.5	Actions related to transmission of SCGFailureInformation message
The UE shall set the contents of the SCGFailureInformation message as follows:
1>	if the UE initiates transmission of the SCGFailureInformation message due to T310 expiry:
2>	set the failureType as t310-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to T312 expiry:
2>	set the failureType as other and set the failureType-v1610 as t312-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide reconfiguration with sync failure information for an SCG:
2>	set the failureType as synchReconfigFailure-SCG;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide random access problem indication from SCG MAC:
2>	if the random access procedure was initiated for beam failure recovery:
3>	set the failureType as other and set the failureType-v1610 as beamFailureRecoveryFailure;
2>	else:
3>	set the failureType as randomAccessProblem;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide indication from SCG RLC that the maximum number of retransmissions has been reached:
2>	set the failureType as rlc-MaxNumRetx;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to SRB3 IP check failure:
2>	set the failureType as srb3-IntegrityFailure;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to Reconfiguration failure of NR RRC reconfiguration message:
2>	set the failureType as scg-reconfigFailure;.
1>	else if the UE initiates transmission of the SCGFailureInformation message due to consistent uplink LBT failures:
2>	set the failureType as other and set the failureType-v1610 as scg-lbtFailure;
1>	else if connected as an IAB-node and the SCGFailureInformation is initiated due to the reception of a BH RLF indication on BAP entity from the SCG:
2>	set the failureType as other and set failureType-v1610 as bh-RLF;
1> include and set MeasResultSCG-Failure in accordance with 5.7.3.4;
1>	for each MeasObjectNR configured by a MeasConfig associated with the MCG, and for which measurement results are available:
2>	include an entry in measResultFreqList;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to ssb:
3>	set ssbFrequency in measResultFreqList to the value indicated by ssbFrequency as included in the MeasObjectNR;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs:
3>	set refFreqCSI-RS in measResultFreqList to the value indicated by refFreqCSI-RS as included in the associated measurement object;
2>	if a serving cell is associated with the MeasObjectNR:
3>	set measResultServingCell in measResultFreqList to include the available quantities of the concerned cell and in accordance with the performance requirements in TS 38.133 [14];
2>	set the measResultNeighCellList in measResultFreqList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;
3>	ordering the cells with sorting as follows:
4>	based on SS/PBCH block if SS/PBCH block measurement results are available and otherwise based on CSI-RS;
4>	using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR;
3>	for each neighbour cell included:
4>	include the optional fields that are available.
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
NOTE 2:	Field measResultSCG-Failure is used to report available results for NR frequencies the UE is configured to measure by SCG RRC signalling.
1>	if available, set the locationInfo as in 5.3.3.7.:
The UE shall submit the SCGFailureInformation message to lower layers for transmission.
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[bookmark: _Toc60776997][bookmark: _Toc60867778]5.7.10.4	Actions upon successful completion of random-access procedure
Upon successfully performing 4 step random access procedure, the UE shall:
1>	if the number of RA-Report entries stored in the ra-ReportList in VarRA-Report is less than maxRAReport:
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is less than maxPLMN; or
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is equal to maxPLMN and the list of EPLMNs is subset of or equal to the plmn-IdentityList stored in VarRA-Report:
3>	append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:
4>	if the list of EPLMNs has been stored by the UE:
5>	if the RPLMN is included in plmn-IdentityList stored in VarRA-Report:
6>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN) without exceeding the limit of maxPLMN;
5>	else:
6>	clear the information included in VarRA-Report;
6>	set the plmn-IdentityList to the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
4>	else:
5>	set the plmn-Identity, in plmn-IdentityList, to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
4>	set the cellId to the global cell identity and the tracking area code, if available, otherwise to the physical cell identity and carrier frequency of the cell in which the corresponding random-access preamble was transmitted;
4>	set the raPurpose to include the purpose of triggering the random-access procedure;
4>	set the ra-InformationCommon-r16 as specified in subclause 5.7.10.5.
The UE may discard the random access report information, i.e. release the UE variable VarRA-Report, 48 hours after the last successful random access procedure related information is added to the VarRA-Report.
NOTE 1:	The UE does not log the RA information in the RA report if the triggering event of the random access is consistent UL LBT on SpCell as specified in TS 38.321 [6].
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The UE variable VarConnEstFailReport includes the connection establishment failure and/or connection resume failure information.
VarConnEstFailReport UE variable
-- ASN1START
-- TAG-VARCONNESTFAILREPORT-START

VarConnEstFailReport-r16 ::= SEQUENCE {
    connEstFailReport-r16        ConnEstFailReport-r16,
    plmn-Identity-r16            PLMN-Identity
}

-- TAG-VARCONNESTFAILREPORT-STOP
-- ASN1STOP
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