
[bookmark: _Toc29239796][bookmark: _Toc29239818][bookmark: _Toc37296173][bookmark: _GoBack]3GPP TSG-RAN WG2 Meeting #113 electronic	R2-2101940
Online, Jan 25th - Feb 5th, 2021
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	2434
	rev
	1
	Current version:
	16.3.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on SL LCP restriction of configured grant type 1

	
	

	Source to WG:
	ASUSTeK

	Source to TSG:
	R2

	
	

	Work item code:
	5G_V2X_NRSL-Core
	
	Date:
	2021-01-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	It has been discussed and clarified in CR 2273 for UL that

1. if configuredGrantType1Allowed is configured for a logical channel, or if the capability LCP-restriction as specified in TS 38.306 [26] is not supported, UL MAC SDUs from this logical channel can be transmitted on a configured grant type 1. Otherwise, UL MAC SDUs from this logical channel cannot be transmitted on a configured grant type 1.

· Similar changes should be also applied to sl-ConfiguredGrantType1Allowed.

2. the UE behavior is not specified in current spec if a logical channel is not configured with configuredGrantType1Allowed but is configured with allowedCG-List.

· Similar changes should be also applied to sl-AllowedCG-List.


	
	

	Summary of change:
	1. Clarify that lcp-RestrictionSidelink should be considered in sl-ConfiguredGrantType1Allowed.

2. For sl-AllowedCG-List, specify the corresponding UE behavior when a logical channel is configured or not configured with sl-ConfiguredGrantType1Allowed.

Impact analysis
Impacted 5G architecture options:
(NG)EN-DC, NR SA, NE-DC, and NR-DC

Impacted functionality: SL LCP procedure

Inter-operability:
If the network implements the CR and the UE does not, there is no inter-operability issue.
If the UE implements the CR and the network does not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	1. If lcp-RestrictionSidelink is not considered in sl-ConfiguredGrantType1Allowed, UE may be confused for mapping logical channel to SL CG Type 1.

2. When sl-AllowedCG-List is configured, UE behavior is not specified when a logical channel is not configured with sl-ConfiguredGrantType1Allowed.
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[bookmark: _Toc60777158][bookmark: _Toc60867939][bookmark: _Toc60777249][bookmark: _Toc60868030][bookmark: _Hlk54206873][bookmark: _Toc60777533][bookmark: _Toc60868314]6.3.2	Radio resource control information elements
–	LogicalChannelConfig
The IE LogicalChannelConfig is used to configure the logical channel parameters.
 […]
	LogicalChannelConfig field descriptions

	allowedCG-List
This restriction applies only when the UL grant is a configured grant. If present, UL MAC SDUs from this logical channel can only be mapped to the indicated configured grant configuration. If the size of the sequence is zero, then UL MAC SDUs from this logical channel cannot be mapped to any configured grant configurations. If the field is not present, UL MAC SDUs from this logical channel can be mapped to any configured grant configurations. If the field configuredGrantType1Allowed is present, only those configured grant type 1 configuration indicated in this sequence are allowed for use by this logical channel; otherwise, this sequence shall not include any configured grant type 1 configuration. Corresponds to "allowedCG-List" as specified in TS 38.321 [3].

	[…]

	configuredGrantType1Allowed
If present, or if the capability lcp-Restriction as specified in TS 38.306 [26] is not supported, UL MAC SDUs from this logical channel can be transmitted on a configured grant type 1. Otherwise, UL MAC SDUs from this logical channel cannot be transmitted on a configured grant type 1. Corresponds to 'configuredGrantType1Allowed' in TS 38.321 [3].

	



[bookmark: _Toc12569245][bookmark: _Toc37296267][bookmark: _Toc46490398]Start of changes
[bookmark: _Toc60777521][bookmark: _Toc60868302]6.3.5	Sidelink information elements
[…]
–	SL-LogicalChannelConfig
The IE SL-LogicalChannelConfig is used to configure the sidelink logical channel parameters.
SL-LogicalChannelConfig information element
-- ASN1START
-- TAG-SL-LOGICALCHANNELCONFIG-START

SL-LogicalChannelConfig-r16 ::=            SEQUENCE {
    sl-Priority-r16                            INTEGER (1..8),
    sl-PrioritisedBitRate-r16                  ENUMERATED {kBps0, kBps8, kBps16, kBps32, kBps64, kBps128, kBps256, kBps512,
                                               kBps1024, kBps2048, kBps4096, kBps8192, kBps16384, kBps32768, kBps65536, infinity},
    sl-BucketSizeDuration-r16                  ENUMERATED {ms5, ms10, ms20, ms50, ms100, ms150, ms300, ms500, ms1000,
                                               spare7, spare6, spare5, spare4, spare3,spare2, spare1},
    sl-ConfiguredGrantType1Allowed-r16         ENUMERATED {true}                                                        OPTIONAL,   -- Need R
    sl-HARQ-FeedbackEnabled-r16                ENUMERATED {enabled, disabled }                                          OPTIONAL,   -- Need R
    sl-AllowedCG-List-r16                      SEQUENCE (SIZE (0.. maxNrofCG-SL-r16-1)) OF SL-ConfigIndexCG-r16
                                                                                                                        OPTIONAL,   -- Need R
    sl-AllowedSCS-List-r16                     SEQUENCE (SIZE (1..maxSCSs)) OF SubcarrierSpacing                        OPTIONAL,   -- Need R
    sl-MaxPUSCH-Duration-r16                   ENUMERATED {ms0p02, ms0p04, ms0p0625, ms0p125, ms0p25, ms0p5, spare2, spare1}
                                                                                                                        OPTIONAL,   -- Need R
    sl-LogicalChannelGroup-r16                 INTEGER (0..maxLCG-ID)                                                   OPTIONAL,   -- Need R
    sl-SchedulingRequestId-r16                 SchedulingRequestId                                                      OPTIONAL,   -- Need R
    sl-LogicalChannelSR-DelayTimerApplied-r16  BOOLEAN                                                                  OPTIONAL,   -- Need R
    ...
}
-- TAG-SL-LOGICALCHANNELCONFIG-STOP
-- ASN1STOP

	SL-LogicalChannelConfig field descriptions

	sl-AllowedCG-List
This restriction applies only when the SL grant is a configured grant. If present, SL MAC SDUs from this logical channel can only be mapped to the indicated configured grant configuration. If the size of the sequence is zero, then UL SL MAC SDUs from this logical channel cannot be mapped to any configured grant configurations. If the field is not present, UL SL MAC SDUs from this logical channel can be mapped to any configured grant configurations. If the field sl-ConfiguredGrantType1Allowed is present, only those configured grant type 1 configuration indicated in this sequence are allowed for use by this logical channel; otherwise, this sequence shall not include any configured grant type 1 configuration. Corresponds to "sl-AllowedCG-List" as specified in TS 38.321 [3].

	sl-AllowedSCS-List
If present, indicate the numerology of UL-SCH resources that this sidelink logical channel is mapped to, when checking the SR trigger condition. Corresponds to ' sl-AllowedSCS-List' in TS 38.321 [3].

	sl-BucketSizeDuration
Value in ms. ms5 corresponds to 5 ms, value ms10 corresponds to 10 ms, and so on.

	sl-ConfiguredGrantType1Allowed
If present, or if the capability lcp-RestrictionSidelink-r16 as specified in TS 38.306 [26] is not supported, SL MAC SDUs from this sidelink logical channel can be transmitted on a sidelink configured grant type 1. Otherwise, SL MAC SDUs from this logical channel cannot be transmitted on a configured grant type 1. Corresponds to 'sl-configuredGrantType1Allowed' in TS 38.321 [3].

	sl-HARQ-FeedbackEnabled
If present, indicate the HARQ feedback enabled/disabled restriction in LCP for this sidelink logical channel. If set to enabled, the sidelink logical channel will be multiplexed only with a logical channel which enabling the HARQ feedback. If set to disabled, the sidelink logical channel cannot be multiplexed with a logical channel which enabling the HARQ feedback. Corresponds to 'sl-HARQ-FeedbackEnabled' in TS 38.321 [3]. If this field of at least one sidelink logical channel for the UE is set to enabled, sl-PSFCH-Config should be mandatory present in at least one of the SL-ResourcePool.

	sl-LogicalChannelGroup
ID of the sidelink logical channel group, as specified in TS 38.321 [3], which the sidelink logical channel belongs to.

	sl-LogicalChannelSR-DelayTimerApplied
Indicates whether to apply the delay timer for SR transmission for this sidelink logical channel. Set to false if logicalChannelSR-DelayTimer is not included in sl-BSR-Config.

	sl-MaxPUSCH-Duration
If present, indicate the maximum PUSCH duration of UL-SCH resources that this sidelink logical channel is mapped to, when checking the SR trigger condition. Corresponds to "sl-MaxPUSCH-Duration" in TS 38.321 [3].

	sl-PrioritisedBitRate
Value in kiloBytes/s. Value kBps0 corresponds to 0 kiloBytes/s, value kBps8 corresponds to 8 kiloBytes/s, value kBps16 corresponds to 16 kiloBytes/s, and so on.

	sl-Priority
Sidelink logical channel priority, as specified in TS 38.321 [3].

	sl-SchedulingRequestId
If present, it indicates the scheduling request configuration applicable for this sidelink logical channel, as specified in TS 38.321 [3].
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