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1	Introduction
This contributions discusses how the late non-critical extensions can be introduce to certain NR inter-node messages, since they seem to be lacking and have already been extended in Rel-16.
2	Late non-critical extensions to inter-node messages
[bookmark: _GoBack]When looking at the inter-node messages in NR, it seems that none of them have enabled the use of "late NCEs" via OCTET STRINGs in Rel-15. This leads to a situation where it's not easy to do late corrections to the messages in case they have been extended in later releases (as has already happened). Below table indicates the current situation (as of Rel-16, January 2021), and Annex A illustrates it (based on the latest Rel-16 RRC, since that is needed to see the extendibility situation as of the latest RRC version).
Table 1: Extendibility of RRC INM 
	Inter-node message
	Extended in Rel-16?
	Possible to introduce Late NCE to Rel-15?

	HandoverCommand
	No
	Yes

	HandoverPreparationInformation
	No
	Yes

	CG-Config
	Yes
	No

	CG-ConfigInfo
	Yes
	No

	MeasurementTimingConfiguration
	Yes
	No

	UERadioPagingInformation
	No
	Yes

	UERadioAccessCapabilityInformation
	No
	Yes


Observation 1: None of the INMs have introduced OCTET STRING for late NCE corrections to Rel-15.
Observation 2: The INM CG-Config, CG-ConfigInfo and MeasurementTimingConfiguration have already been extended in Rel-16, making introduction of late NCEs to Rel-15 difficult.
It is still possible to create late corrections to Rel-15 on the messages extended for Rel-16, but it would require introduction of critical extensions to the messages, which is often not desirable. Another choice would be to only allow late NCEs from Rel-16 onwards for these messages and introduce them once Rel-17 ASN.1 is frozen. Yet another choice would be to introduce NBC change to the INM to allow the late NCEs from Rel-15 onwards. Finally, it is of course possible to do nothing. We suggest that RAN2 discusses which option is seen as the most beneficial one.
Proposal 1: RAN2 to discuss how to handle late NCEs (for Rel-15 and Rel-16) to the inter-node messages
3	Conclusion
This documents has made the following observations:
Observation 1: None of the INMs have introduced OCTET STRING for late NCE corrections to Rel-15.
Observation 2: The INM CG-Config, CG-ConfigInfo and MeasurementTimingConfiguration have already been extended in Rel-16, making introduction of late NCEs to Rel-15 difficult.
And proposed the following:
Proposal 1: RAN2 to discuss how to handle late NCEs (for Rel-15 and Rel-16) to the inter-node messages










Annex A: Reference to INM ASN.1
HandoverCommand
HandoverCommand-IEs ::=             SEQUENCE {
    handoverCommandMessage              OCTET STRING (CONTAINING RRCReconfiguration),
    nonCriticalExtension                SEQUENCE {}                                        OPTIONAL
}

HandoverPreparationInformation
HandoverPreparationInformation-IEs ::=  SEQUENCE {
    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,
    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO
    rrm-Config                              RRM-Config                                      OPTIONAL,
    as-Context                              AS-Context                                      OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

CG-Config
CG-Config-IEs ::=                   SEQUENCE {
    scg-CellGroupConfig                 OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,
    scg-RB-Config                       OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,
    configRestrictModReq                ConfigRestrictModReqSCG                         OPTIONAL,
    drx-InfoSCG                         DRX-Info                                        OPTIONAL,
    candidateCellInfoListSN             OCTET STRING (CONTAINING MeasResultList2NR)     OPTIONAL,
    measConfigSN                        MeasConfigSN                                    OPTIONAL,
    selectedBandCombination             BandCombinationInfoSN                           OPTIONAL,
    fr-InfoListSCG                      FR-InfoList                                     OPTIONAL,
    candidateServingFreqListNR          CandidateServingFreqListNR                      OPTIONAL,
    nonCriticalExtension                CG-Config-v1540-IEs                             OPTIONAL
}

CG-Config-v1540-IEs ::=             SEQUENCE {
    pSCellFrequency                     ARFCN-ValueNR                                   OPTIONAL,
    reportCGI-RequestNR                 SEQUENCE {
        requestedCellInfo                   SEQUENCE {
            ssbFrequency                        ARFCN-ValueNR,
            cellForWhichToReportCGI             PhysCellId
        }                                                                               OPTIONAL
    }                                                                                   OPTIONAL,
    ph-InfoSCG                          PH-TypeListSCG                                  OPTIONAL,
    nonCriticalExtension                CG-Config-v1560-IEs                             OPTIONAL
}

CG-Config-v1560-IEs ::=             SEQUENCE {
    pSCellFrequencyEUTRA                ARFCN-ValueEUTRA                                OPTIONAL,
    scg-CellGroupConfigEUTRA            OCTET STRING                                    OPTIONAL,
    candidateCellInfoListSN-EUTRA       OCTET STRING                                    OPTIONAL,
    candidateServingFreqListEUTRA       CandidateServingFreqListEUTRA                   OPTIONAL,
    needForGaps                         ENUMERATED {true}                               OPTIONAL,
    drx-ConfigSCG                       DRX-Config                                      OPTIONAL,
    reportCGI-RequestEUTRA              SEQUENCE {
        requestedCellInfoEUTRA          SEQUENCE {
            eutraFrequency                             ARFCN-ValueEUTRA,
            cellForWhichToReportCGI-EUTRA              EUTRA-PhysCellId
        }                                                                               OPTIONAL
    }                                                                                   OPTIONAL,
    nonCriticalExtension                CG-Config-v1590-IEs                             OPTIONAL
}

CG-Config-v1590-IEs ::=             SEQUENCE {
    scellFrequenciesSN-NR               SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueNR          OPTIONAL,
    scellFrequenciesSN-EUTRA            SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueEUTRA       OPTIONAL,
    nonCriticalExtension                CG-Config-v1610-IEs                                                    OPTIONAL
}

CG-Config-v1610-IEs ::=             SEQUENCE {
    drx-InfoSCG2                        DRX-Info2                                       OPTIONAL,
    nonCriticalExtension                CG-Config-v1620-IEs                             OPTIONAL
}

CG-Config-v1620-IEs ::=             SEQUENCE {
    ueAssistanceInformationSCG-r16      OCTET STRING (CONTAINING UEAssistanceInformation)  OPTIONAL,
    nonCriticalExtension                CG-Config-v1630-IEs                                OPTIONAL
}

CG-Config-v1630-IEs ::=             SEQUENCE {
    selectedToffset-r16                 T-Offset-r16                                       OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                                        OPTIONAL
}

CG-ConfigInfo
CG-ConfigInfo-IEs ::=           SEQUENCE {
    ue-CapabilityInfo               OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList)          OPTIONAL,-- Cond SN-AddMod
    candidateCellInfoListMN         MeasResultList2NR                                                 OPTIONAL,
    candidateCellInfoListSN         OCTET STRING (CONTAINING MeasResultList2NR)                       OPTIONAL,
    measResultCellListSFTD-NR       MeasResultCellListSFTD-NR                                         OPTIONAL,
    scgFailureInfo                  SEQUENCE {
        failureType                     ENUMERATED { t310-Expiry, randomAccessProblem,
                                                     rlc-MaxNumRetx, synchReconfigFailure-SCG,
                                                     scg-reconfigFailure,
                                                     srb3-IntegrityFailure},
        measResultSCG                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    configRestrictInfo              ConfigRestrictInfoSCG                                             OPTIONAL,
    drx-InfoMCG                     DRX-Info                                                          OPTIONAL,
    measConfigMN                    MeasConfigMN                                                      OPTIONAL,
    sourceConfigSCG                 OCTET STRING (CONTAINING RRCReconfiguration)                      OPTIONAL,
    scg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mcg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mrdc-AssistanceInfo             MRDC-AssistanceInfo                                               OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1540-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1540-IEs ::=     SEQUENCE {
    ph-InfoMCG                      PH-TypeListMCG                                                    OPTIONAL,
    measResultReportCGI             SEQUENCE {
        ssbFrequency                    ARFCN-ValueNR,
        cellForWhichToReportCGI         PhysCellId,
        cgi-Info                        CGI-InfoNR
    }                                                                                                 OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1560-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1560-IEs ::=	 SEQUENCE {
    candidateCellInfoListMN-EUTRA       OCTET STRING                                                  OPTIONAL,
    candidateCellInfoListSN-EUTRA       OCTET STRING                                                  OPTIONAL,
    sourceConfigSCG-EUTRA               OCTET STRING                                                  OPTIONAL,
    scgFailureInfoEUTRA                 SEQUENCE {
        failureTypeEUTRA                    ENUMERATED { t313-Expiry, randomAccessProblem,
                                                    rlc-MaxNumRetx, scg-ChangeFailure},
        measResultSCG-EUTRA                 OCTET STRING
    }                                                                                                 OPTIONAL,
    drx-ConfigMCG                       DRX-Config                                                    OPTIONAL,
    measResultReportCGI-EUTRA               SEQUENCE {
        eutraFrequency                      ARFCN-ValueEUTRA,
        cellForWhichToReportCGI-EUTRA           EUTRA-PhysCellId,
        cgi-InfoEUTRA                           CGI-InfoEUTRA
    }                                                                                                 OPTIONAL,
    measResultCellListSFTD-EUTRA        MeasResultCellListSFTD-EUTRA                                  OPTIONAL,
    fr-InfoListMCG                      FR-InfoList                                                   OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1570-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1570-IEs ::=  SEQUENCE {
    sftdFrequencyList-NR                SFTD-FrequencyList-NR                                         OPTIONAL,
    sftdFrequencyList-EUTRA             SFTD-FrequencyList-EUTRA                                      OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1590-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1590-IEs ::=  SEQUENCE {
    servFrequenciesMN-NR            SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueNR     OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1610-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1610-IEs ::=  SEQUENCE {
    drx-InfoMCG2                 DRX-Info2                                                            OPTIONAL,
    alignedDRX-Indication        ENUMERATED {true}                                                    OPTIONAL,
    scgFailureInfo-r16                  SEQUENCE {
        failureType-r16                     ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16,
                                                         spare4, spare3, spare2, spare1},
        measResultSCG-r16                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    scgFailureInfoEUTRA-r16                 SEQUENCE {
        failureTypeEUTRA-r16                    ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16,
                                                                     spare4, spare3, spare2, spare1},
        measResultSCG-EUTRA-r16                 OCTET STRING
    }                                                                                                 OPTIONAL,
    sidelinkUEInformationNR-r16      OCTET STRING (CONTAINING SidelinkUEInformationNR-r16)            OPTIONAL,
    sidelinkUEInformationEUTRA-r16   OCTET STRING                                                     OPTIONAL,
    nonCriticalExtension             CG-ConfigInfo-v1620-IEs                                          OPTIONAL
}

CG-ConfigInfo-v1620-IEs ::=             SEQUENCE {
    ueAssistanceInformationSourceSCG-r16    OCTET STRING (CONTAINING UEAssistanceInformation)         OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                               OPTIONAL
}

MeasurementTimingConfiguration

MeasurementTimingConfiguration-IEs ::=  SEQUENCE {
    measTiming                              MeasTimingList                                      OPTIONAL,
    nonCriticalExtension                    MeasurementTimingConfiguration-v1550-IEs            OPTIONAL
}

MeasurementTimingConfiguration-v1550-IEs ::= SEQUENCE {
    campOnFirstSSB                               BOOLEAN,
    psCellOnlyOnFirstSSB                         BOOLEAN,
    nonCriticalExtension                         MeasurementTimingConfiguration-v1610-IEs       OPTIONAL
}

MeasurementTimingConfiguration-v1610-IEs ::=  SEQUENCE {
    csi-RS-Config-r16                             SEQUENCE {
        csi-RS-SubcarrierSpacing-r16                  SubcarrierSpacing,
        csi-RS-CellMobility-r16                       CSI-RS-CellMobility,
        refSSBFreq-r16                                ARFCN-ValueNR
    },
    nonCriticalExtension                          SEQUENCE {}                                   OPTIONAL
}

UERadioPagingInformation
UERadioPagingInformation-IEs ::=    SEQUENCE {
    supportedBandListNRForPaging        SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicatorNR    OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                                             OPTIONAL
}

UERadioAccessCapabilityInformation
UERadioAccessCapabilityInformation-IEs ::= SEQUENCE {
    ue-RadioAccessCapabilityInfo               OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList),
    nonCriticalExtension                       SEQUENCE {}                                                   OPTIONAL
}

