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1. Introduction
This document is the summary of the offline email discussion “[AT113-e][403][eMTC/NB-IoT R16] UAC parameters acquisition (Huawei)”, as indicated below:

· [AT113-e][403][eMTC/NB-IoT R16] UAC parameters acquisition (Huawei)

Status: Started
      Scope:

Week 1: Check whether the intention is agreeable and there is sufficient support in principle; collect initial comments. 

Week 2: Agreeable CR, if there is sufficient support

      Intended outcome:

Week 1: Report in R2-2102063
Week 2: Agreeable 36.331 CR in R2-210XXXX (to be announced later)

      Deadline: Wednesday 2021-01-27 4:45 UTC
2. Discussion
This document discusses the CR below:

R2-2101039
Correction to UAC parameters acquisition
Huawei, HiSilicon
CR
Rel-16
36.331
The intention is to check whether the intention of the CR is agreeable and whether there are comments on the actual proposed changes.

Companies are requested to provide comments in the table below (one row for each new comment to better keep track of the discussion – please don’t edit the previous comments).

	Company
	Do you agree with the intent of the change?

yes/no
	Detailed comments

	Qualcomm
	Yes
	SIB-25 also needs to be added to section 5.2.1.3.
Change to 5.2.1.7 Not clear why 5GC and EPC are separated out to two paragraphs. Also propose to add ‘re-establishment’ to EPC case if two paragraphs are kept.
Change to 5.2.2.2 is ok.

Change to 5.2.2.3: Condition for not invalidating SIB10, 11, 12, 14 & 25 are not consistent with section 5.2.1.3. Align these conditions with section 5.2.1.3.
Change to 5.2.2.4: Add re-establishment.
Change to 5.3.16.1: 
BL UE or UE in CE in RRC_CONNECTED uses SystemInformationBlockType25, if broadcasted, acquired when entering RRC_CONNECTED or acquired while T311  running.

and
In NB-IoT, in RRC_CONNECTED, the UE uses MasterInformationBlock-NB / MasterInformationBlock-TDD-NB and SystemInformationBlockType14-NB, if broadcasted, acquired when entering RRC_CONNECTED or acquired while T311 running.

Note: ‘T311 is running’ or ‘T311 was running’ is not correct in the above context is these SIB-25/SIB-14 SIB-25/SIB-14 acquired when T311 is running can be used both while T311 is running and after cell selection is successful (i.e. T311 is stopped).
Also add SIB-25 to description of systemInfoValueTagSI.
Updates to CR based on some of the above comments is also upload to drafts folder.

	Ericsson
	Yes
	On first change, we are wondering whether a new paragraph is needed vs. covering both EPC and 5GC changes in the same (existing) paragraph. 

In clause 5.2.2.3 should SIB14-NB be added to the re-establishment case in addition to SIB25 as in the CR?

In clause 5.2.2.4 should similar addition as has been done for BL/CE UEs be added for NB-IoT and SIB14-NB? For example ab-Enabled is covered in 5.2.2.4 but the 5GC case is missing. 




Rapporteur Summary:

All companies agree with the intention of the CR.

Proposal 1: Agree on having a CR to correct UAC parameters acquisition
Rapporteur’s feedback on detailed comments: 
· Section 5.2.1.3 Qualcomm: Agree
· Section 5.2.1.7: Qualcomm and Ericsson:

In EPC, there is no access barring at the time of RRC Connection Re-establishment and no access barring in RRC_CONNECTED mode, thus there is no need to acquire SIB14 during re-establishment and no need to acquire SIB14 for a MT call.

In 5GC, there is access barring in RRC_CONNECTED mode, thus there is a need to acquire SIB14 also during re-establishment or for a MT call, for later use. However, in the two cases, AB is not checked at thjs time as specified in 5.3.3.2

If merging is preferred, wording can be discussed during phase 2.

· Section 5.2.2.3 Qualcomm: Agree 
based on the assumption that the comment is to remove (only for BL UE or the UE in CE depending on support of E-UTRA/5GC).
· Section 5.2.2.3 Ericsson: Disagree

The conditions to acquire SIB14-NB depends on the ab-Enabled5GC flag in the MIB and are described in 5.2.1.7, where re-establishment case has been added.

· Section 5.2.2.4 Qualcomm: Agree

· Section 5.2.2.4 Ericsson: Agree
· Section 5.3.16.1 Qualcomm: 
Agree to remove ‘in RRC_CONNECTED’ but we need a verb in the sentence. As AB does not take place during re-establishment, we propose to keep ‘while T311 is running’.
Proposal 2: Discuss the detailed wording of the CR, revised with the initial comments, during phase 2.  
3. Conclusion
Three companies contributed to this email discussion: Qualcomm, Ericsson and Huawei (rapporteur).

Based on the discussion, the following proposals are made:

Proposal 1: Agree on having a CR to correct UAC parameters acquisition
Proposal 2: Discuss the detailed wording of the CR, revised with the initial comments, during phase 2.
A draft CR, revised with the initial comments, has been uploaded to the draft folder for further discussion on the wording.
Annex – Contact Points

Respondents to the email discussion are kindly asked to fill in the following table.

	Company
	Name
	Email Address

	Huawei (Rapporteur)
	Odile Rollinger
	odile.rollinger@huawei.com

	Qualcomm
	Mungal Dhanda
	mdhanda@qti.qualcomm.com

	Ericsson
	Tuomas Tirronen
	tuomas.tirronen@ericsson.com

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	






