[bookmark: Title][bookmark: DocumentFor]3GPP TSG RAN WG2#113-e	R2-2100049
e-Meeting, 25th January - 5th February, 2021


3GPP TSG-RAN3 Meeting #110-e	R3-207233
Online, 2nd  - 12th  November 2020

Title:	LS on corrections for F1-U delay reporting when gNB-DU and gNB-CU-UP are not split
Release:	Rel-17
Work Item:	NR_ENDC_SON_MDT_enh

Source:	RAN3
To:	RAN2

Contact Person:	Angelo Centonza
E-mail Address:	Angelo.Centonza (at) ericsson (dot) com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	


1. Overall Description:
RAN3 has discussed the case of a split gNB where the gNB-DU and the gNB-CU-UP are merged together but where the gNB-CU-CP is split. In this scenario there is no F1-U interface. 

RAN3 has identified that for this scenario the F1-U delay should not be reported as part of the RAN delay measurements. Namely, TS38.314 should state that “For cases where gNB-CU-UP and gNB-DU are not split, RAN part of packet delay excludes the delay at FI-U interface, i.e. D2.3 and D3.”


2. Actions:
To SA2 group.
[bookmark: _GoBack]ACTION: 	RAN3 kindly asks RAN2 to take the above information into account and to amend their specifications accordingly, if feasible.

3. Date of Next RAN3 Meetings:
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