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	Reason for change:
	1. In current specification, it seems not consist of PCell in RRC_CONNECTED for EUTRA cell to NR or E-UTRA cell when record the mobility history information in 38.331 which case we think should be included. 

	6	Agree the following TP related to MHI.
	1>	Upon change of cell, consisting of PCell in RRC_CONNECTED or serving cell in RRC_IDLE or RRC_INACTIVE (for NR cell) or in RRC_IDLE (for E-UTRA cell), to another NR or E-UTRA cell, or when entering out of service.
	We should refer to ‘any cell Selection’ or ‘camp on any cell’ in NR and or ‘any cell Selection in LTE’ or ‘camp on any cell’ instead “out of service“


2. In RAN2#110-e meeting, the following agreement was made:

According to the agreement above, both “any cell selection” and “camp on any cell” should be used to instead of “out of service”, not just “any cell selection”.

3. Some editorial change.



	
	

	Summary of change:
	1. Add the case of PCell in RRC_CONNECTED for EUTRA cell to NR or E-UTRA cell when record the mobility history information in 5.7.9.2.
2. Add the case of entering “camped on any cell” state from “camped normally” state in NR or LTE.
3. Minor editorial change.

Impact analysis
Architecture options
NR SA, (NG)EN-DC, NE-DC, and NR-DC

Impacted functionality:
Mobility History Information

Inter-operability:
If only the network is implemented according to the CR and the UE is not, the UE will not record the mobility history information when PCell in RRC_CONNECTED for EUTRA cell to NR or E-UTRA cell or when enter “camped on any cell” state from “camped normally” state in NR or LTE.
If only the UE is implemented according to the CR and the network is not, no interoperability problems are foreseen.


	
	

	Consequences if not approved:
	There are some cases will not be recorded in the mobility history information.
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[bookmark: _Toc46439361][bookmark: _Toc46444198][bookmark: _Toc46486959][bookmark: _Toc52836837][bookmark: _Toc52837845][bookmark: _Toc53006485]Start of Change
[bookmark: _Toc60776990][bookmark: _Toc60867771][bookmark: _Hlk43123999]5.7.9	Mobility history information
[bookmark: _Toc60776991][bookmark: _Toc60867772]5.7.9.1	General
This procedure specifies how the mobility history information is stored by the UE, covering RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED.
[bookmark: _Toc60776992][bookmark: _Toc60867773]5.7.9.2	Initiation
If the UE supports storage of mobility history information, the UE shall:
[bookmark: _GoBack]1>	Upon change of suitable cell, consisting of PCell in RRC_CONNECTED (for NR or E-UTRA cell) or serving cell in RRC_INACTIVE (for NR cell) or in RRC_IDLE (for NR or E-UTRA cell), to another NR or E-UTRA cell, or when entering 'any cell selection' state or 'camped on any cell' state from 'camped normally' state in NR or LTE:
2>	include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:
3>	if the global cell identity of the previous PCell/serving cell is available:
4>	include the global cell identity of that cell in the field visitedCellId of the entry;
3>	else:
4>	include the physical cell identity and carrier frequency of that cell in the field visitedCellId of the entry;
3>	set the field timeSpent of the entry as the time spent in the previous PCell/serving cell;
1>	upon entering 'camped normally' state in NR (in RRC_IDLE, RRC_INACTIVE or RRC_CONNECTED) or E-UTRA (in RRC_IDLE or RRC_CONNECTED) while previously in 'any cell selection' state or 'camped on any cell' state in NR or LTE:
2>	include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:
3>	set the field timeSpent of the entry as the time spent in 'any cell selection' state and/or 'camped on any cell' state in NR or LTE.
End of Change

