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	Reason for change:
	If the RRCRelease message with/without suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1, the measIdleConfig IE can be also included in the RRCRelease message. In this case, the UE may also need to update the idle measurement configuration according to the SIB11/4 immediately. But idle measurement configuration update is missing for the case of “from RRC_INACTIVE to RRC_INACTIVE/RRC_IDLE”.


	
	

	Summary of change:
	1. Add the case “from RRC_INACTIVE to RRC_INACTIVE/RRC_IDLE” tp update the idle measurment configuraiton. 

	
	

	Consequences if not approved:
	Idle measurement configuration update is missing for the case of “from RRC_INACTIVE to RRC_INACTIVE/RRC_IDLE”.


Impacted functionality:
Early meausrment configuaiton update.

Inter-operability:
No Inter-operability due to just calrification on text of UE behaviour in UE side.
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	The first of change


[bookmark: _Toc60776983][bookmark: _Toc60867764]5.7.8	Idle/inactive Measurements
[bookmark: _Toc60776984][bookmark: _Toc60867765]5.7.8.1	General
This procedure specifies the measurements to be performed and stored by a UE in RRC_IDLE and RRC_INACTIVE when it has an idle/inactive measurement configuration.
[bookmark: _Toc60776985][bookmark: _Toc60867766]5.7.8.1a	Measurement configuration
The purpose of this procedure is to update the idle/inactive measurement configuration.
The UE initiates this procedure while T331 is running and one of the following conditions is met:
1>	upon selecting a cell when entering RRC_IDLE or RRC-INACTIVE from RRC_CONNECTED or RRC-INACTIVE; or
1>	upon update of system information (SIB4, or SIB11), e.g. due to intra-RAT cell (re)selection;
While in RRC_IDLE or RRC_INACTIVE, and T331 is running, the UE shall:
1>	if VarMeasIdleConfig includes neither a measIdleCarrierListEUTRA nor a measIdleCarrierListNR received from the RRCRelease message:
2>	if the UE supports idleInactiveEUTRA-MeasReport:
3>	if the SIB11 includes the measIdleConfigSIB and contains measIdleCarrierListEUTRA:
4>	store or replace the measIdleCarrierListEUTRA of measIdleConfigSIB of SIB11 within VarMeasIdleConfig;
3>	else:
4>	remove the measIdleCarrierListEUTRA in VarMeasIdleConfig, if stored;
2>	if the UE supports idleInactiveNR-MeasReport:
3>	if SIB11 includes the measIdleConfigSIB and contains measIdleCarrierListNR:
4>	store or replace the measIdleCarrierListNR of measIdleConfigSIB of SIB11 within VarMeasIdleConfig;
3>	else:
4>	remove the measIdleCarrierListNR in VarMeasIdleConfig, if stored;
1>	for each entry in the measIdleCarrierListNR within VarMeasIdleConfig that does not contain an ssb-MeasConfig received from the RRCRelease message:
2>	if there is an entry in measIdleCarrierListNR in measIdleConfigSIB of SIB11 that has the same carrier frequency and subcarrier spacing as the entry in the measIdleCarrierListNR within VarMeasIdleConfig and that contains ssb-MeasConfig:
3>	delete the ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
3>	store the SSB measurement configuration from SIB11 into nrofSS-BlocksToAverage, absThreshSS-BlocksConsolidation, smtc, ssb-ToMeasure, deriveSSB-IndexFromCell, and ss-RSSI-Measurement within ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
2>	else if there is an entry in interFreqCarrierFreqList of SIB4 with the same carrier frequency and subcarrier spacing as the entry in measIdleCarrierListNR within VarMeasIdleConfig:
3>	delete the ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
3>	store the SSB measurement configuration from SIB4 into nrofSS-BlocksToAverage, absThreshSS-BlocksConsolidation, smtc, ssb-ToMeasure, deriveSSB-IndexFromCell, and ss-RSSI-Measurement within ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig;
2>	else:
3>	remove the ssb-MeasConfig of the corresponding entry in the measIdleCarrierListNR within VarMeasIdleConfig, if stored;
1>	perform measurements according to 5.7.8.2a.
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