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1	Overall description
RAN2 thanks RAN3 for the LS of R2-2008730/R2-2011041.

In the LS [R2-2011041], RAN3 provided the following two options on provision of geographical fixed cell identity to AMF:
Option a): On Uu, SIB content corresponds to momentary coverage area of a satellite beam related to the geographically fixed areas of TAs/Cells - irrespective of whether the beam is fixed or moving.
Option b): The cell ID used on Uu SIB content (and probably on Xn) are decoupled from cell ID used on NG(N2). The respective mapping is performed in RAN. This requires gNB to acquire the UE’s location information.

For Option a), the coverage of an earth moving cell is going to keep scanning  of the surface of the earth, and we assumes the basic procedures such as cell selection, reselection, measurement and handover should base on the real coverage of the physical cell, not the geographical fixed cell. What’s the usage and benefit to introduce the geographical fixed Cell IDs in Uu interface is not clear. If the two types of Cell ID are both used in the Uu interface, it may bring some confusion. 

For Option b), there is no impact to RAN2. NG-RAN node could map the UE location info or the momentary coverage of UE’s serving cell to geographical fixed CGI when provide  the CGI to AMF in NG(N2), detail design of the  NG(N2) is pending to RAN3.
Above all, RAN2 believes the Option b) is enough to satisfy the requirement of SA2, provision of geographical fixed CGI from NG-RAN to 5GC.
2	Actions
To RAN3, SA2:
ACTION: 	RAN2 respectfully requests RAN3 and SA2 to take above into account, and do corresponding changes to the specification if needed.
3	Dates of next TSG RAN WG2 meetings
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