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	Reason for change:
	In the informative table of section 7 for the timer T400, it is stated that when the timer expires, the sidelink reconfiguration failure procedure need to be performed. 

However, the mentioned procedure is not correct and what should be performed is the NR sidelink RLF procedure as specified in section 5.8.9.3. 

Additionally, the UE action for sidelink UE information report in cross-RAT scenario (i.e., LTE control NR sidelink) is missing in section 5.8.9.3.



	
	

	Summary of change:
	
Section 7.1.1
- Clarified that when T400 expires, the UE should perform the sidelink RLF procedure, as specified in clause 5.8.9.3.
Section 5.8.9.3
- Add LTE reference for sidelink UE information report in cross-RAT scenario (i.e., LTE control NR sidelink).




Impact Analysis
Impacted 5G architecture options: Sidelink 

Impacted functionality:

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, there is no inter-operability issue,

2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

3. If one UE is implemented according to the CR and another UE is not, there is no inter-operability issue.
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START OF CHANGES
[bookmark: _Toc52837428][bookmark: _Toc46439952][bookmark: _Toc46487550][bookmark: _Toc53007076][bookmark: _Toc46444789][bookmark: _Toc52838436]7	Variables and constants
[bookmark: _Toc52838437][bookmark: _Toc46444790][bookmark: _Toc52837429][bookmark: _Toc46439953][bookmark: _Toc46487551][bookmark: _Toc53007077]7.1	Timers
[bookmark: _Toc53007078][bookmark: _Toc52837430][bookmark: _Toc52838438][bookmark: _Toc46487552][bookmark: _Toc46444791][bookmark: _Toc46439954]7.1.1	Timers (Informative)
[bookmark: _Toc60777577][bookmark: _Toc60868358]7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T400
	Upon transmission of RRCReconfigurationSidelink
	Upon reception of RRCReconfigurationFailureSidelink or RRCReconfigurationCompleteSidelink
	Perform the Sidelink radio link failure related actionssidelink RRC reconfiguration failure procedure as specified in 5.8.9.1.83



START OF NEXT CHANGE

[bookmark: _Toc60777045][bookmark: _Toc60867826][bookmark: _Hlk61523592]	5.8.9.3	Sidelink radio link failure related actions
The UE shall:
1>	upon indication from sidelink RLC entity that the maximum number of retransmissions for a specific destination has been reached; or
1>	upon T400 expiry for a specific destination; or
1>	upon indication from sidelink MAC entity that the maximum number of consecutive HARQ DTX for a specific destination has been reached; or
1>	upon integrity check failure indication from sidelink PDCP entity concerning SL-SRB2 or SL-SRB3 for a specific destination:
2>	consider sidelink radio link failure to be detected for this destination;
2>	release the DRBs of this destination, in according to sub-clause 5.8.9.1a.1;
2>	release the SRBs of this destination, in according to sub-clause 5.8.9.1a.3;
2>	discard the NR sidelink communication related configuration of this destination;
2>	reset the sidelink specific MAC of this destination;
2>	consider the PC5-RRC connection is released for the destination;
2>	indicate the release of the PC5-RRC connection to the upper layers for this destination (i.e. PC5 is unavailable);
2>	if UE is in RRC_CONNECTED:
3>	perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.8.3.3 or sub-clause5.10.15 in TS 36.331[10];
NOTE:	It is up to UE implementation on whether and how to indicate to upper layers to maintain the keep-alive procedure [55].
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