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1 Introduction

According to SA2 agreement in [1], discovery message will be taken as new signalling in ProSe layer separately from PC5-S signalling. With consideration of this agreement, we would like to further discuss the AS layer solution to differentiate discovery message from SL data transmission in the TR [2].

This contribution is to discuss some clarification on AS layer differentiation solution.
2 Discussion
According to the TR [2], RAN2 have introduced separate/shared resource pool configuration, new LCID, new SRB for discovery message. The usage of new LCID and new SRB is taken together with shared resource pool configuration. In case of separate resource pool configuration, discovery message is treated equally with others in LCP procedure. 
	Captured from the TR [2]
Resource pool to transmit discovery message can be either shared with or separated from resource pool for data transmission. 

-    In case of shared resource pool, a new LCID is introduced for discovery message, i.e., discovery message is carried by a new SL SRB. 
-    Within separated resource pool, discovery messages are treated equally with each other during the LCP procedure.


But based on SA2 agreement, it is highly expected that new SRB and new LCID are introduced for discovery message since discovery message is taken separately from PC5-S signalling and discovery message is neither PC5 RRC message nor SL data. So discovery message with new SRB and new LCID can be transmitted within separate resource pool, which means that new SRB and new LCID are needed for discovery message regardless of resource pool separation.
Then whether to introduce separate resource pool for discovery message is dependent on the operation policy for SL resource pool. RAN2 can be open for any resource configuration for discovery message and leave it as implementation issue.

Proposal 1. RAN2 is asked to introduce a new LCID and a new SL SRB for discovery message for both shared resource pool with SL data transmission and separate resource pool from SL data transmission.
3 Conclusion

RAN2 is requested to discuss and capture the following proposal:
Proposal 1. RAN2 is asked to introduce a new LCID and a new SL SRB for discovery message for both shared resource pool with SL data transmission and separate resource pool from SL data transmission.
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