
3GPP TSG-RAN WG2 Meeting #113-e
R2-2101927
Electronic, 25nd Jan– 05th Feb, 2021                                                                                  
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.305
	CR
	0067
	rev
	
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction on the description for UE capability trasnfer

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_Pos-Core
	
	Date:
	2021-01-25

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
...
Rel-15
(Release 15)
Rel-16
(Release 16) 
Rel-17
(Release 17)
Rel-18
(Release 18)

	
	

	Reason for change:
	In Sectoin 7.1.2.1, the description for capability transfer refers the whole section to the LTE positioning stage2 spec for more detials. While in 36305, the description is for E-SMLC server instead of LMF. 
7.1.2.1
Capability transfer

A UE request for capability from E-SMLC or delivery of the E-SMLC capability to the UE is not supported in this version of the specification.

Capabilities in an LPP context refer to the ability of a target or server to support different position methods defined for LPP, different aspects of a particular position method (e.g. different types of assistance data for A-GNSS) and common features not specific to only one position method (e.g. ability to handle multiple LPP transactions). These capabilities are defined within the LPP protocol and transferred between the target and the server using LPP transport.

The exchange of capabilities between a target and a server may be initiated by a request or sent as "unsolicited" information. If a request is used, the server sends an LPP Request Capabilities message to the target device with a request for capability information. The target sends an LPP Provide Capabilities message.
Revised paragraph similar to section 7.1.2.5 needs to be added to revise for the description of LMF

	
	

	Summary of change:
	Add a complete description for capability transfer for NR E-CID instead of refering to the LTE spec. 

	
	

	Consequences if not approved:
	The refered spec is actually for LTE network entity while the description is intended for NR network entity. The description intended 5G will be wrong. 
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Capability transfer for NR E-CID
Inter-operability: 

If the UE is implemented according to this CR while the network is not, there is no inter-oprability issue
If the network is implemented according to this CR while the UE is not, there is no inter-oprability issue
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==================================FIRST CHANGE======================================
7.1.2.1
Capability transfer

A UE request for capability from LMF or delivery of the LMF capability to the UE is not supported in this version of the specification.

Capabilities in an LPP context refer to the ability of a target or server to support different position methods defined for LPP, different aspects of a particular position method (e.g. different types of assistance data for A-GNSS) and common features not specific to only one position method (e.g. ability to handle multiple LPP transactions). These capabilities are defined within the LPP protocol and transferred between the target and the server using LPP transport.

The exchange of capabilities between a target and a server may be initiated by a request or sent as "unsolicited" information. If a request is used, the server sends an LPP Request Capabilities message to the target device with a request for capability information. The target sends an LPP Provide Capabilities message.


[image: image1.emf]
Figure 7.1.2.1‑1: LPP Capability Transfer procedure

1.
The server may send a request for the LPP related capabilities of the target.

2.
The target transfers its LPP-related capabilities to the server. The capabilities may refer to particular position methods or may be common to multiple position methods.

LPP Capability Indication procedure is used for unsolicited capability transfer.
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Figure 7.1.2.1-2: LPP Capability Indication procedure


================================END OF CHANGES======================================


