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	Reason for change:
	EN-DC is supported in Rel-16 IAB. In LTE, the RRC messages DLInformationTransfer and ULInformationTransfer can transfer F1-C related information between IAB Donor-CU and IAB-DU via IAB-MT in RRC_CONNECTED.
In the procedures of DL information transfer in subclause 5.6.1 and UL information transfer in subclause 5.6.2, it is clear that F1-C related information can be contained in DLInformationTransfer and ULInformationTransfer.
However, it is missing in the message description of DLInformationTransfer and ULInformationTransfer in subclause 6.2.2. It should be added.

	
	

	Summary of change:
	[bookmark: OLE_LINK1]In subclause 6.2.2, add the description that DLInformationTransfer and ULInformationTransfer can transfer F1-C related information between IAB Donor-CU and IAB-DU via IAB-MT in RRC_CONNECTED.

Impact analysis
Impacted 5G architecture options: 
Non-Standalone

Impacted functionality: 
DL information transfer and UL information transfer
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1. If the IAB-MT is implemented according to this CR but the network is not, there is no inter-operability issue foreseen.
2. If the network is implemented according to this CR but the IAB-MT is not, there is no inter-operability issue foreseen.
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	The descriptions of DLInformationTransfer and ULInformationTransfer are inconsistent in different subclauses. It may lead misunderstaidnings on the RRC messages DLInformationTransfer and ULInformationTransfer.
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Start of the change
6  Protocol data units, formats and parameters (tabular & ASN.1)
[bookmark: _Toc60863759][bookmark: _Toc20487166][bookmark: _Toc29342461][bookmark: _Toc29343600][bookmark: _Toc36566860][bookmark: _Toc36810293][bookmark: _Toc36846657][bookmark: _Toc36939310][bookmark: _Toc37082290][bookmark: _Toc46480922][bookmark: _Toc46482156][bookmark: _Toc46483390]6.2     RRC messages
[bookmark: _Toc60863774][bookmark: _Toc20487181][bookmark: _Toc29342476][bookmark: _Toc29343615][bookmark: _Toc36566875][bookmark: _Toc36810308][bookmark: _Toc36846672][bookmark: _Toc36939325][bookmark: _Toc37082305][bookmark: _Toc46480937][bookmark: _Toc46482171][bookmark: _Toc46483405]6.2.2   Message definitions
[bookmark: _Toc60863780][bookmark: _Toc20487186][bookmark: _Toc29342481][bookmark: _Toc29343620][bookmark: _Toc36566880][bookmark: _Toc36810314][bookmark: _Toc36846678][bookmark: _Toc36939331][bookmark: _Toc37082311][bookmark: _Toc46480943][bookmark: _Toc46482177][bookmark: _Toc46483411]–	DLInformationTransfer
The DLInformationTransfer message is used for the downlink transfer of NAS, non-3GPP dedicated information, or time reference information, or F1-C related information from IAB Donor-CU to IAB-DU via IAB-MT in RRC_CONNECTED.
NOTE:	The UE may use the time reference information provided in the timeReferenceInfo IE for numerous purposes, possibly involving upper layers e.g. to synchronise the UE clock.
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]Signalling radio bearer: SRB2 or SRB1. If only timeReferenceInfo is included in the message, SRB1 is used. Otherwise, SRB1 is used only if SRB2 not established yet, and if SRB2 is suspended, E-UTRAN does not send this message until SRB2 is resumed.
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
------------------Omitted-----------------

–	ULInformationTransfer
The ULInformationTransfer message is used for the uplink transfer of NAS,  or non-3GPP dedicated information, or F1-C related information from IAB-DU to IAB Donor-CU via IAB-MT in RRC_CONNECTED.
Signalling radio bearer: SRB2 or SRB1(only if SRB2 not established yet). If SRB2 is suspended, the UE does not send this message until SRB2 is resumed
RLC-SAP: AM
Logical channel: DCCH
[bookmark: _GoBack]Direction: UE to E‑UTRAN
[bookmark: _Toc60863835][bookmark: _Toc20487238][bookmark: _Toc29342533][bookmark: _Toc29343672][bookmark: _Toc36566934][bookmark: _Toc36810372][bookmark: _Toc36846736][bookmark: _Toc36939389][bookmark: _Toc37082369][bookmark: _Toc46480998][bookmark: _Toc46482232][bookmark: _Toc46483466]End of the change
