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	Reason for change:
	As for Multi-RTT positioning method, the required assistance data from LMF does not include the UL-SRS related information which is delievered to UE by dedicated RRC signalling.
Besides, the field description of the IE nr-AdType in the NR-Multi-RTT-RequestAssistanceData is absent and should be added.

	
	

	Summary of change:
	1. Add a field description for the IE ul-srs that this IE should not be included in this version of the protocol.
2.  Add a filed description for the IE nr-AdType in the NR-Multi-RTT-RequestAssistanceData.
Impact analysis
Impacted 5G architecture options: 
NR SA, MR-DC

Impacted functionality: 
Positioning Assistance data request

Inter-operability:
1. [bookmark: OLE_LINK9][bookmark: OLE_LINK10]If the network is implemented according to the CR and the UE is not, there is no inter-operability issue forseen.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability issue forseen.


	
	

	Consequences if not approved:
	The incorrect information may mislead UEs that UE can request UL SRS from LMF which is not supported in LMF so far.

	
	

	Clauses affected:
	6.5.12.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


START OF CHANGE
[bookmark: _Toc37681231][bookmark: _Toc46486805][bookmark: _Toc52547150][bookmark: _Toc52547680][bookmark: _Toc52548210][bookmark: _Toc52548740][bookmark: _Toc60870468][bookmark: _Toc12632593][bookmark: _Toc29305287][bookmark: _Toc37338092][bookmark: _Toc46488933][bookmark: _Toc52567286]6.5.12.2	NR Multi-RTT Assistance Data Request
[bookmark: _Toc37681232][bookmark: _Toc46486806][bookmark: _Toc52547151][bookmark: _Toc52547681][bookmark: _Toc52548211][bookmark: _Toc52548741][bookmark: _Toc60870469]–	NR-Multi-RTT-RequestAssistanceData
The IE NR-Multi-RTT-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-Multi-RTT-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-AdType-r16					BIT STRING { 	dl-prs (0),
													ul-srs (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-Multi-RTT-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data. 
dl-prs means requested assistance data is nr-DL-PRS-AssistanceData, 
ul-srs should not be included in this version of the protocol.
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