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1. Introduction
This contribution looks at one missing issue, which is about RRC resumption for SDT procedure1 [ ]
 due to RAN paging.
2. RAN paging reception and response
UE during INACTIVE state is required to receive RAN paging. According to existing mechanism up to Rel-16, UE tries to resume the RRC connection through RRC resume procedure, where the UE generates RRCResumeRequest message and sends it to the serving gNB. For the UE receives RAN paging when SDT procedure is ongoing, the current email discussion [Post113-e][502][SDT] is focusing only on UL data transmission and DL data reception is out of scope, but it is good to clarify the UE behaviour in this case. There seems to be three options. The 1st option is that the UE behaviour is up to implementation as per the current specification TS38.304. The 2nd option is that the UE resumes RRC connection since normal UE behaviour is to try to resume the RRC connection although it is not explicit requirement. The 3rd option is that the UE continues the ongoing SDT procedure since there is no requirement for the UE to respond the RAN paging according to the latest specification. RAN2 is asked to decide which option the UE should perform.
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The UE initiates RRC Connection Resume procedure upon receiving RAN initiated paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS. <Fujitsu understood that this is not requirement due to no “shall” statement>
(omit)


Proposal:
The UE behaviour when RAN paging is received during SDT procedure needs to be clarified among three options.
Option 1: It is up to UE implementation.
Option 2: UE resumes the RRC connection.
Option 3: UE continues the ongoing SDT procedure.
3. Summary of Proposals
Proposal:
The UE behaviour when RAN paging is received during SDT procedure needs to be clarified among three options.

Option 1: It is up to UE implementation.
Option 2: UE resumes the RRC connection.

Option 3: UE continues the ongoing SDT procedure.
References

[1] Draft report of RAN2#113-e meeting, ETSI MCC.
[2] RP-201305, “NR small data transmissions in INACTIVE state,” RAN#88-e.
[3] Draft report of [Post113-e][502][SDT], email rapporteur (ZTE), RAN2#113bis-e.
[4] TS38.304.
PAGE  
- 1 -

