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	Reason for change:
	There is a contradiction between Table 4.3-1 and Table B.1-1 regarding whether positioning methods using Bluetooth/sensors are supported in SUPL.

According to the latest version of OMA SUPL 2.0.6, SUPL does not support positioning methods using Bluetooth/Sensors.


	
	

	Summary of change:
	The check marks indicationg SUPL support of methods using Bluetooth and Sensors in Table B.1-1 are changed to ‘NA’.

Impact analysis
Impacted functionality:
Positioning

Inter-operability:
If only the network is implemented according to the CR, interoperability problems are not foreseen.
If only the UE is implemented according to the CR, interoperability problems are not foreseen.
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	TS 38.305 describes the misleading table regarding SUPL support of positioning methods using Bluetooth/Sensors
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[bookmark: _Toc12632816][bookmark: _Toc29305510][bookmark: _Toc46525072][bookmark: _Toc67781308]A.1	SUPL 2.0 Positioning Methods and Positioning Protocols
The following table shows how the 3GPP positioning protocols are supported in SUPL 2.0.
Table A.1-1: SUPL support of positioning methods
	Positioning Protocol:
	RRLP
(GSM/GPRS/WCDMA/
LTE/WLAN/WiMAX)
	RRC
(WCDMA)
	LPP
(NR/LTE)

	Positioning Method:
	
	
	

	A-GPS (A-GANSS) SET Assisted 
	
	
	

	A-GPS (A-GANSS) SET Based 
	
	
	

	Autonomous GPS/GANSS 
	
	
	

	Enhanced Cell ID NOTE 1
	
	
	 NOTE 2

	Enhanced Observed Time Difference (E-OTD) 
	 (GSM only)
	NA
	NA

	Observed Time Difference of Arrival (OTDOA) NOTE 1, NOTE 3
	NA
	
	

	Sensors
	NA
	NA NOTE 5
	NA

	WLAN
	NA
	
	

	Bluetooth
	NA
	NA
	NA

	TBS NOTE 4
	NA
	
	

	NOTE 1:	Excludes methods based on NR signals.
NOTE 2:	For LPP, NR CID is supported.
NOTE 3:	This includes TBS positioning based on PRS signals, which is only supported in LPP (LTE).
NOTE 4:	TBS positioning based on MBS signals.
NOTE 5:	Only barometric pressure sensor is supported.




