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1. Overall Description:

In the incoming R2-2100079(S5-205347), it is suggested QoE reporting can be temporarily stopped and restarted to mitigate RAN overload situation. 

· It is considered vital that QoE data is captured during time periods of RAN overload. However, there can be many consumers that frequently collects QoE data from many UEs. To not contribute to the RAN overload, the QMC reporting should be able to be temporarily stopped and restarted.

In the incoming LS R2-2100076(S4-201600), it also mentions,

· Regarding temporary stop and restart, SA4 agrees that this seems to be a useful functionality to handle temporary RAN overload. However, as we also stated in the above reply, SA4 believes that there should be no need for involving the application in this scenario.

· The temporary stop and restart is a generic service-agnostic functionality which can be handled directly at RAN level in the UE, whenever any temporary RAN overload is seen. SA4 thus decided to not implement this functionality at the application level.
RAN2 discussed QoE reporting stop and start mechanism and achieved the following conclusions.
· Multiple QoE measurement configurations can be configured to the UE, UE can perform and report multiple QoE measurements at the same time.

· Network can stop and start QoE reporting for one or more QoE measurement configurations. 
· The stopped QoE measurement configurations are kept, and UE continues to collect measurements for these QoE measurement configurations. 

· Considering the limited RAM capacity, UE cost and amount of collected QoE measurements, the collected measurement results for the stopped QoE measurement configurations are stored in application layer (in UE storage), and RRC layer indicates to the concerned application layers whether QoE reporting is stopped and started.
· The stop and start mechanism can also be applied to the scenario that UE moves among different gNBs with different QoE capability, then QoE measurement continuity can be guaranteed when UE moves to a gNB not supporting QoE.

RAN2 kindly ask SA4, SA5 and CT1 to considering RAN2 agreements.
2. Actions:
To: SA4, SA5, CT1
ACTION:   
RAN2 kindly ask SA4, SA5 and CT1 to considering RAN2 agreements.
3. Date of Next RAN2 Meetings:

RAN2#114-e
19 – 27 May 2021
Online
