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	Reason for change:
	In DAPS after uplink switching the UE still transmits to the source cell everything that is already fed below PDCP layer, not necessarily only retransmissions (what current text implies), but new transmissions are also possible when the data has been sent from PDCP to RLC before UL switching. This explanation is missing in the NR Stage 2 text.

	
	

	Summary of change:
	One subparagraph in 9.2.3.2.2 is updated with the case of new transmissions covered as well. Text clarifications and rephrasing is introduced, e.g. the explicit use of “ROHC” is removed as PDCP PDUs (control and data) cover ROHC already.
Impact analysis
Impacted functionality: DAPS handover
Inter-operability: 
1. If the NW is implemented according to the CR and the UE is not, the UE will not send new RLC SDUs, while the NW expects the UE to send these.
2. If the UE is implemented according to the CR and the network is not, the UE would initate the transmissions of new RLC SDUs while the NW expects just the status transfers or retransmissions.

	
	

	Consequences if not approved:
	UE’s behavior towards the source cell after UL switching for DAPS is described incorrectly.
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The U-plane handling during the Intra-NR-Access mobility activity for UEs in RRC_CONNECTED takes the following principles into account to avoid data loss during HO:
-	During HO preparation, U-plane tunnels can be established between the source gNB and the target gNB;
-	During HO execution, user data can be forwarded from the source gNB to the target gNB;
-	Forwarding should take place in order as long as packets are received at the source gNB from the UPF or the source gNB buffer has not been emptied.
-	During HO completion:
-	The target gNB sends a path switch request message to the AMF to inform that the UE has gained access and the AMF then triggers path switch related 5GC internal signalling and actual path switch of the source gNB to the target gNB in UPF;
-	The source gNB should continue forwarding data as long as packets are received at the source gNB from the UPF or the source gNB buffer has not been emptied.
For RLC-AM bearers:
-	For in-sequence delivery and duplication avoidance, PDCP SN is maintained on a per DRB basis and the source gNB informs the target gNB about the next DL PDCP SN to allocate to a packet which does not have a PDCP sequence number yet (either from source gNB or from the UPF).
-	For security synchronisation, HFN is also maintained and the source gNB provides to the target one reference HFN for the UL and one for the DL i.e. HFN and corresponding SN.
-	In both the UE and the target gNB, a window-based mechanism is used for duplication detection and reordering.
-	The occurrence of duplicates over the air interface in the target gNB is minimised by means of PDCP SN based reporting at the target gNB by the UE. In uplink, the reporting is optionally configured on a per DRB basis by the gNB and the UE should first start by transmitting those reports when granted resources are in the target gNB. In downlink, the gNB is free to decide when and for which bearers a report is sent and the UE does not wait for the report to resume uplink transmission.
-	The target gNB re-transmits and prioritizes all downlink data forwarded by the source gNB (i.e. the target gNB should first send all forwarded PDCP SDUs with PDCP SNs, then all forwarded downlink PDCP SDUs without SNs before sending new data from 5GC), excluding PDCP SDUs for which the reception was acknowledged through PDCP SN based reporting by the UE.
NOTE 1:	Lossless delivery when a QoS flow is mapped to a different DRB at handover, requires the old DRB to be configured in the target cell. For in-order delivery in the DL, the target gNB should first transmit the forwarded PDCP SDUs on the old DRB before transmitting new data from 5GC on the new DRB. In the UL, the target gNB should not deliver data of the QoS flow from the new DRB to 5GC before receiving the end marker on the old DRB from the UE.
-	The UE re-transmits in the target gNB all uplink PDCP SDUs starting from the oldest PDCP SDU that has not been acknowledged at RLC in the source, excluding PDCP SDUs for which the reception was acknowledged through PDCP SN based reporting by the target.
For RLC-UM bearers:
-	The PDCP SN and HFN are reset in the target gNB, unless the bearer is configured with DAPS handover;
-	No PDCP SDUs are retransmitted in the target gNB;
-	The target gNB prioritises all downlink SDAP SDUs forwarded by the source gNB over the data from the core network;
NOTE 2:	To minimise losses when a QoS flow is mapped to a different DRB at handover, the old DRB needs to be configured in the target cell. For in-order delivery in the DL, the target gNB should first transmit the forwarded PDCP SDUs on the old DRB before transmitting new data from 5GC on the new DRB. In the UL, the target gNB should not deliver data of the QoS flow from the new DRB to 5GC before receiving the end marker on the old DRB from the UE.
-	The UE does not retransmit any PDCP SDU in the target cell for which transmission had been completed in the source cell.
For DAPS handover:
A DAPS handover can be used for an RLC-AM or RLC-UM bearer. For a DRB configured with DAPS, the following principles are additionally applied.
Downlink:
-	During HO preparation, a forwarding tunnel is always established.
-	The source gNB is responsible for allocating downlink PDCP SNs until the SN assignment is handed over to the target gNB and data forwarding in 9.2.3.2.3 takes place. That is, the source gNB does not stop assigning PDCP SNs to downlink packets until it receives the HANDOVER SUCCESS message and sends the SN STATUS TRANSFER message to the target gNB.
-	Upon allocation of downlink PDCP SNs by the source gNB, it starts scheduling downlink data on the source radio link and also starts forwarding downlink PDCP SDUs along with assigned PDCP SNs to the target gNB.
-	For security synchronisation, HFN is maintained for the forwarded downlink SDUs with PDCP SNs assigned by the source gNB. The source gNB sends the EARLY STATUS TRANSFER message to convey the DL COUNT value, indicating PDCP SN and HFN of the first PDCP SDU that the source gNB forwards to the target gNB.
-	HFN and PDCP SN are maintained after the SN assignment is handed over to the target gNB. The SN STATUS TRANSFER message indicates the next DL PDCP SN to allocate to a packet which does not have a PDCP sequence number yet, even for RLC-UM.
-	During handover execution period, the source and target gNBs separately perform ROHC header compression, ciphering, and adding PDCP header.
-	During handover execution period, the UE continues to receive downlink data from both source and target gNBs until the source gNB connection is released by an explicit release command from the target gNB.
-	During handover execution period, the UE PDCP entity configured with DAPS maintains separate security and ROHC header decompression functions associated with each gNB, while maintaining common functions for reordering, duplicate detection and discard, and PDCP SDUs in-sequence delivery to upper layers. PDCP SN continuity is supported for both RLC AM and UM DRBs configured with DAPS.
Uplink:
-	The UE transmits UL data to the source gNB until the random access procedure toward the target gNB has been successfully completed. Afterwards the UE switches its UL data transmission to the target gNB.
[bookmark: _Hlk67583364]-	Even after switching its UL data transmissions towards the target gNB, the UE transmits and finishes to transmit to the source gNB all PDCP PDUs (control and data) submitted to RLC before the UL switch, includingcontinues to send UL layer 1 CSI feedback, HARQ re-transmissions and feedback, layer 2 RLC re-transmissions and feedback, ROHC feedback, HARQ data re-transmissions, and RLC data re-transmission to the source gNB.
-	During handover execution period, the UE maintains separate security context and ROHC header compressor context for uplink transmissions towards the source and target gNBs. The UE maintains common UL PDCP SN allocation. PDCP SN continuity is supported for both RLC AM and UM DRBs configured with DAPS.
-	During handover execution period, the source and target gNBs maintain their own security and ROHC header decompressor contexts to process UL data received from the UE.
-	The establishment of a forwarding tunnel is optional.
-	HFN and PDCP SN are maintained in the target gNB. The SN STATUS TRANSFER message indicates the COUNT of the first missing PDCP SDU that the target should start delivering to the 5GC, even for RLC-UM.
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