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Start of the first change
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.300: "NG Radio Access Network; Overall description".
[3]	3GPP TS 38.331: "NR Radio Resource Control (RRC); Protocol Specification".
[4]	3GPP TS 23.501: "System Architecture for the 5G System".
[5]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[6]	3GPP TS 24.587: "Vehicle-to-Everything (V2X) services in 5G System (5GS); Stage 3".

End of the first change

Start of the second change

6.3.8	PQFI
Length: 6 bits
The PQFI field indicates the ID of the PC5 QoS flow (as specified in TS 243.5287[65]) to which the SDAP PDU belongs.

End of the second change



