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	Reason for change:
	In RAN4#98e meeting, an LS on signalling scheme of transparent TxD was agreed and sent to RAN2 in R2-2102646. In the LS, RAN4 has agreed to introduce a new per-band capability signaling in Rel-16 for FR1 UEs supporting transparent TxD.
Thus, RAN2 should introduce the corresponding capability according to RAN4 conclusions.

	
	

	Summary of change:
	In the section of BandNR parameters, introduce a new Rel-16 capability of txDiversity-r16 and the corresponding description.
Based on RAN4 conclusion, it should be per-band capability. And the current conclusion is only applied to FR1. 

Impact analysis
Impacted 5G architecture options:
(NG)EN-DC, NR SA, NE-DC, NR-DC

Impacted functionality:
PC2

Inter-operability:
1.	  If the network is implemented according to the CR and the UE is not, the UE cannot report the transparent txDiversity capability.
2.	  If the UE is implemented according to the CR and the network is not, there is no compatibility issues.

	
	

	Consequences if not approved:
	There is no txDiversity capability.
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	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF
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	txDiversity-r16
Indicates whether the UE supports transparent transmitter diversity (as specified in TS 38.101-1 [2]) to enable appropriate testing approach.
	Band
	No
	N/A
	FR1 only
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