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	Reason for change:
	There are different terms used in the RAN specs (e.g., TS 37.324) and the SA specs (i.e., TS 23.287) to identify the PC5 QoS flow ID. The term PFI is used in the SA specs, while the term PQFI is used in the RAN spec. This may cause confusion between different 3GPP work groups.


	
	

	Summary of change:
	In clause 6.3.8, it is clarified that the term PQFI refers to the PFI, as specified in TS 23.287.

Impact analysis
Impacted functionality
the format of SDAP Data PDU for unicast of NR sidelink communication with SDAP header being configured
Inter-operability: 
If UE doesn’t implement the changes, while network does, there is no inter-operability issue. 

If network does’t implement the changes, while UE does, there is no inter-operability issue. 

If one UE implements the changes, while other UE doesn’t, there is no inter-operability issue.
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	The misaligned terminology between different work groups (i.e., RAN2 and SA2) PQFI/PFI may cause confusion and different understandings.
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[bookmark: _Toc37257251][bookmark: _Toc46494401][bookmark: _Toc52543825][bookmark: _Toc52796496][bookmark: _Toc52752034][bookmark: _Toc46490339][bookmark: _Toc37296212][bookmark: _Toc20428307][bookmark: _Toc52796539][bookmark: _Toc52752077][bookmark: _Toc46490382][bookmark: _Toc12569235][bookmark: _Toc52796535][bookmark: _Toc52752073][bookmark: _Toc46490378][bookmark: _Toc37296249][bookmark: _Toc12569232][bookmark: _Toc46490384]6.3.8	PQFI
Length: 6 bits
The PQFI field indicates the ID of the PC5 QoS flow (i.e, that corresponds to the PFI defined in TS 23.287[5]) to which the SDAP PDU belongs.

End of the first change


