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Start of the first change
[bookmark: _Toc37257204][bookmark: _Toc46494354][bookmark: _Toc52543778][bookmark: _Toc52796539][bookmark: _Toc52752077][bookmark: _Toc46490382][bookmark: _Toc12569235][bookmark: _Toc52796535][bookmark: _Toc52752073][bookmark: _Toc46490378][bookmark: _Toc37296249][bookmark: _Toc12569232][bookmark: _Toc46490384]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
PQFI	PC5 QoS Flow ID
QFI	QoS Flow ID
RDI	Reflective QoS flow to DRB mapping Indication
RQI	Reflective QoS Indication
SDAP	Service Data Adaptation Protocol
SL	Sidelink
SL-DRB	Sidelink Data Radio Bearer

End of the first change

Start of the second change
[bookmark: _Toc525641406][bookmark: _Toc37257234][bookmark: _Toc46494384][bookmark: _Toc52543808]6.1.2	Control PDU
a) End-Marker Control PDU
End-Marker control PDU is used by the SDAP entity at UE to indicate that it stops the mapping of the SDAP SDU of the QoS flow indicated by the QFI/PQFI to the DRB/SL-DRB on which the End-Marker control PDU is transmitted.

End of the second change

Start of the third change
[bookmark: _Toc37257251][bookmark: _Toc46494401][bookmark: _Toc52543825]6.3.8	PQFI
Length: 6 bits
The PQFI field indicates the ID of the PC5 QoS flow (i.e., as defined in TS 23.287[5]) to which the SDAP PDU belongs.

End of the third change


